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1 Background

This contribution provides a TP for TR 36.714-04-01 to finish the REFSENS for CA_41A-46D_BCS0.
2 References
Text Proposal

<Start of Text Proposal for TR 36.714-04-01>
6.x.5 REFSENS requirements
The REFSENS is specified in the following.
Table 6.x.5-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_41A-46D
	41
	
	
	-98
	-95
	-93.2
	-92
	TDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	NOTE 4:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.



Table 6.x.5-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_41A-46D
	41
	
	
	25
	50 
	75 
	100 
	TDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1 in TS 36.101).


MSD without the harmonic trap filter is provided by companies in the following: 
Table 6.x.5-3: MSD value
	Tdoc
	Source
	MSD [dB]
	Note

	R4-165755
	LGE
	30.35
	Separate antenna w/o HTF

	R4-165834
	Qualcomm
	32.5
	Separate antenna w/o HTF

	R4-164258
	Mediatek
	24.9
	Separate antenna w/o HTF

	R4-165473/165474
	Skyworks


	10
	Separate antenna w/o HTF


<End of Text Proposal>
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