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1. Overall Description:

The RRM requirements for the UE category M1 in RRC connected state are applicable for the UE configured in CE Mode A or CE Mode B according to the following rules which are defined in section 3.6.1 of TS 36.133:
· The requirements for CEMode A shall apply provided the UE category M1 is configured with CEMode A, SCH Ês/Iot ( -6 dB and CRS Ês/Iot ( -6 dB.   The CEMode A and the number of repetition levels for different physical channels are defined in [3]. 

· The requirements for CEMode B shall apply provided the UE category M1 is configured with CEMode B, SCH Ês/Iot ( -15 dB and CRS Ês/Iot ( -15 dB. The CEMode B and the number of repetition levels for different physical channels are defined in [3].
The network is expected to configure the UE with the CE mode which matches with the corresponding side conditions in terms of the signal quality (i.e. SCH Ês/Iot and CRS Ês/Iot levels). However the signal quality (i.e. SCH Ês/Iot and/or CRS Ês/Iot) may change over time due to varying load and/or radio conditions. 
Therefore RAN2 is requested to specify signalling which will allow the UE to recommend the network to reconfigure the CE mode for the scenarios expressed in table 1. The UE is required to send such recommendation if the currently configured CE mode does not match with the actual signal quality perceived by the UE as shown in table 1. Such signalling can be introduced in Rel-14.
Table 1: Proposed UE recommendation when configured CE mode and actual signal quality don’t match
	Scenario
	Current configured CE Mode
	Signal quality at the UE
	Proposed UE signalling

	1
	CE Mode A
	SCH Ês/Iot < -6 dB and CRS Ês/Iot < -6 dB
	Recommends to change the current CE Mode i.e. to CE Mode B

	2
	CE Mode B
	SCH Ês/Iot > -6 dB and CRS Ês/Iot > -6 dB
	Recommends to change the current CE Mode i.e. to CE Mode A


2. Actions:

To RAN WG2: RAN WG4 respectfully asks RAN WG2 to specify the necessary signalling in Rel-14. 
3. Date of Next TSG-RAN WG4 Meetings:
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