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	Reason for change:
	- Transmitter OFF power is specified at each TAB connector. It should be specified for each TAB connector TX mincell group.

	
	

	Summary of change:
	- The requirement is applied for each TAB connector TX mincell group, not for each TAB connector. 

· A typo is corrected in 6.4.2.4
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	Other comments:
	


--------------Start of text proposal------------
6.4.2
Transmitter OFF power
6.4.2.1
General

Transmitter OFF power is defined as the mean power measured over 70 (s filtered with a square filter of bandwidth equal to the Base Station RF Bandwidth (s) centred on the central frequency of the Base Station RF Bandwidth (s) during the transmitter OFF period.

The requirement applies for each TAB connector TX mincell group supporting transmission in the operating band. 

For multi-band TAB connectors, the requirement is only applicable during the transmitter OFF period in all supported operating bands.

For single band TAB connectors supporting transmission in multiple operating bands, the requirement is applicable per supported operating band.

6.4.2.2
Minimum requirement for MSR operation

The transmitter OFF power spectral density for each TAB connector TX mincell group shall be less than -85 dBm/MHz.
6.4.2.3
Minimum requirement for single RAT UTRA operation

The minimum requirement for UTRA operation is the same as that defined in subclause 6.4.2.2.

6.4.2.4
Minimum requirement for single RAT E-UTRA operation
The minimum requirement for E-UTRA operation is the same as that defined in subclause 6.4.2.2.

 --------------End of text proposal------------
