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1. Overall Description:

RAN4 has discussed the design of measurement gap for NR and has reached the following conclusion:

(MGL:

	
	NSA
	SA

	Sub6GHz
	6ms
	6ms

	mmWave
	If single gap is configured for LTE and mmWave: 6ms

If separated gaps are configured for LTE and mmWave: {3ms, 6ms} for mmWave
	{3ms, 6ms}


(MGRP:

	
	NSA
	SA

	Sub6GHz
	{40ms, 80ms, 160ms}
	{40ms, 80ms, 160ms}

	mmWave
	If single gap is configured for LTE and mmWave: {40ms, 80ms, 160ms}

If separated gaps are configured for LTE and mmWave: {40ms, 80ms} for LTE, {20ms, 40ms, 80ms , 160ms} for mmWave
	{20ms, 40ms, 80ms , 160ms}


Note1: MGRP of 20ms can only be configured when MGL is configured as 3ms in mmWave

Note2: LTE measurement requirements with MGRP=160ms will not be specified

(MG pattern per frequency group:
NW can configure a single uniform periodic measurement gap pattern to cover the union of SMTC of different frequency layers only given that all the corresponding SMTC windows are overlapped on time domain.
2. Actions:

To RAN2
ACTION: 
RAN4 respectfully asks RAN2 to take into account above information in their future work. 
3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN WG4 Meeting #85
27 Nov – 1 Dec 2017   
Reno, US
TSG-RAN WG4 Meeting #AH-1801
22 - 26 Jan 2018   
US
