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1.  Introduction
CA_66A-71A_1UL_BCS0 was approved in 2DL/1UL basket WID in the RAN-P#77 meeting [1]. This paper is to provide TP for the completion of this combination. 
2.  Reference
[1] RP-171790   LTE Advanced inter-band CA Rel-15 for 2DL/1UL


Annex: TP for TR36. 715-02-01 (va.b.c)
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CA_66A-71A_1UL_BCS0


[bookmark: _Toc460338313]65.x.21	Channel bandwidths per operating band for CA
Table 65.x.21-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA 
	CA operating / channel bandwidth
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_66A-71A
	66
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	71
	
	
	Yes
	Yes
	Yes
	Yes
	
	



[bookmark: _Toc460338314]65.x.32	Co-existence studies

The 2nd and 3rd order harmonics caused in the UE by transmitting of Band 66 and Band 71 UL carriers can be calculated as shown in Table 65.x.32-1 below, . nNone of the products falls into the B66 or B71 UE receiving bands. For UE coexistence the single UL is already considered for these bands in TS 36.101.
Table 65.x.32-1: Band 66 and Band 71 UL harmonics
	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	66
	1710
	1780
	2110
	2200
	3420
	3560
	5130
	5340

	71
	663
	698
	617
	652
	1326
	1396
	1989
	2094




65.x.43	ΔTIB and ΔRIB values
CA_66A-71A is formed by diplexing a carrier in Band 66 with a carrier in Band 71.  No harmonic terms overlap with downlink in Band 66 from uplink in Band 71.  The diplexer relaxations TIB = 0.3 dB, RIB = 0 dB apply with no MSD or reference sensitivity exceptions.
Table 65.x.43-1: ΔTIB,c (two bands)
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_66A-71A
	66
	0.3

	
	71
	0.3 



Table 65.x.43-2: ΔRIB,c (two bands)
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_66A-71A
	66
	0

	
	71
	0



[bookmark: _Toc441571538][bookmark: _Toc489865480]5.x.4	REFSENS requirements
REFSENS remain unchanged.
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