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1. Background

This is a TP for TS 38.104 on OTA Transmit ON/OFF power capturing related agreement in [1]. 
This is a revised version of R4-1711099.
The TP also captures agreement during this meeting on transmit transient period for 2-O.
References
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R4-1710009, TP for TR BS RF on Transmit ON/OFF power for TDD NR BS, NEC Europe Ltd and Ericsson, RAN4 NR#3, September 2017.
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9.5
OTA Transmit ON/OFF power
9.5.1
General
9.5.2
Transmitter OFF power
9.5.2.1
General

Definition for the OTA Transmitter OFF power is FFS. 
[For NR BS capable of multi-band operation, the requirement is only applicable during the transmitter OFF period in all supported operating bands.]
9.5.2.2
Minimum requirement 
The requirements for OTA transmitter OFF power spectral density should be less than [TBD].
 


9.5.3
OTA transient period
The transmitter transient period is the time period during which the transmitter is changing from the OFF period to the ON period or vice versa. The transmitter transient period is illustrated in Figure 9.5.3-1. The OFF power level is FFS.
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Figure 9.5.3-1 Illustration of the relations of transmitter ON period, transmitter OFF period and transmitter transient period.

For BS type 1-O, the transmitter transient period shall be shorter than the values listed in the minimum requirement Table 9.5.3-1.

Table 9.5.3-1 Minimum requirement for the transmitter transient period for BS type 1-O
	Transition
	Transient period length [us]

	OFF to ON
	10

	ON to OFF
	10


For BS type 2-O, the transmitter transient period shall be shorter than the values listed in the basic limit Table 9.5.3-2.

Table 9.5.3-2 Minimum requirement for transmitter transient period for BS type 2-O
	Transition
	Transient period length [us]

	OFF to ON
	3

	ON to OFF
	3 


is FFS
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