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<Start of Changes>
5.3.3
Minimum guardband and transmission bandwidth configuration

The minimum guardband for each BS channel bandwidth and SCS is specified in table 5.3.3-1 for FR1 and in table 5.3.3-2 for FR2. 

Table 5.3.3-1: Minimum guardband [kHz] (FR1)
	SCS [kHz]
	5
MHz
	10
MHz
	15
MHz
	20 
MHz
	25 
MHz
	30 
MHz
	40 
MHz
	50 
MHz
	60 
MHz
	70 
MHz
	80 
MHz
	90 
MHz
	100 
MHz

	15
	242.5
	302.5
	372.5
	442.5
	512.5
	[582.5]
	542.5
	682.5
	N.A
	N.A
	N.A
	N.A
	N.A

	30
	505
	655
	635
	795
	775
	[935]
	895
	1035
	815
	[955]
	915
	[875]
	835

	60
	N.A
	1000
	980
	1320
	1300
	[1280]
	1600
	1560
	1520
	[1480]
	1440
	[1400]
	1360


Table: 5.3.3-2: Minimum guardband [kHz] (FR2)
	SCS [kHz]
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	60
	1170
	2410
	4890
	N.A

	120
	1860
	2380
	4860
	9820


<End of Changes>














































































































































































































































































































































































































































































