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1. Introduction

In RAN #78, revised basket work item on LTE advanced inter-band carrier aggregation of band 3, band 7 and band 46 had been approved [1]. This contribution presents the text proposal on operating band, channel bandwidth of 4DL/1UL CA_3A-7A-46C.
2. References
[1]   RP-172411 “Revised WID: Rel-15 Basket WI for LTE Advanced Inter-band CA Rel-15 for 4DL/1UL”, Ericsson, 3GPP RAN#78
(Continued on next page)
Text Proposal for TR36.715-04-01 (based on v0.3.0)
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5.X
CA_3A-7A-46C_BCS0
5.X.1
Channel bandwidths per operating band for CA
Table 5.X.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_3-7-46
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	46
	5150 MHz
	–
	5925 MHz
	5150 MHz
	–
	5925 MHz
	TDD


Table 5.X.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA 

	CA operating / channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-7A-46C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS36.101
	
	


5.X.2
UE Co-existence studies
Table 5.X.2-1 summarizes frequency ranges where harmonics occur due to Band 3, Band 7 and Band 46 CA with 1 UL. 

Table 5.X.2-1: Impact of 1 UL Harmonic Interference
	
	
	
	2nd Harmonic
	3rd Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	3
	1710
	1785
	3420
	3570
	5130
	5355

	7
	2500
	2570
	5000
	5140
	7500
	7710

	46
	5150
	5925
	10300
	11850
	15450
	17775


It can be seen from Table 5.X.2-1 for CA_3A-7A-46C that there is the 3rd harmonic interference from band 3 uplink towards band 46 downlink receiver.
5.X.3
∆TIB and ∆RIB values
For three simultaneous DLs and one UL of Band 3, Band 7 and Band 46 for 1UL/4DL CA_3A-7A-46C, the (TIB,c and (RIB,c values are shown in Table 5.X.3-1 and Table 5.X.3-2, respectively.
Table 5.X.3-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_3A-7A-46C
	3
	0.5

	
	7
	0.5


Table 5.X.3-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_3A-7A-46C
	3
	0

	
	7
	0


5.X.4
REFSENS requirements

Reference sensitivity for CA_3A-7A-46C is specified in Table 5.X.4-1 for the uplink configuration specified in Table 7.3.1-2 and Table 7.3.1A-0eC of TS36.101. The exclusion zones for band 46 due to harmonics are specified in Table 7.3.1A-0eC of TS36.101.
Table 5.X.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (CA with band 46)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_3A-7A-46C
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD

	
	7
	
	
	-98
	-95
	-93.2
	-92
	

	
	46
	
	
	
	
	
	-90
	TDD
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