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1 Introduction
In last RAN4 meeting, restructure CA/DC configuration specific specs and basket WIs as well how to reduce the work load for 2UL band combinations were discussed [1, 2]. Based on the discussion, a WF was agreed in [3]. Some items in the WF are to be further checked in Athens meeting. This contribution provides further consideration on 2UL band combinations.
2 Discussion

One item to be determined is whether to remove co-existence analysis for harmonic and IMD for ISM and GNSS bands from TPs for LTE CA, NR CA and EN-DC or move the table to just guide which aspects need to be considered to the general part of the TR 37.863-01-01. 
Here we take Band 3 + n78 as an example. Table 2-1 shows the impact of Harmonic and/or IMD for ISM and GNSS bands. 
Table 2-1: 2UL Band 3 + Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2, 4, 5

	GPS
	1563
	-
	1587
	Yes
	
	IMD2, 4, 5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD5

	
	2400
	-
	2494
	Yes
	Asia
	IMD5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonics3, IMD2, 3

	
	5150
	-
	5350
	Yes
	Europe
	Harmonics3,

IMD2, 3

	
	5470
	-
	5725
	Yes
	
	IMD2, 3

	
	5150
	-
	5825
	Yes
	Asia
	Harmonics3,

IMD2, 3


Though the impact has been identified in the co-existence analysis, there are no corresponding requirements are specified in the UE specification. In our opinion, this kind of information could be considered as a reference for IDC mechanism, but since no requirements are derived based on this analysis, a table with ISM and GNSS frequency range in the general part of TR 37.863-01-01 would be enough to highlight the IDC issue. 
Proposal The table of harmonic and IMD information for ISM and GNSS bands is added in the general part of the TR 37.863-01-01. However, no detailed analysis is needed for the specific band combination in the TR. 
3 Conclusion

Further consideration on co-existence study for LTE NR DC band combinations is provided in this contribution. Following proposal shall be considered in the group to reduce the work load of the TP for specific band combination. 
Proposal The table of harmonic and IMD information for ISM and GNSS bands is added in the general part of the TR 37.863-01-01. However, no detailed analysis is needed for the specific band combination in the TR. 
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