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1. Introduction
This paper provides text proposal for TR 36.761 on frequency band arrangement.
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Text proposal
<<< start of TP>>>



	
	
	
	

	
	
	
	

	
	
	
	
	
	
	
	



	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	




	
	

	
	


6   Frequency band arrangement and regulatory background
Band number 85 was specified for the new FDD E-UTRA operating band consisting of 36 MHz paired spectrum (UL: 698-716 MHz; DL:728-746) resulting from the extension of E-UTRA Band 12 by the 1 MHz unused guard bands on the uplink and the downlink immediately below. 
The band plan and supported channel bandwidths for Band 85 are shown in Table 6-1 and Table 6-2 respectively.  

Table 6-1 E-UTRA operating bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	85
	698 MHz
	–
	716 MHz 
	728 MHz
	–
	746 MHz
	FDD


Table 6-2 E-UTRA channel bandwidth
	E-UTRA band / Channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	85
	
	
	Yes1
	Yes1
	
	

	NOTE 1:
1 refers to the bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (subclause 7.3) is allowed.


Tx-Rx frequency separation is shown in Table 6-3.

Table 6-3: Default UE TX-RX frequency separation

	E-UTRA Operating Band
	TX – RX 
carrier centre frequency
separation

	85
	30 MHz


<<< end of TP>>>
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