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1 Introduction

In the RAN4 NR AH1801 meeting, simulation results for target SNR evaluation of NR REFSENS were presented and discussed. As a results, updated WF on NR UE REFSENS SNR including FRC was approved [1]. In this contribution, we provide our updated simulation results for target SNR of NR REFSENS requirements.
2 Discussion

For detailed simulation assumption, we followed simulation assumptions on agreed WF. 
In Figure 1 /2/3, we presented our simulation results for Set1, Set2, Set3, respectively.
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Figure 1. REFSENS BLER for Set 1
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Set 2: FR1, 50 MHz CBW w/ 30 kHz SCS (133 PRB)
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Figure 2. REFSENS BLER for Set 2
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Set 3: FR2, 50 MHz CBW w/ 60 kHz SCS (66 PRB)
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Figure 3. REFSENS BLER for Set 3
In Table 3, we summarized our simulation results in terms of target SNR to achieve 5% BLER. 

Table 1. Target SNR to achieve 5% BLER (Ideal/Real)

	
	Set1
	Set2
	Set3

	Ideal CE
	-1.72
	-1.63
	-1.80

	Real CE
	-1.39
	-1.30
	-1.47


3 Conclusion
In this contribution, we provide our updated simulation results for NR REFSENS.
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