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6
Radiated transmitter characteristics

6.1
General

General test conditions for transmitter tests are given in clause 4, including interpretation of measurement results and configuration for testing. AAS BS configurations for the tests are defined in subclause 4.8.

If beams have been declared equivalent and parallel (see table 4.10-1, D9.12, D9.13), only a representative beam is necessary to demonstrate conformance.

Any radiated transmitter test requirement specified in 3GPP TS 37.105 [6] is not applicable for AAS BS operation in Band 46.
6.2
Radiated Transmit Power

6.2.1
Definition and applicability

An AAS BS is declared to support one or more beams. Radiated transmit power is defined as the EIRP level for a declared beam at a specific beam peak direction.
For each beam, the requirement is based on declarations (see table 4.10-1) of a beam identifier (D9.3), reference beam direction pair (D9.7), rated beam EIRP at the beam's reference direction pair (D9.8), EIRP accuracy directions set (D9.10), the beam direction pairs at the maximum steering directions (D9.11) and their associated rated beam EIRP (D9.12) and beamwidth(s) for reference beam direction pair and maximum steering directions (D9.13).

For a declared beam identifier and beam direction pair, the rated beam EIRP level is the maximum power that the base station is declared to radiate at the associated beam peak direction during the transmitter ON period.
For each beam peak direction associated with a beam direction pair within the EIRP accuracy directions set, a specific rated beam EIRP level may be claimed. Any claimed value shall be met within the accuracy requirement as described below. Rated beam EIRP is only required to be declared for the beam direction pairs subject to conformance testing as detailed in subclause 6.2.4.1.

NOTE 1:
The EIRP accuracy directions set for a beam is the complete continuous or discrete set of all beam direction for which the EIRP accuracy is intended to be achieved for the beam.
NOTE 2:
A beam direction pair consists of a beam centre direction and an associated beam peak direction.
NOTE 3:
A declared EIRP value is a value provided by the manufacturer for verification according to the conformance specification declaration requirements, whereas a claimed EIRP value is provided by the manufacturer to the equipment user for normal operation of the equipment and is not subject to formal conformance testing.

6.2.2
Minimum Requirement

For MSR AAS BS the minimum requirement is in 3GPP TS 37.105 [6], subclause 9.2.2.

For single RAT UTRA AAS BS the minimum requirement is in 3GPP TS 37.105 [6], subclause 9.2.3.

For single RAT E-UTRA AAS BS the minimum requirement is in 3GPP TS 37.105 [6], subclause 9.2.4.

6.2.3
Test purpose

The test purpose is to verify the ability to accurately generate and direct radiated power per beam, across the frequency range and under normal conditions, for all declared beams of the AAS BS.

6.2.4
Method of test

6.2.4.1
Initial conditions

Test environment: Normal; see 3GPP TS 37.145-1 [9], clause B.2.

RF bandwidth positions to be tested: BRFBW, MRFBW and TRFBW in single-band operation, see subclause 4.12.1.
BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band operation, see subclause 4.12.1.

Directions to be tested: The reference beam direction pair (see table 4.10-1, D9.7) and the maximum steering directions (see table 4.10-1, D9.9).

6.2.4.2
Procedure

OTA test requires correct use of an appropriate test facility which has been calibrated and is capable of performing measurements within the measurement uncertainties in subclause 4.1.2.

1)
Place the AAS BS at the positioner.

2)
Align the manufacturer declared coordinate system orientation (see table 4.10-1, D9.2) of the AAS BS with the test system.

3)
Set the AAS BS in the direction of the declared beam peak direction of the beam direction pair, for the beam to be tested.

4)
Configure the beam peak direction of the AAS BS according to the declared beam direction pair.

5)
Set the base station to transmit according to the applicable test configuration in clause 5 using the corresponding test model(s) in subclause 4.12.2.


In addition, for an AAS BS declared to be capable of multi-carrier and/or CA operation use the applicable test signal configuration and corresponding power setting specified in subclause 4.11.

6)
Measure EIRP by either a) or b) below:

a)
If the test facility only supports single polarization, then measure EIRP with the test facility's test antenna/probe polarization matched to the AAS BS.

b)
If the test facility supports dual polarization then measure total EIRP for two orthogonal polarizations (denoted p1 and p2) and calculate total radiated transmit power for particular beam direction pair as EIRP = EIRPp1 + EIRPp2.

7)
Test steps 3 to 6 are repeated for all declared beams (see table 4.10-1, D9.3) and their reference beam direction pairs and maximum steering directions (see table 4.10-1, D9.7 and D9.11).

For multi-band capable AAS BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.

6.2.5
Test Requirement

For each declared conformance beam direction pair, in normal conditions, the EIRP measurement result in step 6 of subclause 6.2.4.2 shall for UTRA and E-UTRA remain:

-
within +3.2 dB and –3.2 dB of the manufacturer's declared rated beam EIRP value for carrier frequency f  ≤ 3.0 GHz;

-
within +3.4 dB and –3.4 dB of the manufacturer's declared rated beam EIRP value for carrier frequency 3.0 GHz < f ≤ 4.2 GHz.
6.3
OTA Base Station output power
6.4
OTA Output power dynamics

6.5
OTA Transmit ON/OFF power

6.6
OTA Transmitted signal quality

6.7
OTA Unwanted Emissions
6.7.1
General

6.7.2
OTA Occupied bandwidth

6.7.3
OTA Adjacent Channel Leakage power Ratio
6.7.4
OTA Spectrum emission mask

6.7.5
OTA Operating band unwanted emission

6.7.6
OTA Spurious emission
6.8
OTA Transmitter intermodulation

7
Radiated receiver characteristics

7.1
General

OTA receiver characteristics requirements apply to the AAS BS including all its functional components active unless otherwise stated in each requirement.

Unless otherwise stated the requirements in clause 7 apply during the AAS BS receive period.
The requirements in clause 7 shall be met for any transmitter setting.

The (E-UTRA) throughput requirements defined for the receiver characteristics in this clause do not assume HARQ retransmissions.

When the AAS BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier.

Any radiated receiver test requirement specified in 3GPP TS 37.105 [6] is not applicable for AAS BS operation in Band 46.
7.2
OTA sensitivity

7.2.1
Definition and applicability

The OTA sensitivity requirement is based upon the declaration of one or more OTA sensitivity direction declarations (OSDD), related to an AAS BS receiver.

The AAS BS receiver may optionally be capable of redirecting/changing the receiver target by means of adjusting BS settings resulting in multiple sensitivity RoAoA. The sensitivity RoAoA resulting from the current AAS BS settings is the active sensitivity RoAoA.

If the AAS BS is capable of redirecting the receiver target related to the OSDD then the OSDD shall include:

-
The set(s) of RAT, Channel bandwidth and declared minimum EIS level applicable to all sensitivity RoAoA in the OSDD.

-
A declared receiver target redirection range, describing all the angles of arrival that can be addressed for the OSDD through alternative settings in the AAS BS.

-
Five declared sensitivity RoAoA comprising the conformance testing directions as detailed in [7].

-
The receiver target reference direction.
NOTE 1:
Some of the declared sensitivity RoAoA may coincide depending on the redirection capability.

NOTE 2:
In addition to the declared sensitivity RoAoA, several sensitivity RoAoA may be implicitly defined by the receiver target redirection range without being explicitly declared in the OSDD.

NOTE 3:
The declared OTA sensitivity applies only to the active sensitivity RoAoA inside the receiver target redirection range.

If the AAS BS is not capable of redirecting the receiver target related to the OSDD, then the OSDD includes only:

-
The set(s) of RAT, Channel bandwidth and declared minimum EIS level applicable to the sensitivity RoAoA in the OSDD.

-
One declared active sensitivity RoAoA.

-
The receiver target reference direction.

NOTE 4:
For AAS BS without target redirection capability, the declared (fixed) sensitivity RoAoA is always the active sensitivity RoAoA.

The OTA sensitivity EIS level declaration shall apply to all supported polarizations, under the assumption of polarization matching.

7.2.2
Minimum Requirement

The minimum requirement for UTRA operation is in 3GPP TS 37.105 [6], subclause 10.2.3.

The minimum requirement for E-UTRA operation is in 3GPP TS 37.105 [6], subclause 10.2.4.

7.2.3
Test Purpose

The test purpose is to verify that the AAS BS can meet the BER or throughput requirement for a specified measurement channel at the EIS level and the range of angles of arrival declared in the OSDD.

7.2.4
Method of test

7.2.4.1
Initial conditions

Test environment:

-
Normal: see 3GPP TS 37.145-1 [9], clause B.2.

RF channels to be tested:

-
B, M and T; see subclause 4.12.1.

Directions to be tested:

-
receiver target reference direction (see table 4.10-1, D10.9), conformance test directions (see table 4.10-1, D10.10).

7.2.4.2
Procedure

OTA test requires correct use of an appropriate test facility which has been calibrated and is capable of performing measurements within the measurement uncertainties in subclause 4.1.2.

1)
Place the AAS BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in Annex D1.1.
2)
Align the manufacturer declared coordinate system orientation of the AAS BS with the test system.

3)
Set the AAS BS in the declared direction to be tested.

4)
Ensure the polarisation is accounted for such that all the power from the test antenna is captured by the AAS BS under test.

5)
Configure the beam peak direction of the AAS BS according to declared reference beam direction pair for the appropriate beam identifier.

6)
Set the AAS BS to transmit the beam(s) of the same operational band and RAT as the OSDD being tested according to the appropriate test configuration in clause 5.

7)
Start the signal generator for the wanted signal to transmit:
-
12,2 kbps DPCH with reference measurement channel defined in annex A in 3GPP TS 25.141 [10] (PN-9 data sequence or longer) for UTRA FDD.
-
UL reference measurement channel (12.2 kbps) defined in subclause A.2.1 in 3GPP TS 25.142 [11] for UTRA TDD 1,28Mcps operation.
-
The test signal as specified in subclause 7.2.5.4 for E-UTRA.

8)
Set the test signal mean power so the calibrated radiated power at the AAS BS Antenna Array coordinate system reference point is as specified in subclause 7.2.5.
9)
Measure:
-
BER according to annex C in 3GPP TS 25.141 [10] for FDD UTRA.

-
BER  according to annex F in 3GPP TS 25.142 [11] for TDD UTRA.

-
Throughput according to annex E in 3GPP TS 36.141 [12] for E-UTRA.

10)
Repeat steps 3 to 9 for all OSDD(s) declared for the AAS BS (see table 4.10-1, D10.1).
For multi-band capable AAS BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.

7.2.5
Test Requirements

7.2.5.1
General

The minimum EIS level is a declared figure for each OSDD (see table 4.10-1, D10.6). The test requirement is calculated from the declared value offset by the EIS Test Tolerance specified in subclause 4.1.2.3.

7.2.5.2
UTRA FDD Test Requirements

The BER measurement result in step 7 of subclause 7.2.4.2 shall not be greater than the limit specified in table 7.2.5.2-1.

Table 7.2.5.2-1: EIS levels

	Reference measurement channel
	Reference measurement channel data rate
	BS reference sensitivity level ( dBm)
	BER

	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	

	12,2kbps DPCH with reference measurement channel defined in annex A in 3GPP TS 25.141 [10] (PN-9 data sequence or longer)
	12.2 kbps
	Declared minimum EIS + 1.3
	Declared minimum EIS + 1.4
	BER shall not exceed 0.001


7.2.5.3
UTRA TDD 1,28Mcp option Test Requirements

The BER measurement result in step 7 of subclause 7.2.4.2 shall not be greater than the limit specified in table 7.2.5.3-1.

Table 7.2.5.3-1: EIS levels

	Reference measurement channel
	Reference measurement channel data rate
	BS reference sensitivity level ( dBm)
	BER

	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	

	UL reference measurement channel (12.2 kbps) defined in subclause A.2.1 in 3GPP TS 25.142 [11]
	12.2 kbps
	Declared minimum EIS + 1.3
	Declared minimum EIS +1.4
	BER shall not exceed 0.001


7.2.5.4
E-UTRA Test Requirements

For each measured E-UTRA carrier, the throughput measured in step 7 or subclause 7.2.4.2 shall be ≥ 95 % of the maximum throughput of the reference measurement channel as specified in clause A.1 with parameters specified in table 7.2.5.4-1.
Table 7.2.5.4-1: EIS levels

	E-UTRA channel bandwidth (MHz)
	Reference measurement channel
	EIS Level (dBm)

	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz

	1.4
	FRC A1-1 in clause A.1 in [12]
	Declared minimum EIS + 1.3
	Declared minimum EIS + 1.4

	3
	FRC A1-2 in clause A.1 in [12]
	Declared minimum EIS + 1.3
	Declared minimum EIS + 1.4

	5
	FRC A1-3 in clause A.1 in [12]
	Declared minimum EIS + 1.3
	Declared minimum EIS + 1.4

	10
	FRC A1-3 in clause A.1 in [12] (Note)
	Declared minimum EIS + 1.3
	Declared minimum EIS + 1.4

	15
	FRC A1-3 in clause A.1 in [12] (Note)
	Declared minimum EIS + 1.3
	Declared minimum EIS + 1.4

	20
	FRC A1-3 in clause A.1 in [12] (Note)
	Declared minimum EIS + 1.3
	Declared minimum EIS + 1.4

	NOTE: 
EIS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 in [11] mapped to disjoint frequency ranges with a width of 25 Resource Blocks each.


7.3
OTA Reference sensitivity level
7.4
OTA Dynamic range

7.5
OTA Adjacent channel selectivity, general blocking, and narrowband blocking

7.6
OTA Blocking

7.7
OTA Receiver spurious emissions
7.8
OTA Receiver intermodulation

7.9
OTA In-channel selectivity 
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Radiated Performance requirements

