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------------------------------ Modified section ------------------------------
[bookmark: _Toc503968263]7.2	Immunity
Table 7.2-1: Immunity requirements applicability
	
Phenomenon
	
Application
	Equipment test requirement
	Reference
subclause in the present document
	Reference
sStandard

	
	
	BS equipment 
	
	

	RF electromagnetic field (80 – 2700 6000 MHz)
	Enclosure
	applicable
	9.2
	IEC 61000‑4‑3 [16]

	Electrostatic discharge
	Enclosure
	applicable
	9.3
	IEC 61000‑4‑2 [15]

	Fast transients common mode
	Signal, telecommunications and control ports, DC and AC power input ports
	applicable
	9.4
	IEC 61000‑4‑4 [17]

	RF common mode
0.15 - 80 MHz
	Signal, telecommunications and control ports, DC and AC power input ports
	applicable
	9.5
	IEC 61000‑4‑6 [19]

	Voltage dips and interruptions
	AC mains power input ports
	applicable
	9.6
	IEC 61000‑4‑11 [20]

	Surges, common and differential mode
	 AC power input ports and telecommunications port
	applicable
	9.7
	IEC 61000‑4‑5 [18]
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[bookmark: _Toc503968276]9.2	RF electromagnetic field (80 MHz - 1000 MHz, 1400 MHz - 27006000 MHz)
[bookmark: _Toc503968277]9.2.1	RF electromagnetic field, hybrid AAS BS
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