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<Start of changes>

6.3
Output power dynamics

Detailed structure of the subclause is TBD.

6.3.1
Minimum output power

The minimum controlled output power of the UE is defined as the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks), when the power is set to a minimum value.

The minimum output power is defined as the mean power in [one sub-frame] [TBD ms]. The minimum output power shall not exceed the values specified in Table 6.3.1-1. 
Table 6.3.1-1: Minimum output power

	Channel bandwidth

(MHz)
	Minimum output power

(dBm)
	Measurement bandwidth

(TBD)

	5
	-40
	

	10
	-40
	

	15
	-40
	

	20
	-40
	

	25
	-39
	

	30
	-38.2
	

	40
	-37
	

	50
	-36
	

	60
	-35.2
	

	80
	-34
	

	100
	-33
	


<Unchanged sections omitted>


The average of the basic in-band emission measurement over 10 sub-frames shall not exceed the values specified in Table 6.4.2.3-1.

Table 6.4.2.3-1: Requirements for in-band emissions

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-28
	Image frequencies when output power > 10 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-25
	Image frequencies when output power ≤ 10 dBm
	

	Carrier leakage
	dBc
	-28
	Output power > 10 dBm 
	Carrier leakage frequency (NOTES 4, 5)

	
	
	-25
	0 dBm ≤ Output power ≤10 dBm
	

	
	
	-20
	-30 dBm ≤ Output power ≤ 0 dBm
	

	
	
	-10
	-40 dBm ( Output power < -30 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of PRB - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10.

NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. 
NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier leakage frequency, but excluding any allocated RBs. 
NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs. 
NOTE 5:
The applicable frequencies for this limit are those that are enclosed in the RBs containing the carrier leakage frequency if 
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 is odd, or in the two RBs immediately adjacent to the carrier leakage frequency if 
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 is even, but excluding any allocated RB. 

NOTE 6:
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 is the Transmission Bandwidth (see Figure 5.3.3-1). 

NOTE 7:
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 is the Transmission Bandwidth Configuration (see Figure 5.3.3-1). 

NOTE 8:
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 is the limit specified in Table 6.4.2.1-1 for the modulation format used in the allocated RBs. 

NOTE 9:
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 is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. 
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 for the first adjacent RB outside of the allocated bandwidth. 

NOTE 10:
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 is the transmitted power normalized by the number of allocated RBs, measured in dBm.
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