Page 4
Draft prETS 300 ???: Month YYYY
3GPP TSG-RAN WG4 #86	R4-1803171
Athens, Greece, 26 Feb-2 Mar 2018
Agenda Item:	6.21.6
[bookmark: _GoBack]Source:	Ericsson
Title:	Simulation assumption for sPUSCH
Document for:	Information

Introduction
In this contribution, initial FRC is proposed for sPUSCH information. 
Simulation assumption for sPUSCH

[bookmark: _Toc472092067][bookmark: _Toc477793227][bookmark: _Toc477794298][bookmark: _Toc477794306][bookmark: _Toc477794314]Table A.4-1 FRC parameters for performance requirements (16QAM 3/4)
	Reference channel
	Ax-1
	Ax-2
	Ax-3
	Ax-4

	Allocated resource blocks
	24
	48
	72
	100

	DFT-OFDM Symbols per subframe
	1
	2
	1
	2
	1
	2
	1
	2

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate
	3/4
	3/4
	
	3/4
	3/4

	Payload size (bits)
	872
	1736
	1736
	3496
	2536
	5160
	3624
	7224

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks - C
	1
	1
	1
	1
	1
	1
	1
	2

	Total number of bits per sub-frame
	1152
	2304
	2304
	4608
	3456
	6912
	4800
	9600

	Total symbols per sub-frame
	288
	576
	576
	1152
	864
	1728
	1200
	2400




Conclusion
In this contribution, initial simulation assumption is proposed for sPUSCH. We hope the group can consider these simulation assumptions in the coming discussions. 
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