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------------------------------ Modified section ------------------------------
[bookmark: _Toc503257286][bookmark: _GoBack]4	Test conditions
Editor’s note: Only Chanpter 4.4 in this chapter is considered as core part and the rest are considered as performance part and will be finished till June, 2018..
[bookmark: _Toc503257287]4.1	General
Detailed structure of the subclause is TBD.The equipment shall be tested in normal test environment defined in base station conformance testing specification 3GPP TS 38.141-1 [3]. The test conditions shall be recorded in the test report.
[For BS capable of multi-band operation, the requirements in the present document apply for each supported operating band unless otherwise stated. Operating bands shall be activated according to the test configuration in subclause 4.5. Tests shall be performed relating to each type of port and all bands shall be assessed during the tests.]
The manufacturer shall declare the supported operating band(s) according to the list of NR operating bands defined in 3GPP TS 38.104 [2].
[bookmark: _Toc503257288]4.2	Arrangements for establishing a communication link
Detailed structure of the subclause is TBD.The wanted RF input signal nominal frequency shall be selected by setting the NR Absolute Radio Frequency Channel Number (NR-ARFCN) to an appropriate number.
A communication link shall be set up with a suitable test system capable of evaluating the required performance criteria (hereafter called "the test system") at the radio interface and telecommunication port/ports (the NG interface). The test system shall be located outside of the test environment.
When the EUT is required to be in the transmit/receive mode, the following conditions shall be met:
· For the BS type 1-C and BS type 1-H testing, the EUT shall be commanded to operate at rated transmit power;
· Adequate measures shall be taken to avoid the effect of the unwanted signal on the measuring equipment;
· The wanted input signal level shall be set to a level where the performance is not limited by the receiver noise floor or strong signal effects, 
·  e.g. [TBD] dB above the reference sensitivity level for the tested BS class as defined in 3GPP TS 38.141-1 3 to provide a stable communication link.
For immunity tests subclause 4.3 shall apply and the conditions shall be as follows.

[bookmark: _Toc503257289]4.3	Narrow band responses on receivers
Detailed structure of the subclause is TBD.
[bookmark: _Toc503257290]4.4	Exclusion bands
[bookmark: _Toc503257291][bookmark: _Hlk494715706]4.4.1	Transmitter exclusion band
[bookmark: _Hlk494715590]For testing of radiated immunity there is no transmitter exclusion band.
[bookmark: _Toc503257292]4.4.2	Receiver exclusion band

The receiver exclusion band for Base Stations is the band of frequencies over which no tests of radiated immunity of a receiver are made. 

The range of the exclusion band shall be:
FUL_low  – ΔfOOB<f < FUL_high + ΔfOOB

Where: 
The value of FUL_low and FUL_high are defined for each operating band in TS 38.104 [2]. 
The value of ΔfOOB is derived considering the width of the operating band, and according to values defined in TS 38.104 [2]. 
[bookmark: _Toc503257293]4.5	BS test configurations
Detailed structure of the subclause is TBD.
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