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<Start of Changes>
6.5.2
Out of band emissions

The Out of band emissions are unwanted emissions immediately outside the assigned channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and an Adjacent Channel Leakage power Ratio. Additional requirements to protect specific bands are also considered.
All out of band emissions for range 2 are TRP. 
6.5.2.1
Spectrum emission mask

The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the assigned NR channel bandwidth. For frequencies greater than (ΔfOOB) as specified in Table 6.5.2.1-1 the spurious requirements in subclause 6.5.3 are applicable. If for some frequency the carrier leakage overlaps with spectrum emission mask then the emission mask does not apply for that frequency.
The power of any UE emission shall not exceed the levels specified in Table 6.5.2.1-1 for the specified channel bandwidth.
Table 6.5.2.1-1: General NR spectrum emission mask for Range 2.

	Spectrum emission limit (dBm)/ Channel bandwidth

	ΔfOOB
(MHz)
	50
MHz
	100
MHz
	200
MHz
	400

MHz
	Measurement bandwidth

	( 0-5
	-5 
	-5
	-5
	-5
	1 MHz 

	( 5-10
	-13
	-5
	-5
	-5 
	1 MHz

	( 10-20
	-13
	-13
	-5
	-5 
	1 MHz

	( 20-40
	-13
	-13
	-13
	-5
	1 MHz

	( 40-100
	-13
	-13
	-13
	-13
	1 MHz

	( 100-200
	
	-13
	-13 
	-13 
	1 MHz

	( 200-400
	
	
	-13 
	-13 
	1 MHz

	( 400-800
	
	
	
	-13 
	1 MHz

	NOTE 1: If carrier leakage lands inside the spectrum emission region, exception to the general limit applies. For carrier leakage the requirements specified in section 6.4A.2.2 shall apply. 


6.5.2.1A
Spectrum emission mask for CA

For inter-band carrier aggregation with one component carrier per operating band and the uplink active in two NR bands, the spectrum emission mask of the UE is defined per component carrier while both component carriers are active and the requirements are specified in subclauses 6.5.2.1. If for some frequency spectrum emission masks of component carriers overlap then spectrum emission mask allowing higher power spectral density applies for that frequency. If for some frequency a component carrier spectrum emission mask overlaps with the channel bandwidth of another component carrier, then the emission mask does not apply for that frequency.
For intra-band contiguous carrier aggregation the spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the aggregated channel bandwidth (Table 5.3.5A-1) For any bandwidth class defined in Table 5.3.5A-1, the UE emission shall not exceed the levels specified in Table 6.5.2.1A.

Table 6.5.2.1A: General NR spectrum emission mask for intra-band contiguous CA in Range 2.

	ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	( 0-0.1*BWChannel_CA
	-5 
	1 MHz 

	( 0.1*BWChannel_CA -2*BWChannel_CA
	-13
	1 MHz

	NOTE 1: If carrier leakage lands inside the spectrum emission region, exception to the general limit applies. For carrier leakage the requirements specified in section 6.4A.2.2 shall apply.


For intra-band non-contiguous carrier aggregation transmission the spectrum emission mask requirement is defined as a composite spectrum emissions mask. Composite spectrum emission mask applies to frequencies up to ( ΔfOOB starting from the edges of the sub-blocks. Composite spectrum emission mask is defined as follows

a)
Composite spectrum emission mask is a combination of individual sub-block spectrum emissions masks 

b)
In case the sub-block consists of one component carrier the sub-lock general spectrum emission mask is defined in subclause 6.5.2.1

c)
If for some frequency sub-block spectrum emission masks overlap then spectrum emission mask allowing higher power spectral density applies for that frequency

d)
If for some frequency a sub-block spectrum emission mask overlaps with the sub-block bandwidth of another sub-block, then the emission mask does not apply for that frequency.

For combinations of intra-band and inter-band carrier aggregation with three uplink component carriers (up to two contiguously aggregated carriers per band), the spectrum emission mask of the UE is defined per NR band while all component carriers are active. For the NR band supporting one component carrier the requirements in subclauses 6.6.2.1 applies. For the NR band supporting two contiguous component carriers the requirements specified in subclause 6.6.2.1A apply. If for some frequency spectrum emission masks of single component carrier and two contiguous component carriers overlap then spectrum emission mask allowing higher power spectral density applies for that frequency. If for some frequency spectrum emission masks of single component carrier or two contiguous component carriers overlap then the emission mask does not apply for that frequency.
For any CA operating mode (inter-band and intra-band), if for some frequency the carrier leakage overlaps with spectrum emission mask then the emission mask does not apply for that frequency.
<End of Changes>
