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1. Introduction

For UE measurement capability, some agreements were made in the AdHoc minute of RAN4 #85[1],
	· Option 3a: define requirements on minimum number of cells per frequency layer UE should monitor and minimum number of SSBs with different SSB index and/or different PCI per frequency layer UE should monitor with at least 1 SSB per cell 
· All aforementioned requirements should be satisfied during the same measurement period

· Option3a applies to both FR1 and FR2. The exact UE requirements can be different for FR1 and FR2




However, the exact number of beam per frequency layer and cell per frequency layer was not decided yet. In this contribution we continue to discuss the UE measurement capability based on the latest progress. 
2. Capability on monitoring cell number
For sub6GHz, the cell number for monitoring is: 
· For SSB based intra-frequency measurement with and without measurement gap, UE is required to at least simultaneously monitor [8] identified SSB based intra-frequency cells

· For SSB based inter-frequency measurement, the NR UE shall be capable of performing SSB based measurements of at least [4] cells per frequency layer 

 For mmWave case, the SLS simulation results in RAN4 #84bis meeting was summarized in [1],
Table 1. Summary of cell number from SLS

	Case
	Number of detectable cells for all UEs
	Number of detectable cells for cell edge UEs

	
	20%
	50%
	90%
	20%
	50%
	90%

	minimum
	1
	2
	3
	1
	1
	2

	mean
	3.1214286
	4.7214286
	7.3357143
	1.75
	2.75
	3.888889

	median
	3
	5
	8
	1
	2
	3

	maximum
	5.5
	8.2
	13.4
	4
	6
	8


With help of beamforming, UE may able to detect more cells from the SLS results, however, in mmWave case, UE also need to monitor beams which can be configured up to 64 at gNB side, and therefore more cells monitoring will introduce more complexity and power consumption to the UE. On the other hand, the cell number of sub6GHz case may not introduce any big impact on the mobility of mmWave since those numbers are also used in LTE legacy and high speed case. As a trade-off, we propose to keep the same cell number as sub6GHz, which is:
Proposal 1: For FR2, the cell number for monitoring is: 

· For SSB based intra-frequency measurement , UE is required to at least monitor [8] identified SSB based intra-frequency cells

· For SSB based inter-frequency measurement, the NR UE shall be capable of performing SSB based measurements of at least [4] cells per frequency layer 
3. Capability on monitoring beam number

Based on the SLS results summary in RAN4 #84bis meeting, the beam number per frequency layer were provided, but most of the companies set the gNB Tx beam number as 32 and less, and only in NTT DOCOMO paper (R1-1710940) the 64 Tx beam case was evaluated, which show that the beams monitored by cell edge UE is 16 at 90%. For inter-frequency case, the monitoring beam number will be less than intra-frequency case, and we propose to use the same proportional scale between intra-frequency cell number and inter-frequency cell number, that is,
Proposal 2: For FR2, the beam number for monitoring is: 

· For SSB based intra-frequency measurement with and without measurement gap, UE is required to at least simultaneously monitor [16] identified beams per intra-frequency.
· For SSB based inter-frequency measurement, UE is required to at least simultaneously monitor [8] identified beams per inter-frequency.

In RAN4 #85 meeting, it was agreed that the option3a applies to both FR1 and FR2, but the exact UE requirements can be different for FR1 and FR2. The cell number is critical to monitor for the basic mobility performance (HO) for both FR1 and FR2, and we propose to specify same cell number for FR1 and FR2 in the UE measurement capability. However, compared with FR2, the existing beam number for FR1 might be much less due to the low carrier frequency, and especially in some LTE re-farming carrier frequencies, the beamforming might not be assumed for the requirement. In [2], the SLS summary for FR1 beam number is as below,

Table 2. Summary of beam number from SLS
	Case
	Number of detectable beams per freq for all UEs
	Number of detectable beams per freq for cell edge UEs

	
	20%
	50%
	90%
	20%
	50%
	90%

	minimum
	1
	1
	2
	1
	1
	1

	mean
	1
	1
	2
	3
	3.666667
	4.666667

	median
	1
	1
	2
	4
	5
	6

	maximum
	1
	1
	2
	4
	5
	7


If the beamforming is used for FR1, then the median number of detectable beam might be used as a baseline, we proposed to use 6 from above table (max value between all UEs case and cell edge UE case) since the measurement capability is eventually for mobility performance and 6 will guarantee that the cell edge and cell centre UE will not miss any detectable beams. In addition, the cell number to be monitored for FR1 is defined as,
· For SSB based intra-frequency measurement with and without measurement gap, UE is required to at least simultaneously monitor [8] identified SSB based intra-frequency cells

· For SSB based inter-frequency measurement, the NR UE shall be capable of performing SSB based measurements of at least [4] cells per frequency layer 

Since UE is required to monitor with at least 1 SSB per cell in the last meeting agreement, so the beam number per frequency layer for FR1 can be comply with the cell number, which is 8 for intra-frequency and 4 for inter-frequency. 
Proposal 3: For FR1, in case the Tx beamforming is deployed, the beam number for monitoring is: 

· For SSB based intra-frequency measurement with and without measurement gap, UE is required to at least simultaneously monitor [8] identified beams per intra-frequency.
· For SSB based inter-frequency measurement, UE is required to at least simultaneously monitor [4] identified beams per inter-frequency.
4. Conclusion
In this contribution we continue to discuss the UE measurement capability based on the latest progress.
Proposal 1: For FR2, the cell number for monitoring is: 

· For SSB based intra-frequency measurement , UE is required to at least monitor [8] identified SSB based intra-frequency cells

· For SSB based inter-frequency measurement, the NR UE shall be capable of performing SSB based measurements of at least [4] cells per frequency layer 
Proposal 2: For FR2, the beam number for monitoring is: 

· For SSB based intra-frequency measurement with and without measurement gap, UE is required to at least simultaneously monitor [16] identified beams per intra-frequency.
· For SSB based inter-frequency measurement, UE is required to at least simultaneously monitor [8] identified beams per inter-frequency.

Proposal 3: For FR1, in case the Tx beamforming is deployed, the beam number for monitoring is: 

· For SSB based intra-frequency measurement with and without measurement gap, UE is required to at least simultaneously monitor [8] identified beams per intra-frequency.
· For SSB based inter-frequency measurement, UE is required to at least simultaneously monitor [4] identified beams per inter-frequency.
References

[1] R4-1713942, “AdHoc minutes for NR measurement gap and capability”, Intel 
[2] R4-1711682, “Summary of system level simulation results”, RAN4 #84bis, NTT DOCOMO
PAGE  
2/3

