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1. Introduction

This document proposes a TP for the DC band combination of LTE Band 20 and NR Band n8. 
2. Text proposal

<Start of Text Poposal for TR 37.863-01-01>
6.X DC_20A-n8A
6.X.1
Operating bands for DC

Table 6.X.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	Channel BW (MHz)
	BS transmit / UE receive
	Channel BW (MHz)
	

	
	
	FUL_low – FUL_high
	
	FDL_low – FDL_high
	
	

	DC_20A-n8A
	20
	832 MHz 
	–
	862 MHz
	
	791 MHz 
	–
	821 MHz
	
	FDD

	
	n8
	880 MHz 
	–
	915 MHz
	
	925 MHz 
	–
	960 MHz
	
	


6.X.2
Channel bandwidths per operating band for DC

Table 6.X.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band 
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
(kHz)
	5 MHz
	10 MHz
	15 MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	DC_20A-n8A
	20
	15
	Yes
	Yes
	
	
	
	
	
	
	
	30
	0

	
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	


6.X.3
Co-existence studies

Tables 6.X.3-1, Band 20A+Band n8A 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.X.3-1: Band 20 and Band n8 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fn_low
	fn_high

	UL frequency (MHz)
	832
	862
	880
	915

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fn_low
	2* fn_high

	2nd harmonics frequency limits (MHz) 
	1664 – 1724
	1760 – 1830

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fn_low
	3* fn_high

	3rd harmonics frequency limits (MHz)
	2496 – 2586
	2640 – 2745

	2nd order IMD products
	|fn_low – fx_high|
	|fn_high – fx_low|
	|fn_low + fx_low|
	|fn_high + fx_high|

	IMD frequency limits (MHz)
	18 – 83
	1712 – 1777

	Two-tone 3rd order IMD products
	|2*fx_low – fn_high|
	|2*fx_high – fn_low|
	|2*fn_low – fx_high|
	|2*fn_high – fx_low|

	IMD frequency limits (MHz)
	749 – 844
	898 – 998

	Two-tone 3rd order IMD products
	|2*fx_low + fn_low|
	|2*fx_high + fn_high|
	|2*fn_low + fx_low|
	|2*fn_high + fx_high|

	IMD frequency limits (MHz)
	2544 – 2639
	2592 – 2692

	Two-tone 3rd order IMD products
	(fx_low – max BW fn)
	(fx_high + max BW fn)
	(fn_low – max BW fx)
	(fn_high + max BW fx)

	IMD frequency limits (MHz)
	812 – 882
	870 – 925

	Two-tone 4th order IMD products
	|3*fx_low –1* fn_high|
	|3*fx_high – 1*fn_low|
	|3*fn_low – 1*fx_high|
	|3*fn_high – 1*fx_low|

	IMD frequency limits (MHz)
	1581 – 1706
	1778 – 1913

	Two-tone 4th order IMD products
	|2*fx_low –2* fn_high|
	|2*fx_high –2* fn_low|
	
	

	IMD frequency limits (MHz)
	36  –  166
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fn_low|
	|3*fx_high + 1*fn_high|
	|3*fn_low + 1*fx_low|
	|3*fn_high + 1*fx_high|

	IMD frequency limits (MHz)
	3376 – 3501
	3472 –  3607

	Two-tone 4th order IMD products
	|2*fx_low +2* fn_low|
	|2*fx_high +2* fn_high|
	
	

	IMD frequency limits (MHz)
	3424 –  3554
	

	Two-tone 5th order IMD products
	|fx_low – 4*fn_high|
	|fx_high – 4*fn_low|
	|fn_low – 4*fx_high|
	|fn_high – 4*fx_low|

	IMD frequency limits (MHz)
	2658 –2828
	2413 – 2568

	Two-tone 5th order IMD products
	|2*fx_low - 3*fn_high|
	|2*fx_high - 3*fn_low|
	|2*fn_low - 3*fx_high|
	|2*fn_high -3*fx_low|

	IMD frequency limits (MHz)
	916 –  1081
	666 – 826

	Two-tone 5th order IMD products
	|fx_low + 4*fn_low|
	|fx_high + 4*fn_high|
	|fn_low + 4*fx_low|
	|fn_high + 4*fx_high|

	IMD frequency limits (MHz)
	4352 – 4522
	4208  –  4363

	Two-tone 5th order IMD products
	|2*fx_low + 3*fn_low|
	|2*fx_high + 3*fn_high|
	|2*fn_low + 3*fx_low|
	|2*fn_high + 3*fx_high|

	IMD frequency limits (MHz)
	4304 – 4469
	4256 – 4416


Based on Table 6.X.3-1,
· 2nd order harmonics may fall into Rx frequencies of Band 3

· 3rd order harmonics may fall into Rx frequencies of Band 7, 38, 41, 69
· 3rd order IMD may fall into Rx frequencies of Band 5, 6, 7, 8, 13, 14, 18, 19, 20, 26, 27, 28, 38, 41, 44, 67, 68, and 69
· 4th order IMD may fall into Rx frequencies of Band 3, 9, 22, 33, 35, 37, 39, 42, 43, 48, n77, and n78

· 5th order IMD may fall into Rx frequencies of Band 7, 8, 12, 13, 14, 17, 20, 28, 29, 41, 44, 67, and 68
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS; the harmonics and intermodulation products can have impact on these systems. Table 6.X.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.X.3-2: 2UL Band 20 + Band n8 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD4

	Galileo
	1559
	-
	1591
	Yes
	
	IMD4

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD4

	GPS
	1563
	-
	1587
	Yes
	
	IMD4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD5

	
	2400
	-
	2494
	Yes
	Asia
	IMD5

	ISM band
 (5GHz)
	5150
	-
	5925
	No
	US
	-

	
	5150
	-
	5350
	No
	Europe
	-

	
	5470
	-
	5725
	No
	
	-

	
	5150
	-
	5825
	No
	Asia
	-


Table 6.X.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.X.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_20A-n8A
	E-UTRA Band 1, 3, 7, 22, 28, 31, 32, 34, 38, 42, 43, 65, 75, 76, n78

	FDL_low
	-
	FDL_high
	-50
	1
	


6.X.4
∆TIB and ∆RIB values
For DC_20A-n8A, the (TIB,c and (RIB values are given in the tables below.

Table 6.X.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_20A-n28A
	20
	0.4

	
	n8
	0.4


Table 6.X.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_20A-n28A
	20
	0

	
	n8
	0


6.X.5
MSD
Table 6.X.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_20A-n8A
	20
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n8
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD
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