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<Start of Changes>
3.2
Symbols

For the purposes of the present document, the following symbols apply:


Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel
BWChannel
Channel bandwidth 

BWConfig
Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x SCS x 12 kHz.
(f 
Separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
f_offsetmax minus half of the bandwidth of the measuring filter
ΔfOBUE 
Maximum offset of the operating band unwanted emissions mask from the operating band edge 

EISminsens

The EIS declared for the minimum OSDD
FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

f_offset
Separation between the channel edge frequency and the centre of the measuring filter

f_offsetmax
The offset to the frequency ΔfOBUE outside the downlink operating band
FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

FUL_low
The lowest frequency of the uplink operating band
FUL_high
The highest frequency of the uplink operating band
NRXU,active
The number of active receiver units. The same as the number of demodulation branches to which compliance is declared for chapter 8 performance requirements.

NRXU,counted
The number of active receiver units that are taken into account for unwanted emission scaling, as calculated in subclause 7.1.

NRXU,countedpercell
The number of active receiver units that are taken into account for unwanted emissions scaling per cell, as calculated in subclause 7.6. The number is defined in subclause 7.1.
NTXU,counted
The number of active transmitter units , as calculated in subclause 6.1, that are taken into account for conducted TX power limit in subclause 6.2, and for unwanted emissions scaling.

NTXU,countedpercell
The number of active transmitter units  that are taken into account for emissions scaling per cell, as calculated in subclause 6.6. The number is defined in subclause 6.1.
Pmax,c,AC

Maximum carrier output power measured per antenna connector
Pmax,c,TABC
The maximum carrier output power per TAB connector

Pmax,c,TRP

Maximum carrier TRP output power measured at the RIB(s), and corresponding to the declared rated carrier TRP output power (Prated,c,TRP)


Prated,c,AC
The rated carrier output power per antenna connector
Prated,c,sys
The sum of Prated,c,TABC for all TAB connectors for a single carrier

Prated,c,TABC
The rated carrier output power per TAB connector

Prated,c,TRP
Rated carrier TRP output power declared per RIB
Prated,t,TABC
The rated total output power per TAB connector
Prated,t,TRP
Rated total TRP output power declared per RIB
<End of Changes>
