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3.2
Symbols

For the purposes of the present document, the following symbols apply:

BWChannel
Channel bandwidth

BWChannel_CA
Aggregated channel bandwidth, expressed in MHz.

BWGB
Virtual guard band to facilitate transmitter (receiver) filtering above / below edge CCs.
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Transmitted energy per RE for reference symbols during the useful part of the symbol, i.e. excluding the cyclic prefix, (average power normalized to the subcarrier spacing) at the eNode B transmit antenna connector
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The averaged received energy per RE of the wanted signal during the useful part of the symbol, i.e. excluding the cyclic prefix, at the UE antenna connector; average power is computed within a set of REs used for the transmission of physical channels (including user specific RSs when present), divided by the number of REs within the set, and normalized to the subcarrier spacing
F

Frequency

FInterferer (offset)
Frequency offset of the interferer

FInterferer


Frequency of the interferer

FC
Frequency of the carrier centre frequency

FCA_low
The centre frequency of the lowest carrier, expressed in MHz.

FCA_high
The centre frequency of the highest carrier, expressed in MHz.

FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

Fedge_low
The lower edge of aggregated channel bandwidth, expressed in MHz.

Fedge_high
The higher edge of aggregated channel bandwidth, expressed in MHz.

Foffset
Frequency offset from FC_high to the higher edge or FC_low to the lower edge.
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The power spectral density of the total input signal (power averaged over the useful part of the symbols within the transmission bandwidth configuration, divided by the total number of RE for this configuration and normalised to the subcarrier spacing) at the UE antenna connector, including the own-cell downlink signal
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The total transmitted power spectral density of the own-cell downlink signal (power averaged over the useful part of the symbols within the transmission bandwidth configuration, divided by the total number of RE for this configuration and normalised to the subcarrier spacing) at the eNode B transmit antenna connector
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The total received power spectral density of the own-cell downlink signal (power averaged over the useful part of the symbols within the transmission bandwidth configuration, divided by the total number of RE for this configuration and normalised to the subcarrier spacing) at the UE antenna connector
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The received power spectral density of the total noise and interference for a certain RE (average power obtained within the RE and normalized to the subcarrier spacing) as measured at the UE antenna connector
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The length of a contiguous resource block allocation.

Ncp
Cyclic prefix length

NDL
Downlink EARFCN
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The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as measured at the UE antenna connector.
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The power spectral density of a white noise source (average power per RE normalized to the subcarrier spacing), simulating interference in non-CRS symbols in ABS subframe from cells that are not defined in a test procedure, as measured at the UE antenna connector.
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The power spectral density of a white noise source (average power per RE normalized to the subcarrier spacing), simulating interference in CRS symbols in ABS subframe from all cells that are not defined in a test procedure, as measured at the UE antenna connector.
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The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference in non-ABS subframe from cells that are not defined in a test procedure, as measured at the UE antenna connector.

NOffs-DL
Offset used for calculating downlink EARFCN

NOffs-UL
Offset used for calculating uplink EARFCN
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The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing) simulating eNode B transmitter impairments as 
at the eNode B transmit antenna connector

NRB
Transmission bandwidth configuration, expressed in units of resource blocks

NRB_agg
Aggregated Transmission Bandwidth Configuration The number of the aggregated RBs within the fully allocated Aggregated Channel bandwidth.

NRB_alloc
Total number of simultaneously transmitted resource blocks in Aggregated Channel Bandwidth configuration.

NUL 
Uplink EARFCN
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Number of cell-specific antenna ports
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Antenna port number

PCMAX
The measured configured maximum UE output power.

PCMAX,c  
The configured maximum UE output power for serving cell c.

PEMAX
Maximum allowed UE output power signalled by higher layers. Same as IE P-Max, defined in [5].

PEMAX,c

Maximum allowed UE output power signalled by higher layers for serving cell c. Same as IE      P-Max, defined in [7].
PInterferer
Modulated mean power of the interferer

PPowerClass
PPowerClass is the nominal UE power (i.e., no tolerance).

PUMAX
Maximum UE Power with possible power reduction due to modulation type, network signalling values and location near the edge of the band; it equals PCMAX when the IE P-Max, defined in [5], is not signalled.

Rav
Minimum average throughput per RB

RB #
Position of the RB in the channel bandwidth.

RBstart
Indicates the lowest RB index of transmitted resource blocks.
ΔFOOB
Δ Frequency of Out Of Band emission

ΔRIB,c
Allowed reference sensitivity relaxation due to support for inter-band CA operation, for serving cell c.

ΔTIB,c
Allowed maximum configured output power relaxation due to support for  inter-band CA operation, for serving cell c.

TC
Allowed operating band edge transmission power relaxation.

TC,c
Allowed operating band edge transmission power relaxation for serving cell c.

-------------------------- NEXT CHANGED SECTION --------------------
8.1
General

The performance requirements for the physical channels specified in TS 36.211 [8] clause 6 (for downlink physical channels) shall be as defined in the respective sections below.

The requirements for the UE in this clause are specified for the downlink reference measurement channels specified in Annex A, the propagation conditions specified in Annex B and the downlink physical channels specified in Annex C.

Unless otherwise stated the throughput measurements in clause 8 shall be performed according to the general rules for statistical testing in Annex G clause G.3.

The requirement for a UE that support E-UTRA in downlink shall be tested according to the declared UE PDSCH category and CA capabilities.

The fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective test cases.

The UE performance in this section is considered to be operating band independent. Therefore, the required performance in the respective test cases can be verified in one of the operating bands supported by the UE under test. All the test points supported by the bands of the multiband UE (based on channel bandwidth, DL and UL configuration) need to be tested.

8.1.1
Dual-antenna receiver capability

The performance requirements are based on UE(s) that utilize a dual-antenna receiver.

For all test cases, the SNR is defined as:
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where the superscript indicates the receiver antenna connector. The above SNR definition assumes  that the REs are not precoded. The SNR definition does not account for any gain which can be associated to the precoding operation. The relative power of physical channels transmitted is defined in Table C.3.2-1. The SNR requirement applies for the UE categories given for each test.

The applicability of the requirements with respect to CA capabilities is given as in Table 8.1.1-1. In case the CA capability is omitted, the requirement is applicable to a UE regardless of its CA capability.

Table 8.1.1-1: Applicability of the requirement with respect to the CA capability

	CA Capability
	CA Capability Description

	CL_X
	The requirement is applicable to a UE that indicates a CA bandwidth class X on at least one E-UTRA band.

	CL_X-Y
	The requirement is applicable to a UE that indicates CA bandwidth classes X and Y on at least one E-UTRA band combination.

	Note: The CA bandwidth classes are defined in Table 5.4.2A-1


For test cases with more than one component carrier, "Fraction of Maximum Throughput" in the performance requirement refers to the ratio of the sum of throughput values of all component carriers to the sum of the nominal maximum throughput values of all component carriers. The normative reference for this requirement is TS 36.101 [2] clause 8.1.1.
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