[bookmark: _Toc404788072][bookmark: _GoBack]3GPP TSG-RAN Meeting #67 	R5-151172
Fukuoka, Japan, 25-29 May 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	34.121-2
	CR
	0161
	rev
	-
	Current version:
	11.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Addition of frequency UTRA band 32

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	

	
	

	Work item code:
	LTE_UTRA_SDL_BandL-UEConTest
	
	Date:
	2015-05-07

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12


	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)

	
	

	Reason for change:
	Implementation capability for frequency band 32 is missing.

	
	

	Summary of change:
	Added frequency band 32 to Table A6 in A.4.3.

	
	

	Consequences if not approved:
	No implementation capability for band 32 specified.

	
	

	Clauses affected:
	A.4.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1


A.4.3	Baseline Implementation Capabilities
Table A.4: Supported protocols
	Item
	Supported protocols
	Ref.
	Release
	Comments

	1
	Call Control 
	24.008, 5
	R99
	

	2
	Mobility Management 
	24.008, 4
	R99
	

	3
	Session Management 
	24.008, 6.1
	R99
	

	4
	GPRS Mobility Management
	24.008, 4
	R99
	

	5
	Radio Resource Control
	25.331
	R99
	

	6
	Packet Data Convergence Protocol
	25.323
	R99
	

	7
	Broadcast/Multicast Control
	25.324
	R99
	

	8
	Radio Link Control
	25.322
	R99
	

	9
	Medium Access Control
	25.321
	R99
	

	10
	Physical Layer
	25.201
	R99
	



Table A.5: Special Conformance Testing Functions 
	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Comments

	1
	UE test loop
	34.109, 5.3
	R99
	

	2
	Support of UE test loop mode 1 with UL RLC SDU size bigger than 12160 bits (1520 octets)
	34.109, 6.2
24.108, 10.5.6.5
	R99
	



Note:	TL1 and TL2 support should be added.
Table A.6: FDD (DS) RF Baseline Implementation Capabilities
	Item
	FDD (DS) RF Baseline Implementation Capabilities
	Ref.
	Release
	Comments

	1
	Chip rate 3,84 Mcps
	25.101, 5.1
	R99
	

	2
	Frequency band: 1 920-1 980, 2 110-2 170 MHz
	25.101, 5.2
	R99
	Band I

	3
	Frequency band: 1 850-1 910, 1 930-1 990 MHz
	25.101, 5.2
	R99
	Band II

	4
	Frequency band: Other spectrum
	25.101, 5.2
	R99
	

	5
	TX-RX Freq. Sep: 190 MHz
	25.101, 5.3
	R99
	

	6
	TX-RX Freq. Sep: 80 MHz
	25.101, 5.3
	R99
	

	7
	TX-RX Freq. Sep: Variable
	25.101, 5.3
	R99
	

	8
	Carrier raster: 200 kHz
	25.101, 5.4
	R99
	

	9
	UE Power Class 1 for Operation Band I (+33 dBm)
	25.101, 6.2.1
	R99
	

	10
	UE Power Class 2 for Operation Band I (+27 dBm)
	25.101, 6.2.1
	R99
	

	11
	UE Power Class 3 for Operation Band I (+24 dBm)
	25.101, 6.2.1
	R99
	

	12
	UE Power Class 4 for Operation Band I (+21 dBm)
	25.101, 6.2.1
	R99
	

	13
	Output RF spectrum emissions
	25.101, 6.6
	R99
	Not needed!

	14
	Frequency band: 1710-1785, 1805-1880 MHz
	25.101, 5.2
	R99
	Band III

	15
	Frequency band: 1710-1755, 2110-2155 MHz
	25.101, 5.2
	R99
	Band IV

	16
	Frequency band: 824 – 849, 869-894 MHz
	25.101, 5.2
	R99
	Band V

	17
	Frequency band: 830-840, 875-885 MHz
	25.101, 5.2
	R99
	Band VI

	18
	Frequency band: 2500-2570, 2620-2690 MHz
	25.101, 5.2
	R99
	Band VII

	19
	Frequency band: 880-915, 925-960 MHz
	25.101, 5.2
	R99
	Band VIII

	20
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	25.101, 5.2
	R99
	Band IX

	21
	Frequency band: 1710 - 1770, 2110 - 2170 MHz
	25.101, 5.2
	R99
	Band X

	22
	Frequency band: 1427.9 -1447.9, 1475.9 -1495.9 MHz
	25.101, 5.2
	R99
	Band XI

	23
	Frequency band: 699 – 716, 729 – 746 MHz
	25.101, 5.2
	R99
	Band XII

	24
	Frequency band: 777 – 787, 746 – 756 MHz
	25.101, 5.2
	R99
	Band XIII

	25
	Frequency band: 788 – 798, 758 – 768 MHz
	25.101, 5.2
	R99
	Band XIV

	26
	Frequency band: 830 – 845, 875 – 890 MHz
	25.101, 5.2
	R99
	Band XIX

	27
	Frequency band: 832 – 862, 791 – 821 MHz
	25.101, 5.2
	R99
	Band XX

	28
	Frequency band: 1447.9 – 1462.9, 1495.9 – 1510.9 MHz
	25.101, 5.2
	R99
	Band XXI

	29
	DB-DC-HSDPA Configuration 1
	25.101, 5.2
	Rel-9
	Band I and VIII

	30
	DB-DC-HSDPA Configuration 2
	25.101, 5.2
	Rel-9
	Band II and IV

	31
	DB-DC-HSDPA Configuration 3
	25.101, 5.2
	Rel-9
	Band I and V

	32
	Frequency band: 3410 – 3490, 3510 – 3590 MHz
	25.101, 5.2
	Rel-10
	Band XXII

	33
	Frequency band: 1850 – 1915, 1930 – 1995 MHz
	25.101, 5.2
	Rel-10
	Band XXV

	34
	Frequency band: 814 – 849, 859-894 MHz
	25.101, 5.2
	R99
	Band XXVI

	35
	Frequency band: N/A, 1452 – 1496 MHz 
	25.101,5.2
	Rel-12
	Band XXXII



