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1. Introduction

At RAN #63 meeting a new, work item proposal: UE Conformance Test Aspects - LTE UE TRP and TRS and UTRA Hand Phantom was approved in [1]. Revision 0.3.0 of “TS 37.544: User Equipment (UE) and Mobile Station (MS) Over The Air (OTA) performance” was published based on the result of RAN5#66 [2]. At RAN#67 plenary meeting a revised WID for LTE UE TRP and TRS and UTRA Hand Phantom was approved [3]. 
2. Proposal 

It is proposed that the following text proposal for Annex D Maximum Uncertainty of Test System is added to TS 37.544: 
Annex <D> (normative): Maximum uncertainty of test system and test tolerance
D.1
Maximum uncertainty of test system
The maximum acceptable uncertainty of the Test System is specified in Table D.1-1 for each test, where appropriate. The Test System shall enable each test to be measured with an uncertainty not exceeding the specified values. All ranges and uncertainties are absolute values and are valid for a confidence level of 95 %.

In Annex E, the estimation of measurement uncertainty is defined.
Table D.1-1: Maximum Test System uncertainties for OTA tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.1.1 TRP for UTRA FDD using Head Phantom
	[TBD]
	[TBD]

	6.1.2 TRP for UTRA TDD using Head Phantom
	[TBD]
	[TBD]

	6.1.3 TRP for UTRA FDD using Head and Hand Phantom
	[TBD]
	[TBD]

	6.1.4 TRP for UTRA TDD using Head and Hand Phantom
	[TBD]
	[TBD]

	6.1.5 TRP for E-UTRA FDD using Head and Hand Phantom
	[TBD]
	[TBD]

	6.1.6 TRP for E-UTRA TDD using Head and Hand Phantom
	[TBD]
	[TBD]

	6.1.7 TRP for UTRA FDD using Browsing Mode
	[TBD]
	[TBD]

	6.1.8 TRP for UTRA TDD using Browsing Mode
	[TBD]
	[TBD]

	6.1.9 TRP for E-UTRA FDD using Browsing Mode
	[TBD]
	[TBD]

	6.1.10 TRP for E-UTRA TDD using Browsing Mode
	[TBD]
	[TBD]

	6.2.1 TRP for UTRA FDD using LME
	[TBD]
	[TBD]

	6.2.2 TRP for UTRA TDD using LME
	[TBD]
	[TBD]

	6.2.3 TRP for E-UTRA FDD using LME
	[TBD]
	[TBD]

	6.2.4 TRP for E-UTRA TDD using LME
	[TBD]
	[TBD]

	6.3.1 TRP for UTRA FDD using LEE
	[TBD]
	[TBD]

	6.3.2 TRP for UTRA TDD using LEE
	[TBD]
	[TBD]

	6.3.3 TRP for E-UTRA FDD using LEE
	[TBD]
	[TBD]

	6.3.4 TRP for E-UTRA TDD using LEE
	[TBD]
	[TBD]

	7.1.1 TRS for UTRA FDD using Head Phantom
	[TBD]
	[TBD]

	7.1.2 TRS for UTRA TDD using Head Phantom
	[TBD]
	[TBD]

	7.1.3 TRS for UTRA FDD using Head and Hand Phantom
	[TBD]
	[TBD]

	7.1.4 TRS for UTRA TDD using Head and Hand Phantom
	[TBD]
	[TBD]

	7.1.5 TRS for E-UTRA FDD using Head and Hand Phantom
	[TBD]
	[TBD]

	7.1.6 TRS for E-UTRA TDD using Head and Hand Phantom
	[TBD]
	[TBD]

	7.1.7 TRS for UTRA FDD using Browsing Mode
	[TBD]
	[TBD]

	7.1.8 TRS for UTRA TDD using Browsing Mode
	[TBD]
	[TBD]

	7.1.9 TRS for E-UTRA FDD using Browsing Mode
	[TBD]
	[TBD]

	7.1.10 TRS for E-UTRA TDD using Browsing Mode
	[TBD]
	[TBD]

	7.2.1 TRS for UTRA FDD using LME
	[TBD]
	[TBD]

	7.2.2 TRS for UTRA TDD using LME
	[TBD]
	[TBD]

	7.2.3 TRS for E-UTRA FDD using LME
	[TBD]
	[TBD]

	7.2.4 TRS for E-UTRA TDD using LME
	[TBD]
	[TBD]

	7.3.1 TRS for UTRA FDD using LEE
	[TBD]
	[TBD]

	7.3.2 TRS for UTRA TDD using LEE
	[TBD]
	[TBD]

	7.3.3 TRS for E-UTRA FDD using LEE
	[TBD]
	[TBD]

	7.3.4 TRS for E-UTRA TDD using LEE
	[TBD]
	[TBD]


 
3. Conclusion

If RAN WG5 agrees the proposals, we recommended it is included in the next release of TS 37.544. 
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