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<<Unchanged sections omitted >>
7.3A.2
Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)

7.3A.2.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA.  . This test case applies only for CA Configurations that do not support UL CA.
7.3A.2.3
Minimum conformance requirements

Same as in clause 7.3A.1.3.
<<Unchanged sections omitted >>
7.3A.3
Reference sensitivity level for CA (inter-band DL CA without UL CA)

7.3A.3.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.3A.3.3
Minimum conformance requirements

Same as in clause 7.3A.1.3.
<<Unchanged sections omitted >>
7.3A.4
Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)

7.3A.4.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.3A.4.3
Minimum conformance requirements

Same as in clause 7.3A.1.3.
<<Unchanged sections omitted >>
7.4A.2
Maximum input level for CA (intra-band contiguous DL CA without UL CA)

· Editor's note:

- Any restriction of the applicability of test points due to the supported UE category is under investigation

7.4A.2.1
Test purpose

Same test purpose as in clause 7.4A.1.1.
7.4A.2.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
<<Unchanged sections omitted >>
7.4A.3
Maximum input level for CA (inter-band DL CA without UL CA)

· Editor's note:

· - Any restriction of the applicability of test points due to the supported UE category is under investigation

7.4A.3.1
Test purpose

Same test purpose as in clause 7.4A.1.1

7.4A.3.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.4A.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.4A.1.3
<<Unchanged sections omitted >>
7.4A.4
Maximum input level for CA (intra band non-contiguous DL CA without UL CA)

7.4A.4.1
Test purpose

Same as in clause 7.4A.1.1.

7.4A.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.4A.4.3
Minimum conformance requirements

Same as in clause 7.4A.1.3.
<<Unchanged sections omitted >>
7.5A.2
Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA without UL CA)

7.5A.2.1
Test purpose

The test purpose is the same as in clause 7.5A.1.1.

7.5A.2.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.5A.2.3
Minimum conformance requirements

Minimum conformance requirements for intra-band contiguous carrier aggregation with one uplink carrier support as in clause 7.5A.1.3.
<<Unchanged sections omitted >>
7.5A.3
Adjacent Channel Selectivity (ACS) for CA (inter-band DL CA without UL CA)

7.5A.3.1
Test purpose

The test purpose is the same as in clause 7.5A.1.1.

7.5A.3.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.5A.3.3
Minimum conformance requirements

Minimum conformance requirements for inter-band carrier aggregation with one uplink carrier support as in clause 7.5A.1.3.

<<Unchanged sections omitted >>
7.5A.4
Adjacent Channel Selectivity (ACS) for CA (intra-band non-contiguous DL CA without UL CA)

7.5A.4.1
Test purpose

Same as in clause 7.5A.1.1.

7.5A.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.5A.4.3
Minimum conformance requirements

Same as in clause 7.5A.1.3.
<<Unchanged sections omitted >>
7.6.1A.2
In-band blocking for CA (intra-band contiguous DL CA without UL CA)

7.6.1A.2.1
Test Purpose
Same test purpose as in clause 7.6.1A.1.

7.6.1A.2.2
Test Applicability
This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.1A.2.3
Minimum Conformance Requirements
Minimum conformance requirements for intra-band contiguous carrier aggregation with one uplink carrier support as in clause 7.6.1A.1.
<<Unchanged sections omitted >>
7.6.1A.3
In-band blocking for CA (inter-band DL CA without UL CA)

7.6.1A.3.1
Test Purpose
Same test purpose as in clause 7.6.1A.1.

7.6.1A.3.2
Test Applicability
This test applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.1A.3.3
Minimum Conformance Requirements
Minimum conformance requirements for inter-band carrier aggregation with one uplink carrier support as in clause 7.6.1A.1.
<<Unchanged sections omitted >>
7.6.1A.4
In-band blocking for CA (intra-band non-contiguous DL CA without UL CA)

Editor’s notes:

Test Case is incomplete. Setting the interferer within the band is unclear regarding the other carrier. This is TBD.

7.6.1A.4.1
Test Purpose

Same as in clause 7.6.1A.1.1.

7.6.1A.4.2
Test Applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.1A.4.3
Minimum Conformance Requirements

Same as in clause 7.6.1A.1.3
<<Unchanged sections omitted >>
7.6.2A.2
Out-of-band blocking for CA (intra-band contiguous DL CA without UL CA)

7.6.2A.2.1
Test Purpose

Same test purpose as 7.6.2A.1.

7.6.2A.2.2
Test Applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.2A.2.3
Minimum Conformance Requirements
Minimum conformance requirements for intra-band contiguous carrier aggregation with one uplink carrier support as in clause 7.6.2A.1.
<<Unchanged sections omitted >>
7.6.2A.3
Out-of-band blocking for CA (inter-band DL CA without UL CA)

7.6.2A.3.1
Test Purpose

Same test purpose as 7.6.2A.1.

7.6.2A.3.2
Test Applicability

This test applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.2A.3.3
Minimum Conformance Requirements
Minimum conformance requirements for inter-band carrier aggregation with one uplink carrier support as in clause 7.6.2A.1.
<<Unchanged sections omitted >>
7.6.2A.4
Out-of-band blocking for CA (intra-band non-contiguous DL CA without UL CA)

7.6.2A.4.1
Test Purpose

Same as in clause 7.6.2A.1.1.

7.6.2A.4.2
Test Applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.2A.4.3
Minimum Conformance Requirements

Same as in clause 7.6.2A.1.3

<<Unchanged sections omitted >>
7.6.3A.2
Narrow band blocking for CA (intra-band contiguous DL CA without UL CA)

7.6.3A.2.1
Test Purpose
Same test purpose as 7.6.3A.1.

7.6.3A.2.2
Test Applicability
This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.3A.2.3
Minimum Conformance Requirements
Minimum conformance requirements for intra-band contiguous carrier aggregation with one uplink carrier support as in clause 7.6.3A.1.
<<Unchanged sections omitted >>
7.6.3A.3
Narrow band blocking for CA (inter-band DL CA without UL CA)

7.6.3A.3.1
Test Purpose
Same test purpose as 7.6.3A.1.

7.6.3A.3.2
Test Applicability
This test applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.3A.3.3
Minimum Conformance Requirements
Minimum conformance requirements for inter-band carrier aggregation with one uplink carrier support as in clause 7.6.3A.1.
<<Unchanged sections omitted >>
7.6.3A.4
Narrow band blocking for CA (intra-band non-contiguous DL CA without UL CA)

7.6.3A.4.1
Test Purpose

Same as in clause 7.6.3A.1.1.

7.6.3A.4.2
Test Applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.6.3A.4.3
Minimum Conformance Requirements

Same as in clause 7.6.3A.1.3
<<Unchanged sections omitted >>
7.7A.2
Spurious response for CA (intra-band contiguous DL CA without UL CA)

7.7A.2.1
Test Purpose

Same test purpose as in clause 7.7A.1.
7.7A.2.2
Test Applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.7A.2.3
Minimum Conformance Requirements

Minimum conformance requirements for intra-band contiguous carrier aggregation with one uplink carrier support as in clause 7.7A.1.
<<Unchanged sections omitted >>
7.7A.3
Spurious response for CA (inter-band DL CA without UL CA)

7.7A.3.1
Test Purpose

Same test purpose as in clause 7.7A.1.
7.7A.3.2
Test Applicability

This test applies to all types of E-UTRA UE release 10 and forward that support inter-band DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.7A.3.3
Minimum Conformance Requirements

Minimum conformance requirements for inter-band carrier aggregation with one uplink carrier support as in clause 7.7A.1.
<<Unchanged sections omitted >>
7.7A.4
Spurious response for CA (intra-band non-contiguous DL CA without UL CA)

7.7A.4.1
Test Purpose

Same test purpose as in clause 7.7A.1.
7.7A.4.2
Test Applicability

This test applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.7A.4.3
Minimum Conformance Requirements

Minimum conformance requirements for inter-band carrier aggregation with one uplink carrier support as in clause 7.7A.1.
<<Unchanged sections omitted >>
7.8.1A.2
Wideband intermodulation for CA (intra-band contiguous DL CA without UL CA)

7.8.1A.2.1
Test purpose

Same as 7.8.1A.1 
7.8.1A.2.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.8.1A.2.3
Minimum conformance requirements

Same as 7.8.1A.1
<<Unchanged sections omitted >>
7.8.1A.3
Wideband intermodulation for CA (inter-band DL CA without UL CA)

7.8.1A.3.1
Test purpose

Intermodulation response tests the UE's ability to receive data with a given average throughput for a specified reference measurement channel, in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal, under conditions of ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the coverage area when two or more interfering signals exist which have a specific frequency relationship to the wanted signal.

7.8.1A.3.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support inter-band contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.8.1A.3.3
Minimum conformance requirements

Same as 7.8.1A.1
<<Unchanged sections omitted >>
7.8.1A.4
Wideband intermodulation for CA (intra band non-contiguous DL CA without UL CA)

7.8.1A.4.1
Test purpose

Same as 7.8.1A.1 
7.8.1A.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support intra-band non-contiguous DL CA. This test case applies only for CA Configurations that do not support UL CA.
7.8.1A.4.3
Minimum conformance requirements

Same as 7.8.1A.1
<<Unchanged sections omitted >>
