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8.3.1.1.3.4
Test description

8.3.1.1.3.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.
Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.49.

2.
The parameter settings for the cell are set up according to Tables 8.3.1-1 and 8.3.1.1.3.5-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.3.1.1.3.4.3.

8.3.1.1.3.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to Tables 8.3.1.1.3.5-1, 8.3.1.1.3.5-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.3.1.1.3.5-2 as appropriate.
BCH/CRS/PDCCH/PCFICH are sent on antenna ports 0 and 1 using two Tx antennas, while DRS/PDSCH for the test UE are sent on antenna port 7 (or 8) using four Tx antennas with beam-forming model as specified in Annex B.4.3 and precoder update granularity specified in Table 8.3.1.1.3.5-1. CSI-RS are sent on antenna ports 15-18 using four Tx antennas with mapping according to beam-forming model as specified in Annex B.4.3.
3.
Set the Cell2 –aggressor cell- as defined in Tables 8.3.1.1.3.5-1, 8.3.1.1.3.5-2 and according to Annex B.5.4.
4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
8.3.1.1.3.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.1.1.3.4.3-1: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-6 PDSCH-ConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 8.3.1.1.3.4.3-2: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	0000000000000000000000000000000000000000000000001111111111111111
	
	

	
	
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.1.3.4.3-3: CSI-RS-Config-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	an4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	0
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	2
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	     }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	
	
	
	

	
	
	
	

	
	
	

	

	
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.1.3.4.3-4: CQI-ReportPeriodic-r10
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-2AC CQI-ReportPeriodic-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	5
	FDD
	

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	    ri-ConfigIndex
	483
	FDD
	

	    simultaneousAckNackAndCQI
	FALSE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.1.1.3.4.3-5: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.6 Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	Not present
	
	RBC

	  antennaInfo
	Not present
	
	RBC

	  antennaInfo-r10 CHOICE{
	
	
	RBC

	      explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10- DEFAULT using condition CQI_PERIODIC
	
	RBC

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	RBC

	}
	
	
	


	Condition
	Explanation

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment


<< Unchanged sections omitted >>
8.3.2.1.4.4
Test description

8.3.2.1.4.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.2.
Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.49.

2.
The parameter settings for the cell are set up according to Tables 8.3.2-1 and 8.3.2.1.4.5-1 as appropriate.

3.
Downlink signals are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.3.2.1.4.4.3.

8.3.2.1.4.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 2C for C_RNTI to transmit the DL RMC according to Tables 8.3.2.1.4.5-1, 8.3.2.1.4.5-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Table 8.3.2.1.4.5-2 as appropriate.
BCH/CRS/PDCCH/PCFICH are sent on antenna ports 0 and 1 using two Tx antennas, while DRS/PDSCH for the test UE are sent on antenna port 7 (or 8) using four Tx antennas with beam-forming model as specified in Annex B.4.3 and precoder update granularity specified in Table 8.3.2.1.4.5-1. CSI-RS are sent on antenna ports 15-18 using four Tx antennas with mapping according to beam-forming model as specified in Annex B.4.3.
3.
Set the Cell2 –aggressor cell- as defined in Tables 8.3.2.1.4.5-1, 8.3.2.1.4.5-2 and according to Annex B.5.4.
4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during each test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.
8.3.2.1.4.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.3.2.1.4.4.3-1: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-6 PDSCH-ConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	

	}
	
	
	


Table 8.3.2.1.4.4.3-2: AntennaInfoDedicated-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated-r10 ::= SEQUENCE {
	
	
	

	  transmissionMode-r10 
	tm9-v1020
	
	

	  codebookSubsetRestriction-r10
	0000000000000000000000000000000000000000000000001111111111111111
	
	

	
	
	
	

	  ue-TransmitAntennaSelection CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.1.4.4.3-3: CSI-RS-Config-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	an4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	0
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback
	

	     }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    release
	NULL
	
	

	
	
	
	

	
	
	
	

	
	
	

	

	
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.1.4.4.3-4: CQI-ReportPeriodic-r10
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-2AC CQI-ReportPeriodic-r10-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	4
	TDD
	

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	    ri-ConfigIndex
	484
	TDD
	

	    simultaneousAckNackAndCQI
	FALSE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.1.4.4.3-5: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.6 Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	Not present
	
	RBC

	  antennaInfo
	Not present
	
	RBC

	  antennaInfo-r10 CHOICE{
	
	
	RBC

	      explicitValue-r10
	AntennaInfoDedicated-r10
	
	

	  }
	
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10- DEFAULT using condition CQI_PERIODIC
	
	RBC

	  csi-RS-Config-r10
	CSI-RS-Config-r10
	
	RBC

	}
	
	
	


	Condition
	Explanation

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment


<< Unchanged sections omitted >>
Table G.3.5-14: Minimum Test time for PDSCH transmit Diversity 2x2 with TM3 Interference Model – Enhanced Performance Type A

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	
	R.46

(10MHz, full, QPSK, 1/2)

(2x2 Low)

EVA70
	Note:

MNAS is not simulated. It is estimated based on other similar test cases using EVA70 or ETU70 propagation conditions
	15 000
	-


Table G.3.5-15: Minimum Test time for PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 with TM4 Interference Model – Enhanced Performance Type A

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	
	R.47

(10MHz, full, 16QAM, 1/3)

(2x2 Low)

EVA5
	Note:

MNAS is not simulated. It is estimated based on other similar test cases using EVA5 or ETU70 propagation conditions
	56 000
	-


Table G.3.5-16: Minimum Test time for PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model – Enhanced Performance Type A

	Test

No
	Demod. scenario
	Demodulation scenario

(info only)
	MNAS

(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	
	FDD
	TDD

	1
	
	R.48

(10MHz, full, QPSK, 1/2)

(4x2 Low)

EVA5
	Note:

MNAS is not simulated. It is estimated based on other similar test cases using EVA5 propagation conditions 
	57 000
	101 000


<< Unchanged sections omitted >>
Table G.3.6-8: TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission

	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test
	Over all Pass/Fail condition

	8.3.2.1.3

TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission
	subframes are independent
	CAT
	1
	2-5
	
	To pass 8.3.2.1.3 each component in the test vector must pass

	
	
	16QAM
	0
	1
	
	

	
	
	64 QAM
	0
	1
	
	

	
	
	Σ
	0
	2
	
	

	
	
	
	
	
	
	


Table G.3.6-8a: PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without a simultaneous transmission for eDL-MIMO

	Test
	Statistical independence
	Number of components in the test vector, as specified in the test requirements and initial conditions of the applicable test
	Over all Pass/Fail condition

	8.3.1.1.1_D

FDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without a simultaneous transmission
	subframes are independent
	CAT
	1-8
	
	
	To pass 8.3.1.1.1_D and 8.3.2.1.2_D each component in the test vector must pass

	
	
	QPSK
	1
	
	
	

	8.3.2.1.2_D

TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 without a simultaneous transmission
	subframes are independent
	QPSK
	1
	
	
	

	
	
	Σ
	2
	
	
	


Table G.3.6-8b: PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission for eDL-MIMO

	Test
	Statistical independence
	Number of components in the test vector, as specified in the test requirements and initial conditions of the applicable test 
	Over all Pass/Fail condition

	8.3.1.1.2_D

FDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission for eDL-MIMO
	subframes are independent
	CAT
	1
	2-8
	
	To pass 8.3.1.1.2_D and 8.3.2.1.3_D each component in the test vector must pass

	
	
	64QAM
	0
	1
	
	

	8.3.2.1.3_D

TDD PDSCH Single-layer Spatial Multiplexing on antenna port 7 or 8 with a simultaneous transmission for eDL-MIMO
	subframes are independent
	64QAM
	0
	1
	
	

	
	
	Σ
	0
	2
	
	


Table G.3.6-8c: PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type A
	Test
	Statistical independence
	Number of components in the test vector, as specified in the test requirements and initial conditions of the applicable test

	Over all Pass/Fail condition

	8.3.1.1.3
FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type A
	subframes are independent
	CAT
	1-8
	
	
	To pass 
8.3.1.1.3 and 8.3.2.1.4 each component in the test vector must pass

	
	
	QPSK
	1
	
	
	

	8.3.2.1.4
TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model - Enhanced Performance Requirement Type A
	subframes are independent
	QPSK
	1
	
	
	

	
	
	Σ
	2
	
	
	


<< End of changes >>
_1412308269.unknown

_1412308357.unknown

_1412278149.unknown

_1348998846.unknown

