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	 Add applicability for test case according the WLAN work plan.
    

	
	

	Summary of change:
	 Table 1: Applicability of tests
WLAN Offload / Offload Success / EUTRA RRC_Connected to/from WLAN (Qrxlevmeas, BackhaulRateUlWLAN) has been added.
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<Start of first modified section>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	


>> Skipped part >>

	8.4.1.2
	Inter-RAT handover / From E-UTRA to UTRA PS / Data
	Rel-8
	C36F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	
	

	
	
	
	C36T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.1.4
	Inter-RAT handover / From E-UTRA to UTRA HSPA / Data
	Rel-8
	C36F
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	
	

	
	
	
	C36T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.1.5
	Inter-RAT Handover / from E-UTRA to UTRA(HSUPA/HSDPA) / Data
	Rel-8
	C117F
	UEs supporting E-UTRA and UTRA and HS-PDSCH and E-DPDCH and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	
	

	
	
	
	C117T
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.2.2
	Inter-RAT handover / From UTRA PS to E-UTRA / Data
	Rel-8
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.2.4
	Inter-RAT handover / From UTRA HSPA to E-UTRA / Data
	Rel-8
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.2.7.1
	CA / RRC connection reconfiguration / Handover UTRAN to E-UTRAN/ Success / SCell addition / Intra-band Contiguous CA
	Rel-10
	C155F
	UEs supporting E-UTRA and UTRA and Intra-band Contiguous CA Carrier Aggregation and Feature Group Indicator 112 and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	C155T
	
	pc_eTDD
	
	
	

	8.4.2.7.2
	CA / RRC connection reconfiguration / Handover UTRAN to E-UTRAN/ Success / SCell addition / Inter-band CA
	Rel-10
	C155aF
	UEs supporting E-UTRA and UTRA and Inter-band Contiguous CA Carrier Aggregation and Feature Group Indicator 112 and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	C155aT
	
	pc_eTDD
	
	
	

	8.4.2.7.3
	CA / RRC connection reconfiguration / Handover UTRAN to E-UTRAN/ Success / SCell addition / Intra-band non-contiguous CA 
	Rel-11
	C155bF
	UEs supporting E-UTRA and UTRA and Downlink Intra-band non-contiguous Carrier Aggregation and Feature Group Indicator 112 and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	C155bT
	
	pc_eTDD
	
	
	

	8.4.3.1
	Inter-RAT handover / From E-UTRA to GPRS / PS HO
	Rel-8
	C107F
	UEs supporting E-UTRA and GERAN and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23
	pc_eFDD
	
	
	

	
	
	
	C107T
	
	pc_eTDD
	
	
	

	8.4.3.2
	Inter-RAT cell change order / From E-UTRA data RRC_CONNECTED to GPRS / Without NACC
	Rel-8
	C38F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 10 and Feature Group Indicator 23
	pc_eFDD
	
	
	

	
	
	
	C38T
	
	pc_eTDD
	
	
	

	8.4.3.3
	Inter-RAT cell change order / From E-UTRA data to GPRS / With NACC
	Rel-8
	C38F
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 10 and Feature Group Indicator 23
	pc_eFDD
	
	
	

	
	
	
	C38T
	
	pc_eTDD
	
	
	

	8.4.4.1
	Void
	
	
	
	
	
	
	

	8.4.4.2
	Void
	
	
	
	
	
	
	

	8.4.4.3
	Void
	
	
	
	
	
	
	

	8.4.5.4
	Pre-registration at HRPD and inter-RAT handover / From E-UTRA to HRPD Active / Data
	Rel-8
	C42F
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 12 and Feature Group Indicator 26
	pc_eFDD
	
	
	

	
	
	
	C42T
	
	pc_eTDD
	
	
	

	8.4.7.1
	Inter-RAT handover / SRVCC from E-UTRA to 1xRTT(CS) / Speech
	Rel-8
	C52
	UEs supporting E-UTRA and 1xRTT and SRVCC from E-UTRA to 1xRTT (CS)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.7.3
	Pre-registration at 1xRTT and inter-RAT redirection / CS fallback from E-UTRA RRC_IDLE to 1xRTT / MT call
	Rel-8
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.7.4
	Pre-Registration at 1xRTT and inter-RAT redirection / CS fallback from E-UTRA RRC_CONNECTED to 1xRTT / MO call
	Rel-8
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.7.5
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_IDLE to 1xRTT/MT call
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.7.6
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT/MO call
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT an Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.7.7
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT / ECAM-based MO call
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.7.8
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT / ECAM-based MT call
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.7.9
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT / Extended Service Reject / MO call 
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.7.10
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA call failure – GCSNA with Release Order 
	Rel-9
	C116
	UEs supporting E-UTRA and 1xRTT and Enhanced 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.8.1
	WLAN Offload / Offload Success / EUTRA RRC_Connected to/from WLAN (Qrxlevmeas, BackhaulRateUlWLAN)
	Rel-12
	FFS
	FFS
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.5.1.1
	Radio link failure / RRC connection re-establishment Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


>> Skipped part >>

<End of modified section>
