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	Reason for change:
	R5-144813 was agree to introduce the LTE Capability to report from UE because of fulfilling the below requirements. 

The exception of RRC CONNECTION SETUP(UTRA) is specified in 7.3A, so that LTE Capability is not sent for InterRAT test cases.
For ΔTib, For the UE which supports E-UTRA inter-band carrier aggregation, the lower side of the tolerance in Table 5.2.1 is allowed to be decreased by the amount given in Table 6.2.5-2 of TS 36.101[11] for those UTRA operating bands corresponding to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.
For the UE which supports E-UTRA inter-band carrier aggregation the reference sensitivity level DPCH_Ec <REFSENS> and corresponding <REFÎor> in Table 6.2.1 are allowed to be increased by the amount given in Table 7.3.1-1A of TS 36.101[10] for those UTRA operating bands corresponding to the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations.
However, LTE Capability is getting larger, and may impact on test time, for example, InterRAT(LTE-UTRA) reselection test cases.

	
	

	Summary of change:
	The exception of RRC CONNECTION SETUP(UTRA) is specified in 7.3A(new), so that LTE Capability is not sent for InterRAT test cases.
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<< Unchanged sections omitted >>
7.3.3
Measurement information elements

As defined in clause 4.6.6 with the following exceptions:
Table 7.3.4-1: MeasObjectEUTRA-GENERIC (Freq)

	Derivation Path: Clause 4.6.6, Table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	  neighCellConfig
	10'B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell

	
	‘11’B (Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell)
	
	FDD with E-UTRA TDD neighbour cell, 
TDD with E-UTRA FDD neighbour cell


7.3A
Default UTRA message and information element contents

7.3A.1
UTRA RRC messages
As defined in 4.7B with the following exceptions:
Contents of RRC CONNECTION SETUP message: UM

	Information Element
	Condition
	Value/remark
	Version
	Index

	        - System specific capability update requirement list
	
	GSM
	
	RCSU-019

	CHOICE specification mode
	
	Complete specification
	Rel-5
	RCSU-020

	- Complete specification
	
	
	Rel-5
	RCSU-021


7.4
Default NAS message and information elements contents

<< End of changes >>
