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	Reason for change:
	TC 9.2.1.1.21 is dedicated to Attach / Abnormal case / Success after several attempts due to no network response. It verifies that after 2 attempts of sending ATTACH REQUEST message and not receiving answer from the NWK (each attempt is done after the expiry of T3410) eventually the third request is answered and the attach completed.

TC 9.2.1.1.22 is dedicated to Attach / Abnormal case / Unsuccessful attach after 5 attempts. It verifies that after 5 attempts of sending ATTACH REQUEST message and not receiving answer from the NWK (each attempt is done after the expiry of T3410) eventually the 6th (done after the expiration of T3402) is answered and the attach completed.

Having in mind that successful completion of attach is tested elsewhere, the purpose of these TCs in reality is to verify the correct implementation of T3410 and T3402 (this one triggered when attach attempt counter reaches 5). This means that in reality TC 9.2.1.1.21 is part of TC 9.2.1.1.22 and as such it is redundant.

Note that 9.2.1.1.21 has a TP3 which without being in the scope of the TC aims to test the case of Lower Layer failure. This TP cannot be practically tested because it is impossible to simulate Lower Layer failure in the UE (the present TC implementation instead releases the RRC connection by the SS which is not a Lower Layer failure).

	
	

	Summary of change:
	TC 9.2.1.1.21 is removed (made Void)

	
	

	Consequences if not approved:
	The same procedure(s) will be tested two times which will increase test time and cost of testing with no benefit for the verification of UE compliance to core specification requirements.
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9.2.1.1.20.3
Specific message contents
Table 9.2.1.1.20.3.3-1: SystemInformationBlockType2 for Cell I (step 1 and 17)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  accessBarringInformation SEQUENCE {
	
	
	

	    accessBarringForEmergencyCalls
	FALSE
	
	

	    accessBarringForSignalling SEQUENCE {
	
	
	

	      accessProbabilityFactor
	p00
	
	

	      accessBarringTime
	s4
	
	

	      accessClassBarringList SEQUENCE (SIZE (maxAC)) OF SEQUENCE {
	5 entries
	
	

	        accessClassBarring[1]
	TRUE
	
	

	        accessClassBarring[2]
	TRUE
	
	

	        accessClassBarring[3]
	TRUE
	
	

	        accessClassBarring[4]
	TRUE
	
	

	        accessClassBarring[5]
	TRUE
	
	

	      }
	
	
	

	    }
	
	
	

	    accessBarringForOriginatingCalls
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.1.1.20.3.3-2: SystemInformationBlockType1 for Cell I (step 17)

	Derivation Path: 36.508, Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	   intraFreqReselection
	allowed
	
	

	    }
	
	
	

	}
	
	
	


9.2.1.1.21
Void
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9.2.1.1.22
Attach / Abnormal case / Unsuccessful attach after 5 attempts

9.2.1.1.22.1
Test Purpose (TP)

(1)

with { UE has sent an ATTACH REQUEST message }

ensure that {

  when { T3411 has expired and attach attempt counter is equal to 5}

    then { the UE stops attach attempts and starts timer T3402 }

}

9.2.1.1.22.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.1.2.6 & 10.2

[TS 24.301, clause 5.5.1.2.6]

The following abnormal cases can be identified:

…

b)
Lower layer failure or release of the NAS signalling connection before the ATTACH ACCEPT or ATTACH REJECT message is received


The attach procedure shall be aborted, and the UE shall proceed as described below.

c)
T3410 timeout


The UE shall abort the attach procedure and proceed as described below. The NAS signalling connection shall be released locally.

…

For the cases b, c, and d the UE shall proceed as follows:

-
Timer T3410 shall be stopped if still running. The attach attempt counter shall be incremented, unless it was already set to 5.

If the attach attempt counter is less than 5:

· timer T3411 is started and the state is changed to EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH. When timer T3411 expires the attach procedure shall be restarted.

If the attach attempt counter is equal to 5:

-
the UE shall delete any GUTI, TAI list, last visited registered TAI, list of equivalent PLMNs and KSI, shall set the update status to EU2 NOT UPDATED, and shall start timer T3402. The state is changed to EMM-DEREGISTERED.ATTEMPTING-TO-ATTACH or optionally to EMM-DEREGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].


If A/Gb mode or Iu mode is supported by the UE, the UE shall in addition handle the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the abnormal case when a normal attach procedure fails and the attach attempt counter is equal to 5.

[TS 24.301, clause 10.2]

Table 10.2.1: EPS mobility management timers – UE side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T3402
	Default 12 min.

NOTE 1
	EMM-DEREGISTERED

EMM-REGISTERED
	At attach failure and the attempt counter is equal to 5.

At tracking area updating failure and the attempt counter is equal to 5.
	ATTACH REQUEST sent

TRACKING AREA UPDATE REQUEST sent
	Initiation of the attach procedure or TAU procedure

	…
	
	
	
	
	

	T3410
	15s
	EMM-REGISTERED-INITIATED
	ATTACH REQUEST sent
	ATTACH ACCEPT received

ATTACH REJECT received
	Start T3411 or T3402 as described in subclause 5.5.1.2.6

	T3411
	10s
	EMM-DEREGISTERED. ATTEMPTING-TO-ATTACH

EMM-REGISTERED. ATTEMPTING-TO-UPDATE
	At attach failure due to lower layer failure, T3410 timeout or attach rejected with other EMM cause values than those treated in subclause 5.5.1.2.5.

At tracking area updating failure due to lower layer failure, T3430 timeout or TAU rejected with other EMM cause values than those treated in subclause 5.5.3.2.5.
	ATTACH REQUEST sent

TRACKING AREA UPDATE REQUEST sent
	Retransmission of the ATTACH REQUEST or TRACKING AREA UPDATE REQUEST

	…
	
	
	
	
	

	Note 1:
The default value of this timer is used if the network does not indicate another value in an EMM signalling procedure.


9.2.1.1.22.3
Test description

9.2.1.1.22.3.1
Pre-test conditions

System Simulator:

-
cell A.
NOTE:
T3402 is set to default (12 min).
UE:

-
the UE is configured to initiate EPS attach;
-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.22.3.2
Test procedure sequence

Table 9.2.1.1.22.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 1)
	-->
	ATTACH REQUEST
	-
	-

	3
	The SS waits 25 seconds (15 seconds T3410 and 10 seconds T3411).
	-
	
	-
	-

	4
	The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 2)
	-->
	ATTACH REQUEST
	-
	-

	5
	The SS releases the RRC connection.
	
	
	
	

	6
	The SS waits 10 seconds (T3411).
	
	
	
	

	7
	The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 3)
	-->
	ATTACH REQUEST
	-
	-

	8
	The SS waits 25 seconds (15 seconds T3410 and 10 seconds T3411).
	-
	
	-
	-

	9
	The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 4)
	-->
	ATTACH REQUEST
	-
	-

	10
	The SS releases the RRC connection.
	
	
	
	

	11
	The SS waits 10 seconds (T3411).
	
	
	
	

	12
	The UE transmits an ATTACH REQUEST message. (Attach attempt counter = 5)
	-->
	ATTACH REQUEST
	
	

	13
	The SS releases the RRC connection.
	
	
	
	

	14
	Check: Does the UE transmit an ATTACH REQUEST message after 12 minutes (default value of T3402, after step 13?
	-->
	ATTACH REQUEST
	1
	P

	15-26
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.22.3.3
Specific message contents
Table 9.2.1.1.22.3.3-1: Message ATTACH REQUEST (step 14, Table 9.2.1.1.22.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	111
	"No key is available"
	

	Old GUTI or IMSI
	IMSI-1
	GUTI has been deleted; only IMSI is available.
	

	Last visited registered TAI
	Not present
	TAI has been deleted.
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