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7.1.3.1
Correct handling of DL assignment / Dynamic case 

7.1.3.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives downlink assignment on the PDCCH for the UE’s C-RNTI and receives data in the associated subframe and UE performs HARQ operation }

    then { UE sends a HARQ feedback on the HARQ process }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives downlink assignment on the PDCCH with a C-RNTI unknown by the UE and data is available in the associated subframe }

    then { UE does not send any HARQ feedback on the HARQ process }

            }

7.1.3.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 36.321 clause 5.3.1

[TS 36.321, clause 5.3.1]   

Downlink assignments transmitted on the PDCCH indicate if there is a transmission on the DL-SCH for a particular UE and provide the relevant HARQ information.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI during which it monitors PDCCH:

-
if a downlink assignment for this TTI has been received on the PDCCH for the UE’s C-RNTI, or Temporary C‑RNTI:

-
if this is the first downlink assignment for this Temporary C-RNTI:

-
consider the NDI to have been toggled.

-
if the downlink assignment is for UE’s C-RNTI and if the previous downlink assignment indicated to the HARQ entity of the same HARQ process was either a downlink assignment received for the UE’s Semi-Persistent Scheduling C-RNTI or a configured downlink assignment:

-
consider the NDI to have been toggled regardless of the value of the NDI.

-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI.

7.1.3.1.3
Test description

7.1.3.1.3.1
Pre-test conditions

System Simulator:

· Cell 1

-
RRC Connection Reconfiguration (preamble: Table 4.5.3.3-1, step 8) using parameters as specified in Table 7.1.3.1.3.3-1

UE:

None.

Preamble:

-
The generic procedure to get UE in test state Loopback Activated (State 4) according to TS 36.508 clause 4.5 is executed, with all the parameters as specified in the procedure except that the RLC SDU size is set to return no data in uplink.

7.1.3.1.3.2
Test procedure sequence

Table 7.1.3.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits a downlink assignment including the C-RNTI assigned to the UE
	<--
	(PDCCH (C-RNTI))
	-
	-

	2
	SS transmits in the indicated downlink assignment a RLC PDU in a MAC PDU.
	<--
	MAC PDU
	-
	-

	3
	Check: Does the UE transmit an HARQ ACK on PUCCH?
	-->
	HARQ ACK
	1
	P

	4
	SS transmits a downlink assignment to including a C-RNTI different from the assigned to the UE
	<--
	(PDCCH (unknown C-RNTI))
	-
	-

	5
	SS transmits in the indicated downlink assignment a RLC PDU in a MAC PDU.
	<--
	MAC PDU
	-
	-

	6
	Check: Does the UE send any HARQ ACK on PUCCH?
	-->
	HARQ ACK
	2
	F


NOTE 1:
For TDD, the timing of ACK/NACK is not constant as FDD, see Table 10.1-1 of TS 36.213.

7.1.3.1.3.3
Specific Message Contents

Table 7.1.3.1.3.3-1: RRCConnectionReconfiguration (preamble: Table 4.5.3.3-1, step 8)

	Derivation path: 36.508 table 4.8.2.1.5-1

	Information Element
	Value/Remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        RadioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            timeAlignmentTimerDedicated
	Infinity
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	}
	
	
	

	  }
	
	
	


