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< Start of Modified Section>
6.4.3.10
Offload to WLAN
The procedure specified in this clause is referred to the WLAN target AP where the UE has been offloaded from the EUTRA cell.

Table 6.4.3.10-1: Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	UE associated with the WLAN AP and obtains the local IP address.
	-
	-
	-
	P

	2
	UE initiated handover ATTACH to WLAN ePDG  as defined in 24.302 clause 7.2 and also as defined in 33.402 clause 8.2.2, Figure 8.2.2-1.
	(
	IKE_SA_INIT
	-
	-

	3
	UE receives handover completion response.
	<--
	IKE_AUTH_Response
	-
	P


6.4.3.10.1
Specific message contents

None

6.4.3.11
Offload from WLAN
The procedure specified in this clause are referred to the EUTRA cell WLAN target AP  where the UE has been previously offloaded from the EUTRA cell and now the Offload from WLAN AP to EUTRA cell happens.

Table 6.4.3.11-1: Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	UE disassociates with the WLAN 
	-
	-
	-
	P

	2
	UE performs handover from WLAN to E-UTRA as defined in 23.402 clause 8.2.1.1.
	-
	-
	-
	

	3
	UE sends an Attach Request to the MME with Request Type indicating "Handover".
	(
	ATTACH REQUEST
	-
	P


6.4.3.11.1
Specific message contents

None
< End of Modified Section>

