Page 1



3GPP TSG-RAN WG5 Meeting #67 
R5-151660
Fukuoka, Japan, 25th May – 29th May 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.508
	CR
	0608
	rev
	-
	Current version:
	12.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	36.508: Signallilng test frequencies definition for CA_12B

	
	

	Source to WG:
	Keysight Technologies

	Source to TSG:
	RAN5

	
	

	Work item code:
	LTE_CA_Rel12_3DL-UEConTest
	
	Date:
	2015-5-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	New intra-band contiguous CA band combination (CA_12B) has been defined in 36.101 and no test frequencies are available for signalling in 36.508. 

	
	

	Summary of change:
	 Test frequencies for band combination CA_12B defined: Table 6.2.3.2-1 in section 6.2.3.2 has been modified

	
	

	Consequences if not approved:
	CA_12B band combination could not be tested

	
	

	Clauses affected:
	6.2.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<<Unchanged sections omitted>>

6.2.3.2
Test frequencies for CA signalling test

Test frequencies for CA signalling testing are specified in Table 6.2.3.2-1 for CA Intra-Band contiguous case; in Tables 6.2.3.2-2 for CA Inter-band case and in Table 6.2.3.2-4 for Intra-Band Non-Contiguous case.

NOTE 1:
Alternative test frequencies for additional channel bandwidth combinations may need to be specified when new CA configurations or CA Bandwidth Combination Sets are introduced in TS 36.101 subclause 5.6A.

For CA Intra-Band contiguous scenarios then f1, f2 and f3 are used.
NOTE 2:
f2 and f3 are not adjacent frequencies; hence those cannot be used simultaneously as Pcell and Scell for CA Intra-Band contiguous scenarios.

For CA Inter-Band scenarios then f1, f2, f5 and f6 are used.
NOTE 3:
Table 6.2.3.2-2 specifies the test frequencies for operation with PCell in the frequency band mentioned first (= carrier 1) and SCell in the frequency band mentioned second (= carrier 2) in the E-UTRA CA Configuration name acc. to TS 36.101 subclause 5.6A (e.g. PCell in band 1 and SCell in band 5 for CA_1A-5A configuration), for operation with switched allocation of PCell and SCell. SCell in the frequency band mentioned first (= carrier 1) and PCell in the frequency band mentioned second (= carrier 2) in the E-UTRA CA Configuration name (given that UL is supported in both frequency bands in question).

NOTE 4:
For operation with switched allocation f1 is mapped to f5, f2 is mapped to f6, f5 is mapped to f1, f6 is mapped to f2

For CA Intra-Band non-contiguous scenarios then f1, f2 and f3 are used.
Table 6.2.3.2-1: Test frequencies for E-UTRA PCell and SCell for CA contiguous Intra-band operation

	E-UTRA CA Configuration
	Width of Operating band

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1C
	60
	100 + 100
	f1
	CC 100
	18300
	1950
	300
	2140

	
	
	
	f2
	CC 100
	18498
	1969.8
	498
	2159.8

	
	
	
	f3
	CC 100
	18102
	1930.2
	102
	2120.2

	CA_3C
	60
	100 + 100
	f1
	CC 100
	19475
	1737.5
	1475
	1832.5

	
	
	
	f2
	CC 100
	19673
	1757.3
	1673
	1852.3

	
	
	
	f3
	CC 100
	19277
	1717.7
	1277
	1812.7

	CA_7C
	70
	100 + 100
	f1
	CC 100
	21000
	2525
	3000
	2645

	
	
	
	f2
	CC 100
	21198
	2544.8
	3198
	2664.8

	
	
	
	f3
	CC 100
	20802
	2505.2
	2802
	2625.2

	CA_12B
	17
	25+25
	f1
	CC_25
	23095
	707.5
	5095
	737.5

	
	
	
	f2
	CC_25
	23143
	712.3
	5143
	742.3

	
	
	
	f3
	CC_25
	23040
	702
	5040
	732

	CA_23B
	20
	50+50
	f1
	CC_50
	25551
	2005.1
	7551
	2185.1

	
	
	
	f2
	CC_50
	25650
	2015
	7650
	2195

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_27B
	17
	25+25
	f1
	CC_25
	27100
	813
	9100
	858

	
	
	
	f2
	CC_25
	27148
	817.8
	9148
	862.8

	
	
	
	f3
	CC_25
	27050
	808
	9050
	853

	CA_38C
	50
	100 + 100
	f1
	CC 100
	37901
	2585.1
	37901
	2585.1

	
	
	
	f2
	CC 100
	38099
	2604.9
	38099
	2604.9

	
	
	
	f3
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_39C
	40
	100 + 50
	f1
	CC 100
	38401
	1895.1
	38401
	1895.1

	
	
	
	f2
	CC 50
	38545
	1909.5
	38545
	1909.5

	
	
	
	f3
	NA
	NA
	NA
	NA
	NA

	CA_40C
	100
	100 + 100
	f1
	CC 100
	39051
	2340.1
	39051
	2340.1

	
	
	
	f2
	CC 100
	39249
	2359.9
	39249
	2359.9

	
	
	
	f3
	CC 100
	38853
	2320.3
	38853
	2320.3

	CA_41C
	194
	100 + 100
	f1
	CC 100
	40521
	2583.1
	40521
	2583.1

	
	
	
	f2
	CC 100
	40719
	2602.9
	40719
	2602.9

	
	
	
	f3
	CC 100
	40323
	2563.3
	40323
	2563.3

	CA_42C
	200
	100+100
	f1
	CC 100
	42491
	3490.1
	42491
	3490.1

	
	
	
	f2
	CC 100
	42689
	3509.9
	42689
	3509.9

	
	
	
	f3
	CC 100
	42293
	3470.3
	42293
	3470.3
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