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5.4.9
Generic Test Procedure for MCPTT pre-established session establishment CO
5.4.9.1
Initial conditions

System Simulator:

-
SS E-UTRA related parameters are set to the default parameters for the basic single cell environment, as defined in TS 36.508 [6] clause 4.4, unless otherwise specified in the test case.

User Equipment:

-
The UE has performed the Generic Test Procedure for MCPTT UE registration as specified in subclause 5.4.2 and is in E-UTRA Registered, Idle Mode state.
-
The UE (MCPTT client) is authorised for MCPTT service

-
One UE (MCPTT user) is registered for receiving MCPTT service through the MCPTT Client

-
The UE (MCPTT client) supports pre-established session
5.4.9.2
Definition of system information messages

The E-UTRA default system information messages as defined in TS 36.508 [6] are used.
5.4.9.3
Procedure

Table 5.4.9.3-1: MCPTT pre-established session establishment CO
	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	Make the UE (MCPTT User) request the creation of a pre-established session
	-
	-

	2-7
	Steps 2-7 as described in subclause 5.4.3 'Generic Test Procedure for MCPTT CO call establishment in E-UTRA' take place.
	-
	-

	-
	EXCEPTION: In parallel to the events described in step 8 below, step 8 described in subclause 5.4.3 'Generic Test Procedure for MCPTT CO call establishment in E-UTRA' takes place.
	-
	-

	8
	UE (MCPTT Client) sends a SIP INVITE message in order to create a pre-established session.
	-->
	SIP INVITE

	9
	Step 10 as described in subclause 5.4.3 'Generic Test Procedure for MCPTT CO call establishment in E-UTRA' takes place.
	-
	-

	-
	EXCEPTION: In parallel to the events described in step 10 below, steps 11-12 described in subclause 5.4.3 'Generic Test Procedure for MCPTT CO call establishment in E-UTRA' take place.
	-
	-

	10
	The SS (MCPTT server) responds with a SIP 200 (OK) message.
	<--
	SIP 200 (OK)

	11
	UE (MCPTT client) notifies the user that the pre-established session has been created.

NOTE: This is expected to be done via a suitable implementation dependent MMI.
	-
	-

	12
	The SS transmits an RRCConnectionRelease message.
	<--
	RRC: RRCConnectionRelease


5.4.9.4
Specific message contents
None.
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