Page 1



3GPP TSG-RAN5 Meeting #77 
R5-176668
Reno, USA, 27th Nov 2017 – 1st Dec 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.521-2
	CR
	CRNum
	rev
	-
	Current version:
	14.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to test case 8.10.1.1.3 in Table 4.1-1 

	
	

	Source to WG:
	CGC

	Source to TSG:
	R5

	
	

	Work item code:
	TEI11_Test
	
	Date:
	2017-11-07

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The content of condition C113b did not fulfill test case applicability of test case 8.10.1.1.3 in TS 36.521-1.

	
	

	Summary of change:
	The new condition C113i has been added for test case 8.10.1.1.3.

	
	

	Consequences if not approved:
	The condition will be inconsistent with test applicability of test case 8.10.1.1.3.

	
	

	Clauses affected:
	Table 4.1-1 , 4.1-1a

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<<Start of Change>>
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1 or Power Class 2
	D04
	FDD

	
	
	
	
	
	
	TDD

	<< Skip of Change>>

	8.10.1.1.2
	FDD PDSCH Open Loop Spatial Multiplexing 2x4
	Rel-10
	C113b
	UE supporting E-UTRA FDD with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.1.3
	FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x4 with TM4 Interference Model – Enhanced Performance Requirement Type A
	Rel-11
	C113i
	UE supporting E-UTRA FDD with 4Rx antenna ports and the enhanced performance requirements type A for LTE 
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	

	8.10.1.1.4
	FDD PDSCH Closed Loop Spatial Multiplexing 4x4
	Rel-10
	C113b
	UE supporting E-UTRA FDD with 4Rx antenna ports
	Each "Test Number" to be performed once, in a chosen band supporting tested BW and 4Rx antenna ports
	


<<Skip of change>>

Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF NOT(A.4.3-4a/1) AND A.4.1-1/1 THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.5-1/18) THEN R ELSE N/A

	C02
IF NOT(A.4.3-4a/1) AND A.4.1-1/2 THEN R ELSE N/A

	C02h
IF (A.4.1-1/2 AND A.4.5-1/18) THEN R ELSE N/A

	C03
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.2-1/1) THEN R ELSE N/A

	<<Skip of change>>

	C113
IF NOT(A.4.3-4a/1) THEN R ELSE N/A

	C113a
IF (A.4.5-1/22) THEN R ELSE N/A

	C113b
IF (A.4.5-1/37) THEN R ELSE N/A

	C113c
IF (A.4.5-1/37 and A.4.4-3a/103) THEN R ELSE N/A

	C113h
IF (A.4.5-1/18) THEN R ELSE N/A

	C113i       IF (A.4.5-1/37 AND A.4.3-7/1) THEN R ELSE N/A

	C114
IF (A.4.1-1/2 AND A.4.6.1-1/2) AND (A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10))THEN R ELSE N/A


<<End of Change>>
