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1. Overall Description:

As per RAN4 attached LS [R4-1711823], all UEs supporting NR and operating in frequency range 2 (FR2) are required to support a mandatory antenna beamlock function to significantly simplify the test methods required for off-axis stimulus and measurement.
RAN5 is working on the definition on such UE beamlock test function as requested. For that (and any other test function), some test control messages must be defined into TS 38.509 as it was done in TS 36.509 based on L3 generic messages defined in 24.007 for LTE. 
Currently no Rel-15 version has been generated for TS 24.007. Hence its applicability to New Radio Access Technology Rel-15 WI is not clear. In case it was, it is not clear whether protocol discriminator value 1 1 1 1 as per table 11.2 could also apply to test procedures defined in 3GPP TS 38.509.

Table 11.2: Protocol discriminator values

	bits
4 3 2 1

	
0 0 0 0
	group call control

	
0 0 0 1
	broadcast call control

	
0 0 1 0
	EPS session management messages

	
0 0 1 1
	call control; call related SS messages

	
0 1 0 0
	GPRS Transparent Transport Protocol (GTTP)

	
0 1 0 1
	mobility management messages

	
0 1 1 0
	radio resources management messages

	
0 1 1 1
	EPS mobility management messages

	
1 0 0 0
	GPRS mobility management messages

	
1 0 0 1
	SMS messages

	
1 0 1 0
	GPRS session management messages

	
1 0 1 1
	non call related SS messages

	
1 1 0 0
	Location services specified in 3GPP TS 44.071 [8a]

	
1 1 1 0
	reserved for extension of the PD to one octet length 

	
1 1 1 1
	used by tests procedures described in 3GPP TS 44.014 [5a], 3GPP TS 34.109 [17a] and 3GPP TS 36.509 [26].


2. Actions:

To: CT1 group.

ACTION: RAN5 kindly asks CT1 group to clarify applicability of TR 24.007 to New Radio Access Technology and how test control protocol messages that would be specified in 38.509 in its Rel-15 version could be defined (protocol discriminator, …)
3. Date of Next TSG RAN5 Meetings:

TSG RAN5 Meeting #1-5G-NR Adhoc

16th-19th January 2018 
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