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<Change1 starts>

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.1a
	PLMN selection / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	6.1.1.1b
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA. This test is 'cells on single frequency only' equivalent of TC 6.1.1.1
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.2 or TC 6.1.1.2a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<Many rows skipped>

	7
	LAYER 2
	
	
	
	
	
	
	

	7.1.1.1
	CCCH mapped to UL SCH/ DL-SCH / Reserved logical channel ID
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.1.1a
	CCCH mapped to UL SCH/ DL-SCH / UE Cat 0
	Rel-12
	C224
	UEs supporting E-UTRA and UE Category 0
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.1.2
	DTCH or DCCH mapped to UL SCH/ DL-SCH / Reserved logical channel ID
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.1
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / Non-contention based random access procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.1a
	Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by RRC / Non-contention based random access procedure for high speed scenario
	Rel-14
	CXXX
	UEs supporting E-UTRA FDD or E-UTRA TDD and high speed enhancement for prach
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.2.1b
	Correct selection of RACH parameters / Preamble selected by MAC itself / Contention based random access procedure for high speed scenario
	Rel-14
	CXXX
	UEs supporting E-UTRA FDD or E-UTRA TDD and high speed enhancement for prach
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<Many rows skipped>


<Change1 ends>

<Unchanged contents omitted>

<Change2 starts>

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	<Many rows skipped>

	159
	Support of 4 layer spatial multiplexing in DL
	36.306, 4.3.4.7
	Rel-10
	pc_4Layer_spatial_muxDL
	

	YY
	Support high speed enhancement for random access preambles generated from restricted set type B in high speed scenoario as specified in TS 36.211
	36.306
4.3.33.3
	Rel-14
	pc_Highspeed_Enh_Prach
	


<Change2 ends>

<Unchanged contents omitted>

<Change3 starts>

Table 4-1a: Applicability of tests Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	<Many rows skipped>

	CXXX     IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/YY


<Change3 ends>
