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<Changed contents start>
8.4.1.56
Introduction of Cell Update: Application layer measurement report available in URA_PCH
8.4.1.56.1
Definition
8.4.1.56.2
Conformance requirement

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

…

1>
Transfer of application layer measurement report:

2>
if the UE is in URA_PCH, CELL_PCH or CELL_FACH state; and

2>
if the UE has received a "Container for application layer measurement reporting" which has not yet been sent:

3>
perform cell update using the cause "application layer measurement report available".

NOTE:
If the UE is not transferred to CELL_DCH after having successfully performed cell update using the cause "application layer measurement report available", the UE shall discard the application layer measurement report.

Reference 3GPP TS 25.331 clause 8.3.1
8.4.1.56.3
Test purpose

1.
To confirm that the UE executes a cell update procedure when the UE has received a “Container for application layer measurement reporting” data which has not yet been sent if the UE is in URA_PCH state. 

8.4.1.56.4
Method of test

Initial Condition

System Simulator: 1cell

UE: Registered Idle Mode on PS(state3)

Test Procedure

The UE is initially in Registered Idle Mode on PS (state3), then the procedure P5 specified in TS 34.108 [9] clause7 is called to make the UE to transit to CELL_DCH. To execute procedure P5, all specific message contents are used as specified in TS 34.108[9] clause 9 with the exception in step 3. For step3, the message of the same type titled “RRC CONNECTION SETUP message: UM (Transition to CELL_DCH or in CELL_FACH)” including Signalling RB information to setup titled (AM DCCH for NAS_DT Low priority) under condition A2.

Then SS sends MEASUREMENT CONTROL message to UE to setup APPLICATION LAYER MEASUREMENT;
The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message with IE "RRC State Indicator" set to "URA_PCH". The UE shall reply with PHYSICAL CHANNEL RECONFIGURATION COMPLETE message and move to URA_PCH state. Cause UE upper layer to send a"Container for application layer measurement reporting" to UE RRC layer, The UE then moves to CELL_FACH state and transmits a CELL UPDATE message to the SS on the uplink CCCH, with the IE "Cell update cause" set to value " Application layer measurement report available ". After receiving such a message, SS transmits CELL UPDATE CONFIRM message on downlink DCCH. Then the UE shall transmit “RADIO BEARER RECONFIGURATION COMPLETE” message to SS.The UE shall stay in CELL_DCH state and sent a MEASUREMENT REPORT message on the uplink DCCH to indicating “Application layer measurement reporting”using AM RLC on DCCH. 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0
	
	
	Call the procedure P5 specified in TS 34.108 [9] clause7 to make the UE to transit to CELL_DCH

	1
	(
	MEASUREMENT CONTROL(setup Application layer measurement)
	RRC

Setup Application layer measurement

	2
	
	
	Wait 1 second for the measurement procedure to take effect.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	IE "RRC State Indicator" set to "URA_PCH"

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	UE moves to URA_PCH state.

	
	
	
	

	5
	
	
	Cause UE high layer to provide APPLICATION LAYER MEASUREMENT REPORT with 1000 bytes "Container for application layer measurement reporting".

(Note1)

	6
	(
	CELL UPDATE
	The UE shall move to CELL FACH state and initiate cell update with the message set to “application layer measurement report available" in IE "Cell update cause".

	7
	(
	CELL UPDATE CONFIRM
	See message content.

	
	
	
	

	8
	(
	RADIO BEAR RECONFIGURATION COMPLETE
	See message content.

	9
	(
	MEASUREMENT REPORT
	Indicating “Application layer measurement reporting

	10
	(
	RRC CONNECTION RELEASE
	SS send RRC connection release to UE

	11
	(
	RRC CONNECTION RELEASE COMPLETE
	

	Note1: This indication may be triggered with the AT command +CAPPLEVMR  specified in ts 27.007 clause 8.79 or any alternative way


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 3)

Use the same message sub-type found in TS 34.108 clause 9, which is entitled "Packet to URA_PCH from CELL_DCH in PS ", with the following exceptions:

	Information Element
	Value/remark

	New C-RNTI
	Not Present

	RRC State Indicator
	URA_PCH


CELL UPDATE (Step 6)

The same message found in TS 34.108 clause 9 shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:
	Information Element
	Value/remark

	Cell Update Cause
	Check to see if set to 'Application layer measurement report available '


CELL UPDATE CONFIRM (Step 7)

Use the same message sub-type found in TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	RRC State indicator
	CELL_DCH

	RB information to reconfigure list
	Note1

	DL Transport channel information common for all transport channels
	Note1

	Added or Reconfigured DL TrCH information
	Note1

	UL Transport channel information common for all transport channels
	Note1

	Added or Reconfigured UL TrCH information
	Note1

	Uplink DPCH info
	Note1

	Downlink information common for all radio links
	Note1

	Downlink information per radio link list
	Note1

	Note1: The according message contents of RADIO BEARER RECONFIGURATION message: AM or UM in TS 34.108 clause 9 entitled “Packet to CELL_DCH from CELL_FACH in PS” 


RADIO BEARER RECONFIGURATION COMPLETE (Step 8)

Use the same message sub-type found in TS 34.108 clause 9.

MEASUREMENT REPORT (Step 9)

Check to see if the same message type found in TS 34.108 clause 9 is received, with the following exceptions:

	Information Element
	Value/remark

	Measurement identity
	16

	Measured Results
	

	 - CHOICE measurement
	Application layer measurement report

	Container for application layer measurement reporting
	Octets string (1…8000)


8.4.1.56.5
Test requirement

After step 6, the UE shall move to CELL_FACH state to initiate a cell update procedure and transmits a CELL UPDATE message which is set to “Container for application layer measurement reporting “in IE "Cell update cause". 

After step 8, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After step 9, UE shall transmit MEASUREMENT REPORT message to SS using AM RLC on DCCH SRB4.

8.4.1.57
Introduction of Cell Update: Application layer measurement report available in CELL_PCH
8.4.1.57.1
Definition
8.4.1.57.2
Conformance requirement

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

…

1>
Transfer of application layer measurement report:

2>
if the UE is in URA_PCH, CELL_PCH or CELL_FACH state; and

2>
if the UE has received a "Container for application layer measurement reporting" which has not yet been sent:

3>
perform cell update using the cause "application layer measurement report available".

NOTE:
If the UE is not transferred to CELL_DCH after having successfully performed cell update using the cause "application layer measurement report available", the UE shall discard the application layer measurement report.
Reference 3GPP TS 25.331 clause 8.3.1 

8.4.1.57.3
Test purpose

1.
To confirm that the UE executes a cell update procedure when the UE has received a “Container for application layer measurement reporting” data which has not yet been sent if the UE is in CELL_PCH state. 

8.4.1.57.4
Method of test

Initial Condition

System Simulator: 1cell

UE: Registered Idle Mode on PS(state3)
.
Test Procedure

The UE is initially in Registered Idle Mode on PS (state3), then the procedure P5 specified in TS 34.108 [9] clause7 is called to make the UE to transit to CELL_DCH. To execute procedure P5, all specific message contents are used as specified in TS 34.108[9] clause 9 with the exception in step 3. For step3, the message of the same type titled “RRC CONNECTION SETUP message: UM (Transition to CELL_DCH or in CELL_FACH)” including Signalling RB information to setup titled (AM DCCH for NAS_DT Low priority) under condition A2.

Then SS sends MEASUREMENT CONTROL message to UE to setup APPLICATION LAYER MEASUREMENT;
The SS transmits a PHYSICAL CHANNEL RECONFIGURATION message with IE "RRC State Indicator" set to "CELL_PCH". The UE shall reply with PHYSICAL CHANNEL RECONFIGURATION COMPLETE message and move to CELL_PCH state. Cause UE upper layer to send a"Container for application layer measurement reporting" to UE RRC layer, The UE then moves to CELL_FACH state and transmits a CELL UPDATE message to the SS on the uplink CCCH, with the IE "Cell update cause" set to value " Application layer measurement report available ". After receiving such a message, SS transmits CELL UPDATE CONFIRM message on downlink DCCH. Then the UE shall transmit “RADIO BEARER RECONFIGURATION COMPLETE” message to SS.The UE shall stay in CELL_DCH state and sent a MEASUREMENT REPORT message on the uplink DCCH to indicating “Application layer measurement reporting”using AM RLC on DCCH. 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0
	
	
	Call the procedure P5 specified in TS 34.108 [9] clause7 to make the UE to transit to CELL_DCH

	1
	(
	MEASUREMENT CONTROL(setup Application layer measurement)
	RRC

Setup Application layer measurement

	2
	
	
	Wait 1 second for the measurement procedure to take effect.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	IE "RRC State Indicator" set to "CELL_PCH"

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	UE moves to CELL_PCH state

	
	
	
	

	5
	
	
	Cause UE high layer to provide APPLICATION LAYER MEASUREMENT REPORT with 1000 bytes "Container for application layer measurement reporting" (Note1)

	6
	(
	CELL UPDATE
	The UE shall move to CELL FACH state and initiate cell update with the message set to “application layer measurement report available" in IE "Cell update cause"

	7
	(
	CELL UPDATE CONFIRM
	See message content

	
	
	
	

	8
	(
	RADIO BEAR RECONFIGURATION COMPLETE
	See message content

	9
	(
	MEASUREMENT REPORT
	Indicating “Application layer measurement reporting

	10
	(
	RRC CONNECTION RELEASE
	SS send RRC connection release to UE

	11
	(
	RRC CONNECTION RELEASE COMPLETE
	

	Note1: This indication may be triggered with the AT command +CAPPLEVMR  specified in ts 27.007 clause 8.79or any alternative way


Specific Message Contents

PHYSICAL CHANNEL RECONFIGURATION (Step 3)

Use the same message sub-type found in TS 34.108 clause 9, which is entitled "Packet to CELL_PCH from CELL_DCH in PS", with the following exceptions:

	Information Element
	Value/remark

	New C-RNTI
	Not Present

	RRC State Indicator
	CELL_PCH


CELL UPDATE (Step 6)

The same message found in TS 34.108 clause 9 shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:
	Information Element
	Value/remark

	Cell Update Cause
	Check to see if set to 'Application layer measurement report available '


CELL UPDATE CONFIRM (Step 7)

Use the same message sub-type found in TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	RRC State indicator
	CELL_DCH

	RB information to reconfigure list
	Note1

	DL Transport channel information common for all transport channels
	Note1

	Added or Reconfigured DL TrCH information
	Note1

	UL Transport channel information common for all transport channels
	Note1

	Added or Reconfigured UL TrCH information
	Note1

	Uplink DPCH info
	Note1

	Downlink information common for all radio links
	Note1

	Downlink information per radio link list
	Note1

	Note1: Reconfiguration of transport channels and physical channels refer to the contents of RADIO BEARER RECONFIGURATION message: AM or UM in TS 34.108 clause 9 entitiled Packet to “CELL_DCH from CELL_FACH in PS”


RADIO BEARER RECONFIGURATION COMPLETE (Step 8)

Use the same message sub-type found in TS 34.108 clause 9.

MEASUREMENT REPORT (step7)

Check to see if the same message type found in TS 34.108 clause 9 is received, with the following exceptions:

	Information Element
	Value/remark

	Measurement identity
	16

	Measured Results
	

	 - CHOICE measurement
	Application layer measurement report

	Container for application layer measurement reporting
	Octets string (1…8000).


8.4.1.57.5
Test requirement

After step 6, the UE shall move to CELL_FACH state to initiate a cell update procedure and transmits a CELL UPDATE message which is set to “Container for application layer measurement reporting “in IE "Cell update cause".

After step 8, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After step 9, UE shall transmit MEASUREMENT REPORT message to SS using AM RLC on DCCH SRB4.
8.4.1.58
Introduction of Cell Update: Application layer measurement report available in CELL_FACH

8.4.1.58.1
Definition

8.4.1.58.2
Conformance requirement

A UE shall initiate the cell update procedure in the following cases:

1>
Uplink data transmission:

…

1>
Transfer of application layer measurement report:

2>
if the UE is in URA_PCH, CELL_PCH or CELL_FACH state; and

2>
if the UE has received a "Container for application layer measurement reporting" which has not yet been sent:

3>
perform cell update using the cause "application layer measurement report available".

NOTE:
If the UE is not transferred to CELL_DCH after having successfully performed cell update using the cause "application layer measurement report available", the UE shall discard the application layer measurement report.
Reference 3GPP TS 25.331 clause 8.3.1 

8.4.1.58.3
Test purpose

1.
To confirm that the UE executes a cell update procedure when the UE has received a “Container for application layer measurement reporting” data which has not yet been sent if the UE is in CELL_FACH state. 

8.4.1.58.4
Method of test

Initial Condition

System Simulator: 1cell

UE: Registered Idle Mode on PS(state3)
.
Test Procedure

The UE is initially in Registered Idle Mode on PS (state3), then the procedure P5 specified in TS 34.108 [9] clause7 is called to make the UE to transit to CELL_DCH. To execute procedure P5, all specific message contents are used as specified in TS 34.108[9] clause 9 with the exception in step 3. For step3, the message of the same type titled “RRC CONNECTION SETUP message: UM (Transition to CELL_DCH or in CELL_FACH)” including Signalling RB information to setup titled (AM DCCH for NAS_DT Low priority) under condition A2.

Then SS sends MEASUREMENT CONTROL message to UE to setup APPLICATION LAYER MEASUREMENT;
UE is initially in CELL_FACH state.Cause UE upper layer to send a"Container for application layer measurement reporting" to UE RRC layer, The UE then transmits a CELL UPDATE message to the SS on the uplink CCCH, with the IE "Cell update cause" set to value " Application layer measurement report available ". After receiving such a message, SS transmits CELL UPDATE CONFIRM message on downlink DCCH. Then the UE shall transmit “RADIO BEARER RECONFIGURATION COMPLETE” message to SS.The UE shall stay in CELL_DCH state and sent a MEASUREMENT REPORT message on the uplink DCCH to indicating “Application layer measurement reporting”using AM RLC on DCCH.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	0
	
	
	Call the procedure P5 specified in TS 34.108 [9] clause7 to make the UE to transit to CELL_DCH

	1
	
	MEASUREMENT CONTROL(setup Application layer measurement)
	RRC

Setup Application layer measurement

	2
	
	
	Wait 1 second for the measurement procedure to take effect.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	IE "RRC State Indicator" set to "CELL_FACH"

	4
	
	
	Cause UE high layer to provide APPLICATION LAYER MEASUREMENT REPORT with 1000 bytes "Container for application layer measurement reporting".
Note1

	5
	(
	CELL UPDATE
	The UE shall move to CELL FACH state and initiate cell update with the message set to “application layer measurement report available" in IE "Cell update cause".

	6
	(
	CELL UPDATE CONFIRM
	See message content.

	
	
	
	

	7
	(
	RADIO BEAR RECONFIGURATION COMPLETE
	See message content.

	8
	(
	MEASUREMENT REPORT
	Indicating “Application layer measurement reporting

	9
	(
	RRC CONNECTION RELEASE
	SS send RRC connection release to UE

	10
	(
	RRC CONNECTION RELEASE COMPLETE
	

	Note1: This indication may be triggered with the AT command +CAPPLEVMR  specified in ts 27.007 clause 8.79 or any alternative way


Specific Message Contents

CELL UPDATE (Step 2)

The same message found in TS 34.108 clause 9 shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:
	Information Element
	Value/remark

	Cell Update Cause
	Check to see if set to 'Application layer measurement report available '


CELL UPDATE CONFIRM (Step 6)

Use the same message sub-type found in TS 34.108 clause 9, with the following exceptions:

	Information Element
	Value/remark

	RRC State indicator
	CELL_DCH

	RB information to reconfigure list
	Note1

	DL Transport channel information common for all transport channels
	Note1

	Added or Reconfigured DL TrCH information
	Note1

	UL Transport channel information common for all transport channels
	Note1

	Added or Reconfigured UL TrCH information
	Note1

	Uplink DPCH info
	Note1

	Downlink information common for all radio links
	Note1

	Downlink information per radio link list
	Note1

	Note1: Reconfiguration of transport channels and physical channels refer to the contents of RADIO BEARER RECONFIGURATION message: AM or UM in TS 34.108 clause 9 entitled “Packet to CELL_DCH from CELL_FACH in PS”


RADIO BEARER RECONFIGURATION COMPLETE (Step 7)

Use the same message sub-type found in TS 34.108 clause 9.

MEASUREMENT REPORT (Step 5)

Check to see if the same message type found in TS 34.108 clause 9 is received, with the following exceptions:

	Information Element
	Value/remark

	Measurement identity
	16

	Measured Results
	

	 - CHOICE measurement
	Application layer measurement report

	Container for application layer measurement reporting
	Octets string (1…8000).


8.4.1.58.5
Test requirement

After step 5, the UE shall move to CELL_FACH state to initiate a cell update procedure and transmits a CELL UPDATE message which is set to “Container for application layer measurement reporting “in IE "Cell update cause".
After step 7, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC.

After step 8, UE shall transmit MEASUREMENT REPORT message to SS using AM RLC on DCCH SRB4.
<Changed contents end>
