Page 1



3GPP TSG- RAN WG5 Meeting #78 
R5-180905
Athens, Greece, 26th Feb – 2nd March 2018
	

	Text Proposal

	

	
	38.523-2
	CR
	N/A
	rev
	N/A
	Current version:
	0.0.1
	

	

	

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Add applicability for new NR testcases

	
	

	Source to WG:
	Anritsu Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2018-02-08

	
	
	
	
	

	Category:
	N/A
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	To add applicability for the NR test cases as per 5GS work plan

	
	

	Summary of change:
	Applicability of new NR Test cases
7.1.5.1
DRX operation / Short cycle not configured / Parameters configured by RRC

7.1.5.2
DRX operation / Short cycle not configured /Long DRX command MAC control element reception

7.3.1.1
Maintenance of PDCP sequence numbers / User plane / 12 bit SN

7.3.1.2
Maintenance of PDCP sequence numbers / User plane / 18 bit SN

8.2.2.2.5
Bearer Modification / MCG DRB / Split DRB Reconfiguration

8.2.3.5
Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell

8.2.5.4
NR CA / RRC connection reconfiguration / SCell radio link failure
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<Start of new text>
4.1
Protocol conformance test cases 
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-NR-Capabilities or tdd-Add-UE- NR-Capabilities is taken into account.
Table 4.1-1: Applicability of Protocol conformance test cases, ref. TS 38.523-1 [2]

	Clause
	Title
	Release
	Applicability
	Tested Bands

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	7.1.5.1
	DRX operation / Short cycle not configured / Parameters configured by RRC
	Rel-15
	Cxxx
	UEs supporting E-UTRA-NR
	
	FDD

	
	
	
	
	
	
	TDD

	7.1.5.2
	DRX operation / Short cycle not configured /Long DRX command MAC control element reception
	Rel-15
	Cxxx
	UEs supporting E-UTRA-NR
	
	FDD

	
	
	
	
	
	
	TDD

	7.3.1.1
	Maintenance of PDCP sequence numbers / User plane / 12 bit SN
	Rel-15

	Cxxx

	UEs supporting E-UTRA-NR

	
	FDD

	
	
	
	
	
	
	TDD

	7.3.1.2
	Maintenance of PDCP sequence numbers / User plane / 18 bit SN
	Rel-15
	Cxxx
	UEs supporting E-UTRA-NR
	
	FDD

	
	
	
	
	
	
	TDD

	8.2.2.2.5
	Bearer Modification / MCG DRB / Split DRB Reconfiguration
	Rel-15

	Cxxx

	UEs supporting E-UTRA-NR

	
	FDD

	
	
	
	
	
	
	TDD

	8.2.3.5
	Measurement configuration control and reporting / Event A2 / Measurement of NR PSCell
	Rel-15
	Cxxx
	UEs supporting E-UTRA-NR
	
	FDD

	
	
	
	
	
	
	TDD

	8.2.5.4
	NR CA / RRC connection reconfiguration / SCell radio link failure
	Rel-15

	Cxxx

	UEs supporting E-UTRA-NR

	
	FDD

	
	
	
	
	
	
	TDD


Table 4.1-1a: Applicability of Protocol conformance test cases Conditions

	Cxxx
FFS
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