Page 1



3GPP TSG-RAN5 Meeting #78 
R5-180940
Athens, Greece, 26th February – 2nd March 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.508
	CR
	1123
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to sr-ConfigIndex for CatM1 with 3MHz BW

	
	

	Source to WG:
	Anritsu

	Source to TSG:
	R5

	
	

	Work item code:
	TEI13_Test, LTE_MTCe2_L1-UEConTest
	
	Date:
	2018-02-16

	
	
	
	
	1

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Default condifuration of SR in Table 4.6.3-20 for 3MHz BW FDD gives rise to the collision ofUL Grant and MIB, which could lead to the failure or unstableness of connection setup. 

	
	

	Summary of change:
	Table 4.6.3-20 : SRConfigIndex for CatM 3MHz FDD is changed from 30 to 32

	
	

	Consequences if not approved:
	Connection setup remains unstable.
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	Other comments:
	


<< Unchanged sections omitted >>
4.6.3
Radio resource control information elements

<< Unchanged sections omitted >>
SchedulingRequest-Config-DEFAULT

Table 4.6.3-20: SchedulingRequest-Config-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	See subclause 4.6.8
	Channel-bandwidth-dependent parameter 
	

	    sr-ConfigIndex
	30
	
	FDD

	
	32
	
	FDD and (CEmodeA or CEmodeB) and 3 MHz BW

	
	27
	
	TDD

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	CEmodeA
	Used for CE mode A testing

	CEmodeB
	Used for CE mode B testing

	3 MHz BW
	Used for cells with 3 MHz bandwidth
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