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	Reason for change:
	R5-177090 have introduced measurement configuration for Band > 64. However, presence of ‘eICIC’ for signalling is yet to be looked further.

MeasConfig-DEFAULT contains an IE  measObjectToAddModList which defines value MeasObjectEUTRA-GENERIC only for a condition ‘eICIC’. However, MeasObjectEUTRA-GENERIC is an object to defined any EUTRA measurements. EUTRA defined for each measurement configuration. Hence, ‘eICIC’ condition can be removed.

	
	

	Summary of change:
	MeasObjectEUTRA-GENERIC applicable for SIG including ‘eICIC’. Explicit ‘eICIC’ condition can be removed.
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<Skipped Unmodified Section>

-
MeasConfig-DEFAULT

Table 4.6.6-1: MeasConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	
	MeasObjectEUTRA-GENERIC
	
	 RF

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	
	ReportConfigToAddModList_DEFAULT
	
	 RF

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	
	MeasIdToAddModList_DEFAULT
	
	 RF

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	

	  measObjectToAddModList-v9e0 SEQUENCE {
	
	
	Band > 64 and RF

	    measObjectEUTRA-v9e0 SEQUENCE {
	N entries
	N needs to be the same number of entries as in measObjectToAddModList
	

	    carrierFreq-v9e0[n]
	Downlink EARFCN for Freq
	
	

	    }
	
	
	

	  }
	
	
	

	Note:
For signalling test, table 6.5.1-1 is applied.


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN

	
	

	Band > 64
	If band > 64 is selected

	intraFreq-CE-NeedForGaps
	For UE having set pc_intraFreq-CE-NeedForGaps to TRUE.

	RF
	For RF, performance and RRM testing
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