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<Start of first modified section>
4.5
Generic procedures
4.5.1
General

The generic procedures are used by test cases to get UE under test into RRC_IDLE, RRC_INACTIVE or RRC_CONNECTED state.

A test case controls the SS by specifying the required RRC state and a set of generic procedure parameters applicable for the intended testing.


The connectivity EN-DC is MR-DC via E-UTRA-NR Dual Connectivity.This is a UE connected to the EPC. The connectivity E-UTRA, NR, NGEN-DC, NE-DC are all a UE connected to the 5GC.
Table 4.5.1-1 Generic procedure parameters
	Parameter
	Values
	Description
	Parameter condition



	Connectivity
	E-UTRA
	NG-RAN E-UTRA  Radio Access
	Mandatory

	
	
	
	

	
	NR
	NG-RAN NR Radio Access
	

	
	EN-DC
	E-UTRA-NR Dual Connectivity
	

	
	NGEN-DC
	NG-RAN E-UTRA-NR Dual Connectivity
	

	
	NE-DC
	NR-E-UTRA Dual Connectivity
	

	DC bearers

	MCG and SCG
	MCG and SCG
	Optional

Mandatory when Connectivity is set to EN-DC, NGEN-DC or NE-DC.

	
	MCG and split
	MCG and split
	

	
	
	
	

	Test Mode
	On
	UE test mode active as specified in [x] TS 38.509, clause 5.3.
	Optional

	Test Function
	On
	UE test mode and a UE function active as specified in [x] TS 38.509, clauses 5.3.2 and 5.4.2. 

	Optional

	
	
	
	



<End of modified section>
