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4.6.4
UE capability information elements

 Editor’s Note: Updated based on R2-1806391 Merged CR to 38331.
–
AccessStratumRelease
Table [4.6.4-1]: AccessStratumRelease

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	AccessStratumRelease
	Same as indicated in TC applicability in TS 38.523-2 [XX]
	
	


–
BandCombinationList
Table [4.6.4-2]: BandCombinationList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandCombinationList::= SEQUENCE (SIZE (1..maxBandComb)) OF SEQUENCE {
	1 entry
	
	

	  BandAndDL-ParametersList[1] ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF CHOICE {
	
	
	

	    BandAndDL-ParametersEUTRA ::= SEQUENCE {
	
	
	

	      bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	      ca-BandwidthClassDL-EUTRA
	[Not checked]
	
	

	      intraBandContiguousCC-InfoDL-EUTRA-List

SEQUENCE (SIZE (1.. maxNrofServingCellsEUTRA)) OF SEQUENCE {
	1 entry
	
	

	        mimo-CapabilityDL[1]
	[Not checked]
	
	

	      }
	
	
	

	    }
	
	
	

	    BandAndDL-ParametersNR ::= SEQUENCE {
	
	
	

	      bandNR
	FreqBandIndicatorNR
	
	

	      ca-BandwidthClassDL
	[Not checked]
	
	

	      intraBandFreqSeparationDL
	[Not checked]
	
	

	      intraBandContiguousCC-InfoDL-List

SEQUENCE (SIZE (1.. maxNrofServingCells)) OF SEQUENCE {
	1 entry
	
	

	        maxNumberMIMO-LayersPDSCH[1]
	[Not checked]
	
	

	      }
	
	
	

	    }
	
	
	

	  bandCombinationsUL[1]
	[Not checked]
	
	

	  bandCombinationParametersList[1] SEQUENCE (SIZE (1..maxBandComb)) OF SEQUENCE {
	1 entry
	
	

	    CA-ParametersNR[1] ::=
SEQUENCE {
	
	
	

	      multipleTimingAdvances
	[Not checked]
	
	

	      simultaneousRxTxInterBandCA
	[Not checked]
	
	

	      supportedBandwidthCombinationSet
	[Not checked]
	
	

	    }
	
	
	

	    MRDC-Parameters[1] ::=
SEQUENCE {
	
	
	

	      singleUL-Transmission
	[Not checked]
	
	

	      ul-SharingEUTRA-NR
	[Not checked]
	
	

	      ul-SwitchingTimeEUTRA-NR
	[Not checked]
	
	

	      simultaneousRxTxInterBandENDC
	[Not checked]
	
	

	      asyncIntraBandENDC
	[Not checked]
	
	

	      basebandProcesingCombinationMRDC
	BasebandProcessingCombinationMRDC
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
BandCombinationParametersUL-List

Table [4.6.4-3]: BandCombinationParametersUL-List

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandCombinationParametersUL-List::= SEQUENCE  (SIZE (1..maxBandComb)) OF {
	1 entry
	
	

	  bandParametersUL-EUTRA[1] ::= SEQUENCE {
	
	
	

	    ca-BandwidthClassUL-EUTRA
	[Not checked]
	
	

	    intraBandContiguousCC-InfoUL-EUTRA-List

SEQUENCE (SIZE (1.. maxNrofServingCellsEUTRA)) OF SEQUENCE {
	1 entry
	
	

	      mimo-CapabilityUL[1]
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	  bandParametersUL-NR[1] ::= SEQUENCE {
	
	
	

	    ca-BandwidthClassUL
	[Not checked]
	
	

	    intraBandFreqSeparationUL
	[Not checked]
	
	

	    intraBandContiguousCC-InfoUL-List

SEQUENCE (SIZE (1.. maxNrofServingCells)) OF SEQUENCE {
	
	
	

	      maxNumberMIMO-LayersCB-PUSCH
	[Not checked]
	
	

	      maxNumberMIMO-LayersNonCB-PUSCH
	[Not checked]
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
BasebandCombinationParametersUL-List

Table [4.6.4-4]: BasebandCombinationParametersUL-List

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BasebandCombinationParametersUL-List::= SEQUENCE (SIZE (1..maxBasebandProcComb)) OF  SEQUENCE {
	1 entry
	
	

	  ca-BandwidthClassUL[1]
	CA-BandwidthClassNR
	
	

	  freqRange[1]
	[Not checked]
	
	

	  basebandParametersPerCC-UL[1] SEQUENCE (SIZE (1.. maxNrofServingCells)) OF SEQUENCE {
	1 entry
	
	

	    supportedSubcarrierSpacingUL[1]
	[Not checked]
	
	

	    supportedBandwidthUL[1] CHOICE {
	
	
	

	      fr1
	[Not checked]
	
	

	      fr2
	[Not checked]
	
	

	    }
	
	
	

	    scalingFactor0dot75[1]
	[Not checked]
	
	

	    maxNumberMIMO-LayersCB-PUSCH[1]
	[Not checked]
	
	

	    maxNumberMIMO-LayersNonCB-PUSCH[1]
	[Not checked]
	
	

	    supportedModulationOrderUL[1]
	[Not checked]
	
	

	    supportedSRS-Resources[1]
	[Not checked]
	
	

	    srs-TxSwitch[1]
	[Not checked]
	
	

	    lowLatencyCSI-Feedback[1]
	[Not checked]
	
	

	    pusch-DifferentTB-PerSlot SEQUENCE {
	
	
	

	      scs-15kHz
	[Not checked]
	
	

	      scs-30kHz
	[Not checked]
	
	

	      scs-60kHz
	[Not checked]
	
	

	      scs-120kHz
	[Not checked]
	
	

	    }
	
	
	

	    twoPUCCH-Group[1]
	[Not checked]
	
	

	    diffNumerologyAcrossPUCCH-Group[1]
	[Not checked]
	
	

	    diffNumerologyWithinPUCCH-Group[1]
	[Not checked]
	
	

	    crossCarrierScheduling[1]
	[Not checked]
	
	

	    supportedNumberTAG[1]
	[Not checked]
	
	

	    dynamicSwitchSUL[1]
	[Not checked]
	
	

	    simultaneousTxSUL-NonSUL[1]
	[Not checked]
	
	

	    searchSpaceSharingCA-UL[1]
	[Not checked]
	
	

	  }
	
	
	

	}
	
	
	


–
BasebandProcessingCombinationMRDC

Table [4.6.4-5]: BasebandProcessingCombinationMRDC

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BasebandProcessingCombinationMRDC::= SEQUENCE (SIZE (1..maxBasebandProcComb)) OF SEQUENCE  {
	1 entry
	
	

	  basebandProcessingCombinationIndexMN[1]
	BasebandProcessingCombinationIndex
	
	

	  basebandProcessingCombinationLinkedIndexSN[1]
	[Not checked]
	
	

	  }
	
	
	

	}
	
	
	


–
CA-BandwidthClassNR

Table [4.6.4-6]: CA-BandwidthClassNR

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-BandwidthClassNR
	[Not checked]
	
	


–
CA-BandwidthClassEUTRA

Table [4.6.4-7]: CA-BandwidthClassEUTRA

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CA-BandwidthClassEUTRA
	[Not checked]
	
	


–
FreqBandIndicatorEUTRA

Table [4.6.4-8]: FreqBandIndicatorEUTRA

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandIndicatorEUTRA
	EUTRA Operating band under test
	
	


–
FreqBandList

Table [4.6.4-9]: FreqBandList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandList::= SEQUENCE (SIZE (1..maxBandsMRDC)) OF CHOICE {
	
	
	

	  bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	  bandNR
	FreqBandIndicatorNR
	
	

	}
	
	
	


–
FreqSeparationClass

Table [4.6.4-10]: FreqSeparationClass

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqSeparationClass
	[Not checked]
	
	


<End of modified section>
