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<Start modified section>
5.5.4.2
GET

Table 5.5.4.2-1: HTTP GET
	Derivation Path: RFC 2616 [26]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Method
	"GET"
	
	
	

	  Request-URI 
	
	
	
	

	    uri
	px_MCPTT_IdM_Server_URI
	
	TS 33.179 [15]
	AUTH

	
	px_MCPTT_XCAP_UE_Config_URI
	points to UE Configuration document
	TS 24.484 [14]
	UECONFIG

	
	px_MCPTT_XCAP_User_Profile_URI
	points to UE User Profile document
	TS 24.484 [14]
	UEUSERPROF

	
	px_MCPTT_XCAP_Service_Config_URI
	points to UE Service Configuration document
	TS 24.484 [14]
	UESERVCONFIG

	
	px_MCPTT_XCAP_Group_Config_URI
	points to group configuration document
	TS 24.481 [11]
	GROUPCONFIG

	    query
	As described in Table 5.5.4.10.1-1
	
	TS 33.179 [15]
	AUTH

	  HTTP-Version
	"HTTP/1.1"
	
	
	

	General header
	
	
	
	

	  Cache-Control
	"no-cache"
	
	
	

	Content-Type
	"application/x-www-form-urlencoded"
	
	
	

	
	
	
	
	

	
	
	
	
	

	    Message-body
	
	
	
	UECONFIG

UEUSERPROF

UESERVCONFIG

GROUPCONFIG

	      access-token
	As described in the field 'access-token' in Table 5.5.4.10.4-1
	
	
	


5.5.4.3
POST

Table 5.5.4.3-1: HTTP POST
	Derivation Path: RFC 2616 [26]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  Method
	"POST"
	
	
	

	  Request-URI 
	
	
	
	

	    uri
	px_MCPTT_IdM_Server_URI
	
	TS 33.179 [15]
	

	    query
	As described in Table 5.5.4.10.1-1
	
	
	AUTH

	  HTTP-Version
	"HTTP/1.1"
	
	
	

	General header
	
	
	
	

	  Cache-Control
	"no-cache"
	
	
	

	Request Header Fields
	
	
	
	USERAUTH

	  Authorization
	px_MCPTT_User_A_username:px_MCPTT_User_A_password
	Base64 encoded username:password
	RFC 2617 [72]
	

	Content-Type
	"application/x-www-form-urlencoded"
	
	
	AUTH

	
	
	
	
	

	
	
	
	
	

	Content-Type
	"application/x-www-form-urlencoded"
	
	TS 33.179 [15]
	TOKEN

	  Message-body
	
	
	
	

	    Token request
	As described in Table 5.5.4.10.3-1
	
	
	

	Content-Type
	application/x-www-form-urlencoded
	
	TS 33.179 [15]
	KMSINIT

	  Message-body
	
	
	
	

	    KMS Initialize
	As described in Table 5.5.4.10.5-1
	
	
	

	Content-Type
	application/x-www-form-urlencoded
	
	TS 33.179 [15]
	KMSKEY

	  Message-body
	
	
	
	

	    KMS KeyProvision
	As described in Table 5.5.4.10.7-1
	
	
	


<End modified section>

<Start modified section>

5.5.4.8
HTTP 302 (Found)

Table 5.5.4.8-1: HTTP 302 (Found)
	Derivation Path: RFC 2616 [26]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	
	

	  HTTP-Version
	"HTTP/1.1"
	
	
	

	  Status-Code
	"302"
	
	
	

	  Reason-Phrase
	"Found"
	
	
	

	Location
	
	
	
	AUTH

	  Location-URI
	
	
	
	

	    uri
	px_MCPTT_Client_A_ID
	Identifier of the MCPTT client making the API request
	TS 33.179 [15]
	

	    query
	As described in Table 5.5.4.10.2-1
	
	
	

	Content-Type
	"application/x-www-form-urlencoded"
	
	TS 33.179 [15]
	AUTH

	
	
	
	
	

	
	
	
	
	


<End modified section>
