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<Start of modified section>
5.1.3.3
Specific message contents

Table 5.1.3.3-1: HTTP GET (Step 3a2, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.2-1, condition AUTH


Table 5.1.3.3-2: HTTP POST (Step 3b1, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.1-1, condition AUTH


Table 5.1.3.3-2A: HTTP 200 (OK) (Step 4, Table 5.1.3.2-1)

	Derivation Path: Table 5.5.4.10-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	  Message-body
	<!DOCTYPE html>

<html>

<body>

<form action="">

Username: <input type="text" name="user"><br>

Password: <input type="password" name="password">

</form>

</body>

</html>
	
	
	


Table 5.1.3.3-3: HTTP POST (Step 6, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.1-1, condition USERAUTH


Table 5.1.3.3-4: HTTP 302 (Found) (Step 7, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.1-1, condition AUTH.


Table 5.1.3.3-5: HTTP POST (Step 9, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.1-1, condition TOKEN


Table 5.1.3.3-6: HTTP 200 (OK) (Step 10, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.1-1, condition TOKEN


Table 5.1.3.3-7: HTTP POST (Step 11, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.1-1, condition KMSINIT.


Table 5.1.3.3-8: HTTP 200 (OK) (Step 12, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.1-1, condition KMSINIT.


Table 5.1.3.3-9: HTTP POST (Step 13, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.1-1, condition KMSKEY.


Table 5.1.3.3-10: HTTP 200 (OK) (Step 14, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.1-1, condition KMSKEY.


Table 5.1.3.3-11: SIP REGISTER (Step 15a1, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.13-1, condition CONFIG


Table 5.1.3.3-12: SIP PUBLISH (Step 15b1, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.11-1, condition CONFIG


Table 5.1.3.3-13: SIP SUBSCRIBE (Step 17, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.14-1, condition CONFIG


Table 5.1.3.3-14: SIP NOTIFY (Step 19, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.8-1, condition CONFIG


Table 5.1.3.3-15: HTTP GET (Step 21, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.2-1, condition UECONFIG.


Table 5.1.3.3-16: HTTP GET (Step 23, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.2-1, condition UEUSERPROF.


Table 5.1.3.3-17: HTTP GET (Step 25, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.2-1, condition UESERVCONFIG.


Table 5.1.3.3-18: HTTP 200 (OK) (Step 22, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.1-1, condition UECONFIG.


Table 5.1.3.3-19: HTTP 200 (OK) (Step 24, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.1-1, condition UEUSERPROF.


Table 5.1.3.3-20: HTTP 200 (OK) (Step 26, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.1-1, condition UESERVCONFIG.


Table 5.1.3.3-21: SIP SUBSCRIBE (Step 27, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.14-1, condition GROUPCONFIG

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPPT-Info
	As described in Table 5.1.3.3-21A
	
	
	


Table 5.1.3.3-21A: MCPTT-INFO in SIP SUBSCRIBE (Table 5.1.3.3-21)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1 condition CONFIG


Table 5.1.3.3-21B: SIP NOTIFY (Step 29, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.8-1, condition GROUPCONFIG


Table 5.1.3.3-22: HTTP GET (Step 31, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.2-1, condition GROUPCONFIG


Table 5.1.3.3-23: HTTP 200 (OK) (Step 32, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.4.1-1, condition GROUPCONFIG.


Table 5.1.3.3-24: SIP PUBLISH (Step 33, Table 5.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.11-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	  Message-body
	
	
	
	

	    MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	TS 24.379 [9] clause F.1
	

	        MCPTT-Info
	As described in Table 5.1.3.3-25
	
	
	

	    MIME-Content-Type
	“application/poc-settings+xml”
	
	
	

	      Answer-Mode
	
	
	
	

	        answer-mode-value
	"Auto"
	
	
	


Table 5.1.3.3-25: MCPTT-Info (Table 5.1.3.3-25)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    mcptt-request-uri
	px_MCPTT_User_A_ID 
	The URI of the MCPTT ID encrypted with the CSK
	
	

	    mcptt-client-id
	px_MCPTT_Client_A_ID 
	The URI of the MCPTT Client encrypted with the CSK
	
	


Table 5.1.3.3-26: Void

Table 5.1.3.3-27: SIP 200 (OK) (Step 16, 18, 28, 34, Table 5.1.3.2-1))

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	Not included
	
	
	


<End of modified section>
<Start of modified section>
6.1.1.1.3.3
Specific message contents

Table 6.1.1.1.3.3-1: SIP INVITE (steps 2, 48, Table 6.1.1.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition


Table 6.1.1.1.3.3-2: MCPTT-INFO in SIP INVITE (Table 6.1.1.1.3.3-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition


Table 6.1.1.1.3.3-3: SIP 200 (OK) (step 46, Table 6.1.1.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	"0"
	
	
	

	    Message-body
	not present
	No message body included - end of SIP message
	
	


Table 6.1.1.1.3.3-4: SIP 200 (OK) (step 107, Table 6.1.1.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	"0"
	
	
	

	    Message-body
	not present
	No message body included - end of SIP message
	
	


Table 6.1.1.1.3.3-5: SIP re-INVITE (step 60, Table 6.1.1.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPTT-Info
	As described in Table 6.1.1.1.3.3-6
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	Whether this is included or not depends on the MCPTT-Info 'alert-ind' in Table 6.1.1.1.3.3-6
	
	

	        Location-info
	As described in Table 6.1.1.1.3.3-7
	Included only if 'alert-ind' is set to "true" in Table 6.1.1.1.3.3-6
	
	


Table 6.1.1.1.3.3-6: MCPTT-INFO in SIP re-INVITE (Table 6.1.1.1.3.3-5)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1condition GROUP-CALL and EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    alert-ind
	Not present or when present "true" or "false"
	Although alert indication is not explicitly indicated to be requested in the present test case 'any allowed value' is included to handle UEs which cannot request emergency without alert indication

If the UE sends "true" then it shall include an application/vnd.3gpp.mcptt-location-info+xml MIME body in the SIP INVITE message Table 6.1.1.1.3.3-3
	
	


Table 6.1.1.1.3.3-7: Location-info in SIP INVITE (Table 6.1.1.1.3.3-5)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.1-1 condition GROUP-CALL and EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition


Table 6.1.1.1.3.3-8: SIP re-INVITE (step 76, Table 6.1.1.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPTT-Info
	As described in Table 6.1.1.1.3.3-9
	
	
	


Table 6.1.1.1.3.3-9: MCPTT-INFO in SIP re-INVITE (Table 6.1.1.1.3.3-8)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    emergency-ind
	"false"
	
	
	

	    alert-ind
	"false"
	
	
	


Table 6.1.1.1.3.3-10: SIP re-INVITE (step 83, Table 6.1.1.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition IMMPERIL-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition


Table 6.1.1.1.3.3-11: MCPTT-INFO in SIP re-INVITE (Table 6.1.1.1.3.3-10)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1 condition GROUP-CALL and IMMPERIL-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition


Table 6.1.1.1.3.3-12: SIP re-INVITE (step 99, Table 6.1.1.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPTT-Info
	As described in Table 6.1.1.1.3.3-13
	
	
	


Table 6.1.1.1.3.3-13: MCPTT-INFO in SIP re-INVITE (Table 6.1.1.1.3.3-12)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    imminentperil-ind
	"false"
	
	
	


<End of modified section>
<Start of modified section>
6.1.1.2.3.3
Specific message contents

Table 6.1.1.2.3.3-1: SIP INVITE (steps 1, 46, Table 6.1.1.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.2-1 condition GROUP-CALL


Table 6.1.1.2.3.3-2: SIP 200 (OK) (step 45, Table 6.1.1.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	"0"
	
	
	

	    Message-body
	not present
	No message body included - end of SIP message
	
	


Table 6.1.1.2.3.3-3: SIP re-INVITE (step 53, Table 6.1.1.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.2-1 condition GROUP-CALL and EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPPT-Info
	As described in Table 6.1.1.2.3.3-4
	
	
	


Table 6.1.1.2.3.3-4: MCPTT-INFO in SIP re-INVITE (Table 6.1.1.2.3.3-3)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1 condition GROUP-CALL and EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    alert-ind
	"false"
	
	
	


Table 6.1.1.2.3.3-5: SIP re-INVITE (step 65, Table 6.1.1.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.2-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPPT-Info
	As described in Table 6.1.1.2.3.3-6
	
	
	


Table 6.1.1.2.3.3-6: MCPTT-INFO in SIP re-INVITE (Table 6.1.1.2.3.3-5)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    emergency-ind
	"false"
	
	
	

	    alert-ind
	"false"
	
	
	


Table 6.1.1.2.3.3-7: SIP re-INVITE (step 78, Table 6.1.1.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.2-1 condition GROUP-CALL and IMMPERIL-CALL


Table 6.1.1.2.3.3-8: SIP re-INVITE (step 90, Table 6.1.1.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.2-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPPT-Info
	As described in Table 6.1.1.2.3.3-9
	
	
	


Table 6.1.1.2.3.3-9: MCPTT-INFO in SIP re-INVITE (Table 6.1.1.2.3.3-8)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    imminentperil-ind
	"false"
	
	
	


<End of modified section>
<Start of modified section>
6.1.1.15.3.3
Specific message contents
Table 6.1.1.15.3.3-1: SIP MESSAGE (Step 2, Table 6.1.1.15.3.2-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.1-1, Table 5.5.3.2.1-1, Condition EMERGENCY-ALERT

	Information Element
	Value/remark
	Comment
	Condition

	          alert-ind
	"true"
	
	EMERGENCY-ALERT


Table 6.1.1.15.3.3-1A: Location-Info in SIP MESSAGE (Table 6.1.1.15.3.3-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.1-1.

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	present
	
	
	

	  Report
	present
	
	
	

	    TriggerID
	a unique string to identify what triggered the location report
	The value need not be checked however the inclusion of a non-zero length string shall be verified. For the string semantics see TS 24.379 [9] clause F.3.
	
	

	    CurrentLocation
	
	
	
	

	      CurrentCoordinate
	
	As per the location simulated by the GNSS simulator at the time of transmission of the message
	
	

	        longitude
	The longitude value as specified for location number #1 defined in TS 36.508 [24] Table 4.11.2-3 +/- 0.00016 degrees.
	
	
	

	        latitude
	The latitude value as specified for location number #1 defined in TS 36.508 [24] Table 4.11.2-3+/- 0.00013 degrees.
	
	
	


Table 6.1.1.15.3.3-2: SIP 200 (OK) (steps 3, 6, Table 6.1.1.15.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17-1.2-1

	Information Element
	Value/remark
	Comment
	Condition

	Content-Type
	Not Included
	
	


Table 6.1.1.15.3.3-3: SIP MESSAGE (Step 5, Table 6.1.1.15.3.2-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.1-1, Table 5.5.3.2.1-1

	Information Element
	Value/remark
	Comment
	Condition

	          alert-ind
	"false"
	
	


<End of modified section>
<Start of modified section>
6.1.1.16.3.3
Specific message contents
Table 6.1.1.16.3.3-1: SIP MESSAGE (Step 1, Table 6.1.1.16.3.2-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1, Table 5.5.3.2.1-1, Condition EMERGENCY-ALERT

	Information Element
	Value/remark
	Comment
	Condition

	          alert-ind
	"true"
	
	EMERGENCY-ALERT


Table 6.1.1.16.3.3-1A: Location-Info in SIP MESSAGE (Table 6.1.1.16.3.3-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	present
	
	
	

	  Report
	present
	
	
	

	    TriggerID
	"EMERGENCY ALERT"
	A randomly chosen string to reflect the trigger of the message.
	
	

	    CurrentLocation
	
	
	
	

	      CurrentCoordinate
	
	The location simulated by the GNSS simulator at the time of transmission of the message is for location number #1.

The #7 is chosen below to simulate an Emergency alert coming from an User hypothetically located in location #7. No need for GNSS simulaiton for this.
	
	

	        longitude
	The longitude value as specified for location number #7 defined in TS 36.508 [24] Table 4.11.2-3.
	
	
	

	        latitude
	The latitude value as specified for location number #7 defined in TS 36.508 [24] Table 4.11.2-3.
	
	
	


Table 6.1.1.16.3.3-2: SIP 200 (OK) (steps 2, 5, Table 6.1.1.16.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.17.1.1-1

	Information Element
	Value/remark
	Comment
	Condition

	Content-Type
	Not Included
	
	


Table 6.1.1.16.3.3-3: SIP MESSAGE (Step 4, Table 6.1.1.16.3.2-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1, Table 5.5.3.2.1-1

	Information Element
	Value/remark
	Comment
	Condition

	          alert-ind
	"false"
	
	


<End of modified section>
<Start of modified section>
6.1.2.2.3.3
Specific message contents

Table 6.1.2.2.3.3-1: SIP REFER (Step 2, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.12-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	    Message-body
	
	
	
	

	      MIME-Content-Type
	
	
	
	

	        MCPTT-Info
	As described in Table 6.1.2.2.3.3-2
	
	
	


Table 6.1.2.2.3.3-2: MCPTT-Info in SIP REFER (Step 2, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1, condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    session-type
	“chat”
	
	
	


Table 6.1.2.2.3.3-3: SIP REFER (Step 11 and 15, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.12-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	    Message-body
	
	
	
	

	      MIME-Content-Type
	
	
	
	

	        MCPTT-Info
	As described in Table 6.1.2.2.3.3-4
	
	
	


Table 6.1.2.2.3.3-4: MCPTT-Info in SIP REFER (Step 11 and 15, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1, condition EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    session-type
	“chat”
	
	
	


Table 6.1.2.2.3.3-5: SIP REFER (Step 23 and 27, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.12-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	    Message-body
	
	
	
	

	      MIME-Content-Type
	
	
	
	

	        MCPTT-Info
	As described in Table 6.1.2.2.3.3-6
	
	
	


Table 6.1.2.2.3.3-6: MCPTT-Info in SIP REFER (Step 23 and 27, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1, condition IMMPERIL-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    session-type
	“chat”
	
	
	


Table 6.1.2.2.3.3-7: SIP re-INVITE (Step 28, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.2-1, condition IMMPERIL-CALL


Table 6.1.2.2.3.3-8: SIP REFER (Step 32, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.12-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Method
	"BYE"
	
	
	

	Content-Type
	Not included
	
	
	


Table 6.1.2.2.3.3-9: SIP 200 (OK) (Step 3, 21 and 33, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	Not included
	
	
	


Table 6.1.2.2.3.3-10: SIP 403 (Forbidden) (Step 12, Table 6.1.2.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.19.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Warning
	
	
	
	

	  mcptt-warn-text
	"function not allowed due to user authorisation”
	
	
	


<End of modified section>
<Start of modified section>
6.1.2.3.3.3
Specific message contents

Table 6.1.2.3.3.3-1: SIP INVITE (Step 2, Table 6.1.2.3.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	    Message-body
	
	
	
	

	      MIME-Content-Type
	
	
	
	

	        MCPTT-Info
	As described in Table 6.1.2.3.3.3-2
	
	
	


Table 6.1.2.3.3.3-2: MCPTT-Info in SIP INVITE (Step 2, Table 6.1.2.3.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1, condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    session-type
	“chat”
	
	
	


Table 6.1.2.3.3.3-3: SIP INVITE (Step 8, Table 6.1.2.3.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Session-Expires
	
	
	
	

	  generic-param
	no value
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	
	
	
	

	        MCPTT-Info
	As described in Table 6.1.2.3.3.3-2
	
	
	


Table 6.1.2.3.3.3-4: MCPTT-Info in SIP INVITE (Step 8, Table 6.1.2.3.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.2.1-1, condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    session-type
	“chat”
	
	
	


Table 6.1.2.3.3.3-5: SIP 200 (OK) (Step 9, Table 6.1.2.3.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Session-Expires
	
	
	
	

	  generic-param
	no value
	
	
	

	  refresher
	"uas"
	
	
	


<End of modified section>
<Start of modified section>
6.2.1.3.3
Specific message contents

Table 6.2.1.3.3-1: SIP INVITE (Step 2, Table 6.2.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.5.1-1, condition PRIVATE-CALL


Table 6.2.1.3.3-2: SIP re-INVITE (Step 20, Table 6.2.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.5.1-1, condition EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPTT-Info
	As described in Table 6.2.1.3.3-3
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	Whether this is included or not depends on the MCPTT-Info 'alert-ind' in Table 6.2.1.3.3-3.
	
	


Table 6.2.1.3.3-3: MCPTT-Info in SIP re-INVITE (Table 6.2.1.3.3-2)

	Derivation Path: TS 36.579-1 [2], table 5.5.3.2.1-1, conditions PRIVATE-CALL and EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    alert-ind
	Not present or when present "true" or "false"
	Although alert indication is not explicitly indicated to be requested in the present test case 'any allowed value' is included to handle UEs which cannot request emergency without alert indication

If the UE sends "true" then it shall include an application/vnd.3gpp.mcptt-location-info+xml MIME body in the SIP INVITE message Table 6.2.1.3.3-1
	
	


<End of modified section>
<Start of modified section>
6.2.8.3.3
Specific message contents

Table 6.2.8.3.3-1: SIP INVITE (Step 1, Table 6.2.8.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.5.2-1, conditions PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Answer-Mode
	
	
	
	

	  answer-mode-value
	"Manual"
	
	
	

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 6.2.8.3.3-2
	
	
	


Table 6.2.8.3.3-2: SDP Message in SIP INVITE (Table 6.2.8.3.3-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.3.1.2-1, condition PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	  media description
	Not included
	m= line

media = application
	No Floor control requested
	

	  Connection Data
	Not included
	c= line

Included if the media plane control channel uses a different IP address than other media described in the SDP
	
	

	  media attribute
	Not included
	a= line

attribute = fmtp
	
	


Table 6.2.8.3.3-3: SIP 200 (OK) (Step 5, Table 6.2.8.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.17.1.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"application/sdp"
	
	
	

	  Content-Length
	length of message-body 
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 6.2.8.3.3-4
	
	
	


<End of modified section>
<Start of modified section>
6.3.1.3.3
Specific message contents

Table 6.3.1.3.3-1: SIP MESSAGE (Step 1, Table 6.3.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="boundary1”
	Any allowed value
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-2
	
	
	


Table 6.3.1.3.3-2: Location-Info in SIP MESSAGE (Table 6.3.1.3.3-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Configuration
	
	
	
	

	    NonEmergencyLocationInformation
	
	
	
	

	      ServingEcgi
	present
	Provision of information in the report is requested.
	
	

	      NeighbouringEcgi
	present
	Provision of information in the report is requested.
	
	

	      MbmsSaId
	not present
	Provision of information in the report is not requested.
	
	

	      MbsfnArea
	not present
	Provision of information in the report is not requested.
	
	

	      GeographicalCoordinate
	present
	
	
	

	      minimumIntervalLength
	"25"
	the value in seconds
	
	

	    EmergencyLocationInformation"
	
	
	
	

	      ServingEcgi
	present
	Provision of information in the report is requested.
	
	

	      NeighbouringEcgi
	present
	Provision of information in the report is requested.
	
	

	      MbmsSaId
	not present
	Provision of information in the report is not requested.
	
	

	      MbsfnArea
	not present
	Provision of information in the report is not requested.
	
	

	      GeographicalCoordinate
	present
	Provision of information in the report is requested.
	
	

	      minimumIntervalLength
	"30"
	the value in seconds
	
	

	    TriggeringCriteria
	
	
	
	

	      CellChange
	
	
	
	

	        AnyCellChange
	
	
	
	

	          TriggerID
	"CELLCHANGE"
	
	
	


Table 6.3.1.3.3-3: SIP MESSAGE (Step 3, Table 6.3.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-4
	
	
	


Table 6.3.1.3.3-4: Location-Info in SIP MESSAGE (Table 6.3.1.3.3-3)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Report
	
	
	
	

	    TriggerID
	"CELLCHANGE"
	
	
	

	    CurrentLocation
	
	
	
	

	      CurrentServingEcgi
	The E-UTRAN Cell Global Identification (ECGI) of Cell 2
	
	
	

	      NeighbouringEcgi
	The ECGI of Cell 1
	
	
	

	      CurrentCoordinate
	
	The location simulated by the GNSS simulator at the time of transmission of the message.
	
	

	        longitude
	The longitude value as specified for location number #7 defined in TS 36.508 [24] Table 4.11.2-3 +/- 0.00016 degrees.
	
	
	

	        latitude
	The latitude value as specified for location number #7 defined in TS 36.508 [24] Table 4.11.2-3 +/- 0.00013 degrees.
	
	
	

	    ReportType
	"NonEmergency"
	
	
	


Table 6.3.1.3.3-5: Void

Table 6.3.1.3.3-6: Void

Table 6.3.1.3.3-7: Void

Table 6.3.1.3.3-8: Void

Table 6.3.1.3.3-9: SIP MESSAGE (Step 9, Table 6.3.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="boundary1”
	Any allowed value
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-10
	
	
	


Table 6.3.1.3.3-10: Location-Info in SIP MESSAGE (Table 6.3.1.3.3-9)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.2-1.

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Configuration
	
	
	
	

	    NonEmergencyLocationInformation
	
	
	
	

	      ServingEcgi
	present
	Provision of information in the report is requested.
	
	

	      NeighbouringEcgi
	present
	Provision of information in the report is requested.
	
	

	      MbmsSaId
	not present
	Provision of information in the report is not requested.
	
	

	      MbsfnArea
	not present
	Provision of information in the report is not requested.
	
	

	      GeographicalCoordinate
	present
	Provision of information in the report is requested.
	
	

	      minimumIntervalLength
	"10"
	the value in seconds
	
	

	    EmergencyLocationInformation"
	
	
	
	

	      ServingEcgi
	present
	Provision of information in the report is requested.
	
	

	      NeighbouringEcgi
	present
	Provision of information in the report is requested.
	
	

	      MbmsSaId
	not present
	Provision of information in the report is not requested.
	
	

	      MbsfnArea
	not present
	Provision of information in the report is not requested.
	
	

	      GeographicalCoordinate
	present
	Provision of information in the report is requested.
	
	

	      minimumIntervalLength
	"70"
	the value in seconds 
	
	

	    TriggeringCriteria
	
	
	
	

	      PLMNChange
	
	
	
	

	        AnyPLMNChange
	
	
	
	

	          TriggerID
	"ANY PLMN"
	
	
	

	      PeriodicReport
	
	
	
	

	        extension base
	"60"
	the value in seconds of the time which determines the periodic provision of the report
	
	

	          TiggerID
	"PERIODIC"
	
	
	


<End of modified section>
<Start of modified section>
6.3.2.3.3
Specific message contents

Table 6.3.2.3.3-1: SIP MESSAGE (Step 1, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="boundary1”
	Any allowed value
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-2
	
	
	


Table 6.3.2.3.3-2: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Configuration
	
	
	
	

	    NonEmergencyLocationInformation
	
	
	
	

	      ServingEcgi
	present
	Provision of information in the report is requested.
	
	

	      NeighbouringEcgi
	not present
	Provision of information in the report is not requested.
	
	

	      MbmsSaId
	not present
	Provision of information in the report is not requested.
	
	

	      MbsfnArea
	not present
	Provision of information in the report is not requested.
	
	

	      GeographicalCoordinate
	present
	Provision of information in the report is requested.
	
	

	      minimumIntervalLength
	"20"
	
	
	

	    EmergencyLocationInformation
	
	
	
	

	      NeighbouringEcgi
	present
	Provision of information in the report is requested.
	
	

	    TriggeringCriteria
	
	
	
	

	      PeriodicReport
	
	
	
	

	        extension base
	"15"
	the value in seconds of the time which determines the periodic provision of the report
	
	

	          TiggerID
	"PERIODIC"
	
	
	


Table 6.3.2.3.3-3: SIP MESSAGE (Step 2, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="boundary1”
	Any allowed value
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-4
	
	
	


Table 6.3.2.3.3-4: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-3)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.3-1.


Table 6.3.2.3.3-5: SIP MESSAGE (Step 3, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-6
	
	
	


Table 6.3.2.3.3-6: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-5)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Report
	
	
	
	

	    CurrentLocation
	
	
	
	

	      CurrentServingEcgi
	The ECGI of Cell 1
	The serving cell
	
	

	      NeighbouringEcgi
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-2
	
	

	      MbmsSaId
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-2
	
	

	      MbsfnArea
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-2
	
	

	      CurrentCoordinate
	
	The location simulated by the GNSS simulator at the time of transmission of the message.
	
	

	        longitude
	The longitude value as specified for location number #1 defined in TS 36.508 [24] Table 4.11.2-3 +/- 0.00016 degrees.
	
	
	

	        latitude
	The latitude value as specified for location number #1 defined in TS 36.508 [24] Table 4.11.2-3 +/- 0.00013 degrees.
	
	
	

	    ReportID
	"1"
	The same as the ID in the request message.
	
	

	    ReportType
	"NonEmergency"
	
	
	


Table 6.3.2.3.3-6A: SIP MESSAGE (Step 3E, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-6
	
	
	


Table 6.3.2.3.3-6B: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-6A)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Report
	
	
	
	

	    TriggerID
	"PERIODIC"
	
	
	

	    CurrentLocation
	
	
	
	

	      CurrentServingEcgi
	The ECGI of Cell 1
	
	
	

	      NeighbouringEcgi
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-2
	
	

	      MbmsSaId
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-2
	
	

	      MbsfnArea
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-2
	
	

	      CurrentCoordinate
	
	The location simulated by the GNSS simulator at the time of transmission of the message.
	
	

	        longitude
	The longitude value as specified for location number #1 defined in TS 36.508 [24] Table 4.11.2-3 +/- 0.00016 degrees.
	
	
	

	        latitude
	The latitude value as specified for location number #1 defined in TS 36.508 [24] Table 4.11.2-3 +/- 0.00013 degrees.
	
	
	

	    ReportType
	"NonEmergency"
	
	
	


Table 6.3.2.3.3-7: SIP MESSAGE (Step 4, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="boundary1”
	Any allowed value
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-8
	
	
	


Table 6.3.2.3.3-8: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-7)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.2-1.

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Configuration
	
	
	
	

	    ConfigureScope
	"Update"
	
	
	

	    NonEmergencyLocationInformation
	not present
	
	
	

	      ServingEcgi
	not present
	Provision of information in the report is not requested.
	
	

	      NeighbouringEcgi
	present
	Provision of information in the report is requested.
	
	

	      MbmsSaId
	not present
	Provision of information in the report is not requested.
	
	

	      MbsfnArea
	not present
	Provision of information in the report is not requested.
	
	

	      GeographicalCoordinate
	not present
	Provision of information in the report is not requested.
	
	

	      minimumIntervalLength
	not present
	
	
	

	    EmergencyLocationInformation"
	
	
	
	

	      ServingEcgi
	present
	Provision of information in the report is requested.
	
	

	      NeighbouringEcgi
	not present
	Provision of information in the report is not requested.
	
	

	      MbmsSaId
	not present
	Provision of information in the report is not requested.
	
	

	      MbsfnArea
	not present
	Provision of information in the report is not requested.
	
	

	      GeographicalCoordinate
	not present
	Provision of information in the report is not requested.
	
	

	      minimumIntervalLength
	"5"
	
	
	

	    TriggeringCriteria
	not present
	
	
	


Table 6.3.2.3.3-9: SIP MESSAGE (Step 5, Table 6.3.2.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="boundary1”
	Any allowed value
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-10
	
	
	


Table 6.3.2.3.3-10: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-9)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.3-1.

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Request
	
	
	
	

	    RequestID
	"2"
	The RequestID that the MCPTT Client shall reference in the Report
	
	


Table 6.3.2.3.3-11: SIP MESSAGE (Step 6, Table 6.3.2.3.2-1)
	Derivation Path: TS 36.579-1 [2], Table 5.5.2.7.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-info+xml"
	
	

	      MIME-Content-Type
	not present
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	TS 24.379 [9] clause F.3
	

	        Location-Info
	As described in Table 6.3.1.3.3-12
	
	
	


Table 6.3.2.3.3-12: Location-Info in SIP MESSAGE (Table 6.3.2.3.3-11)
	Derivation Path: TS 36.579-1 [2], Table 5.5.3.4.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	present
	
	
	

	  Report
	present
	
	
	

	    CurrentLocation
	present
	
	
	

	      CurrentServingEcgi
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-8
	
	

	      NeighbouringEcgi
	The ECGI of Cell 2
	The neighbouring (non-srving) cell
	
	

	      MbmsSaId
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-8
	
	

	      MbsfnArea
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-8
	
	

	      CurrentCoordinate
	not present
	The report shall include parameters requested only for NonEmergencyLocationInformation in table 6.3.2.3.3-8
	
	

	    ReportID
	"2"
	The same as the ID in the request message.
	
	

	    ReportType
	"NonEmergency"
	
	
	


<End of modified section>
<Start of modified section>
6.4.1.3.3
Specific message contents

Table 6.4.1.3.3-1: SIP INVITE (step 2, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition


Table 6.4.1.3.3-2: SIP MESSAGE (step 12, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Accept-Contact
	
	
	
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	P-Asserted-Service
	
	
	
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	P-Asserted-Identity
	
	
	
	

	  addr-spec
	px_MBMS_Service_ID
	The MBMS public service identity of the participating MCPTT function
	
	

	Content-Type
	"multipart/mixed;boundary="boundary1”
	Any allowed value
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	      Content-Disposition
	"render"
	
	
	

	        SDP Message
	As described in Table 6.4.1.3.3-3
	
	
	

	      MIME-Content-Type
	application/vnd.3gpp.mcptt-mbms-usage-info+xml
	
	
	

	        MCPPT-MBMS-Usage-Info
	As described in Table 6.4.1.3.3-4
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	
	

	        MCPPT-Affiliation-Command
	
	Not present
	
	


Table 6.4.1.3.3-3: SDP in SIP MESSAGE (6.4.1.3.3-2)

	Derivation Path: TS 36.579-1 [2], Table 5.5.3.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Media descriptions
	
	
	
	

	  media description
	
	m= line

media = audio
	
	

	    media
	"audio"
	
	
	

	    port
	"9"
	
	
	

	    proto
	"RTP/AVP"
	
	
	

	    fmt
	"99"
	
	
	

	  Connection Data
	
	c= line
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4"
	
	
	

	    connection-address
	"0.0.0.0"
	
	
	

	  media description
	
	m= line

media = application
	
	

	    media
	"application"
	
	
	

	    port
	"9"
	
	
	

	    proto
	"udp"
	
	
	

	    fmt
	"MCPTT"
	
	
	

	  Connection Data
	
	c= line
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4"
	
	
	

	    connection-address
	"0.0.0.0"
	
	
	


Table 6.4.1.3.3-4: MCPTT-MBMS-Usage-Info in SIP MESSAGE (6.4.1.3.3-2)

	Derivation Path: TS 24.379 [9] Clause F.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcptt-mbms-usage-info
	
	
	
	

	  mbms-listening-status
	not present
	
	
	

	  announcement
	
	
	
	

	    TMGI
	
	
	
	

	      MBMS Service ID
	"0F0F0F"
	The selected value is randomly chosen - a 6 digit hexadecimal number between 000000 and

FFFFFF (see TS 23.003 [X] clause 15.2.

The coding of the MBMS Service ID is the responsibility of each administration
	
	

	      MCC
	The same value as for PLMN1 specified in Table 5.5.8.1-x
	Mobile Country Code
	
	

	      MNC
	The same value as for PLMN1 specified in Table 5.5.8.1-x
	Mobile Network Code
	
	

	    QCI
	"65"
	Mission Critical user plane Push To Talk voice
	
	

	    mbms-service-area
	"0"
	The selected value is randomly chosen.

The value 0 has a special meaning; it shall denote the whole PLMN as the MBMS Service Area
	
	

	    GPMS
	"2"
	The number of the "m=application" media line in the application/sdp MIME
	
	

	  version
	"1"
	
	
	


Table 6.4.1.3.3-5: SIP MESSAGE (step 14, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Request-URI
	px_MBMS_Service_ID
	The value received in the P-Asserted-Identity header field of the announcement message
	
	

	Accept-Contact
	
	
	
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	P-Preferred-Identity
	
	
	
	

	  PPreferredID-value
	px_MCPTT_User_A_ID
	
	
	

	P-Asserted-Service
	
	
	
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	application/vnd.3gpp.mcptt-mbms-usage-info+xml
	
	
	

	        MCPTT-MBMS-Usage-Info
	As described in Table 6.4.1.3.3-6
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	
	

	        MCPTT-Affiliation-Command
	
	Not present
	
	


Table 6.4.1.3.3-6: MCPTT-MBMS-Usage-Info in SIP MESSAGE (6.4.1.3.3-5)

	Derivation Path: TS 24.379 [9] Clause F.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcptt-mbms-usage-info
	
	
	
	

	  mbms-listening-status
	
	
	
	

	    mbms-listening-status
	"listening"
	
	
	

	    session-id
	not present
	
	
	

	    general-purpose
	"true"
	
	
	

	    TMGI
	same value as the announcement in the SIP MESSAGE
	
	
	

	  announcement
	not present
	
	
	

	  version
	"1"
	
	
	


Table 6.4.1.3.3-7: SIP MESSAGE (step 19, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Request-URI
	px_MBMS_Service_ID
	The value received in the P-Asserted-Identity header field of the announcement message
	
	

	Accept-Contact
	
	
	
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	P-Preferred-Identity
	
	
	
	

	  PPreferredID-value
	px_MCPTT_User_A_ID
	
	
	

	P-Asserted-Service
	
	
	
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	application/vnd.3gpp.mcptt-mbms-usage-info+xml
	
	
	

	        MCPTT-MBMS-Usage-Info
	As described in Table 6.4.1.3.3-8
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	
	

	        MCPPT-Affiliation-Command
	
	Not present
	
	


Table 6.4.1.3.3-8: MCPTT-MBMS-Usage-Info in SIP MESSAGE (6.4.1.3.3-7)

	Derivation Path: TS 24.379 [9] Clause F.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcptt-mbms-usage-info
	
	
	
	

	  mbms-listening-status
	
	
	
	

	    mbms-listening-status
	"listening"
	
	
	

	    session-id
	px_sesson_A_ID
	
	
	

	    general-purpose
	not present
	
	
	

	    TMGI
	same value as the announcement in the SIP MESSAGE
	
	
	

	  announcement
	not present
	
	
	

	  version
	"1"
	
	
	


Table 6.4.1.3.3-9: SIP MESSAGE (step 34, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Request-URI
	px_MBMS_Service_ID
	The value received in the P-Asserted-Identity header field of the announcement message
	
	

	Accept-Contact
	
	
	
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	P-Preferred-Identity
	
	
	
	

	  PPreferredID-value
	px_MCPTT_User_A_ID
	
	
	

	P-Asserted-Service
	
	
	
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	application/vnd.3gpp.mcptt-mbms-usage-info+xml
	
	
	

	        MCPTT-MBMS-Usage-Info
	As described in Table 6.4.1.3.3-10
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	
	

	        MCPTT-Affiliation-Command
	
	Not present
	
	


Table 6.4.1.3.3-10: MCPTT-MBMS-Usage-Info in SIP MESSAGE (6.4.1.3.3-10)

	Derivation Path: TS 24.379 [9] Clause F.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcptt-mbms-usage-info
	
	
	
	

	  mbms-listening-status
	
	
	
	

	    mbms-listening-status
	"not-listening"
	
	
	

	    session-id
	px_sesson_A_ID
	
	
	

	    general-purpose
	not present
	
	
	

	    TMGI
	same value as the announcement in the SIP MESSAGE
	
	
	

	  announcement
	not present
	
	
	

	  version
	"1"
	
	
	


Table 6.4.1.3.3-11: SIP MESSAGE (step 36, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Accept-Contact
	
	
	
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	P-Asserted-Service
	
	
	
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	P-Asserted-Identity
	
	
	
	

	  addr-spec
	px_MBMS_Service_ID
	The MBMS public service identity of the participating MCPTT function
	
	

	Content-Type
	"multipart/mixed;boundary="boundary1”
	Any allowed value
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	application/vnd.3gpp.mcptt-mbms-usage-info+xml
	
	
	

	        MCPPT-MBMS-Usage-Info
	As described in Table 6.4.1.3.3-12
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	
	

	        MCPPT-Affiliation-Command
	
	Not present
	
	


Table 6.4.1.3.3-12: MCPTT-MBMS-Usage-Info in SIP MESSAGE (6.4.1.3.3-11)

	Derivation Path: TS 24.379 [9] Clause F.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcptt-mbms-usage-info
	
	
	
	

	  mbms-listening-status
	not present
	
	
	

	  announcement
	
	
	
	

	    TMGI
	
	
	
	

	      MBMS Service ID
	"0F0F0F"
	The selected value is randomly chosen - a 6 digit hexadecimal number between 000000 and

FFFFFF (see TS 23.003 [X] clause 15.2.

The coding of the MBMS Service ID is the responsibility of each administration
	
	

	      MCC
	The same value as for PLMN1 specified in Table 5.5.8.1-x
	Mobile Country Code
	
	

	      MNC
	The same value as for PLMN1 specified in Table 5.5.8.1-x
	Mobile Network Code
	
	

	    QCI
	"65"
	Mission Critical user plane Push To Talk voice
	
	

	    mbms-service-area
	not present
	
	
	

	    GPMS
	not present
	
	
	

	  version
	"1"
	
	
	


Table 6.4.1.3.3-13: SIP MESSAGE (step 38, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.5.1-1 condition GROUP-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Request-Line
	
	
	
	

	  Request-URI
	px_MBMS_Service_ID
	The value received in the P-Asserted-Identity header field of the announcement message
	
	

	Accept-Contact
	
	
	
	

	  ac-value
	"+g.3gpp.icsi-ref=urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	  req-param
	"require"
	
	
	

	  explicit-param
	"explicit"
	
	
	

	P-Preferred-Identity
	
	
	
	

	  PPreferredID-value
	px_MCPTT_User_A_ID
	
	
	

	P-Asserted-Service
	
	
	
	

	  Service-ID
	"urn:urn-7:3gpp-service.ims.icsi.mcptt"
	
	
	

	Content-Type
	"multipart/mixed;boundary="any allowed value
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	application/vnd.3gpp.mcptt-mbms-usage-info+xml
	
	
	

	        MCPTT-MBMS-Usage-Info
	As described in Table 6.4.1.3.3-14
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-affiliation-command+xml"
	
	
	

	        MCPTT-Affiliation-Command
	
	Not present
	
	


Table 6.4.1.3.3-14: MCPTT-MBMS-Usage-Info in SIP MESSAGE (6.4.1.3.3-13)

	Derivation Path: TS 24.379 [9] Clause F.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcptt-mbms-usage-info
	
	
	
	

	  mbms-listening-status
	
	
	
	

	    mbms-listening-status
	"not-listening"
	
	
	

	    session-id
	not present
	
	
	

	    general-purpose
	"false"
	
	
	

	    TMGI
	same value as the announcement in the SIP MESSAGE
	
	
	

	  announcement
	not present
	
	
	

	  version
	"1"
	
	
	


Table 6.4.1.3.3-15: SIP 200 (OK) (steps 13, 37, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	"0"
	
	
	

	    Message-body
	not present
	No message body included - end of SIP message
	
	


Table 6.4.1.3.3-16: SIP 200 (OK) (steps 15, 20, 35, 43, Table 6.4.1.3.2-1)

	Derivation Path: TS 36.579-1 [2], Table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	
	
	
	

	  Content-Length
	"0"
	
	
	

	    Message-body
	not present
	No message body included - end of SIP message
	
	


<End of modified section>
<Start of modified section>
6.2.5.3.3
Specific message contents
Table 6.2.5.3.3-1: SIP INVITE (Step 2, Table 6.2.5.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.5.1-1, conditions PRIVATE-CALL and EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Answer-Mode
	Not present
	
	
	

	Priv-Answer-Mode
	
	
	
	

	  answer-mode-value
	"Auto"
	
	
	

	    require
	Parameter has no value
	
	
	

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 6.2.5.3.3-2
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPTT-Info
	As described in Table 6.2.1.3.3-3
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-location-info+xml"
	Whether this is included or not depends on the MCPTT-Info 'alert-ind' in Table 6.2.5.3.3-3.
	
	


Table 6.2.5.3.3-2: SDP Message in SIP INVITE (Table 6.2.5.3.3-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.3.1.1-1, condition PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	  media description
	Not included
	m= line

media = application
	No Floor control requested
	

	  Connection Data
	Not included
	c= line

Included if the media plane control channel uses a different IP address than other media described in the SDP
	
	

	  media attribute
	Not included
	a= line

attribute = fmtp
	
	


Table 6.2.5.3.3-3: MCPTT-Info in SIP INVITE (Table 6.2.5.3.3-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.3.2.1-1, conditions PRIVATE-CALL and EMERGENCY-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    alert-ind
	Not present or when present value "true" or "false"
	Although alert indication is not explicitly indicated to be requested on the present test case 'any allowed value' is included to handle UEs which cannot request emergency without alert indication

If the UE sends "true" then it shall include an application/vnd.3gpp.mcptt-location-info+xml MIME body in the SIP INVITE message Table 6.2.5.3.3-1
	
	


Table 6.2.5.3.3-4: SIP 200 (OK) (Step 4, Table 6.2.5.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"application/sdp"
	
	
	

	  Content-Length
	length of message-body 
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 6.2.5.3.3-5
	
	
	


<End of modified section>
<Start of modified section>
6.2.11.3.3
Specific message contents
Table 6.2.11.3.3-1: SIP re-INVITE (Step 1, Table 6.2.11.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.5.1-1, conditions PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Answer-Mode
	
	
	
	

	  answer-mode-value
	"Manual"
	
	
	

	Content-Type
	
	
	
	

	  Content-Length
	
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 6.2.11.3.3-2
	
	
	


Table 6.2.11.3.3-2: SDP Message in SIP re-INVITE (Table 6.2.11.3.3-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.3.1.2-1, condition PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	  media description
	Not included
	m= line

media = application
	No Floor control requested
	

	  Connection Data
	Not included
	c= line

Included if the media plane control channel uses a different IP address than other media described in the SDP
	
	

	  media attribute
	Not included
	a= line

attribute = fmtp
	
	


Table 6.2.11.3.3-3: SIP 200 (OK) (Steps 3, 16, Table 6.2.11.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	"application/sdp"
	
	
	

	  Content-Length
	length of message-body 
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 6.2.11.3.3-4
	
	
	


Table 6.2.11.3.3-4: SDP Message in SIP 200 (OK) (Table 6.2.11.3.3-3)

	Derivation Path: TS 36.579-1 [2], table 5.5.3.1.1-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	  media description
	Not included
	m= line

media = application
	No Floor control requested
	

	  Connection Data
	Not included
	c= line

Included if the media plane control channel uses a different IP address than other media described in the SDP
	
	

	  media attribute
	Not included
	a= line

attribute = fmtp
	
	


Table 6.2.11.3.3-5: SIP 200 (OK) (Steps 9, 19, Table 6.2.11.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	Not Included
	
	
	


<End of modified section>
<Start of modified section>
6.2.16.3.3
Specific message contents
Table 6.2.16.3.3-1: SIP INVITE (Steps 2, 14, Table 6.2.16.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.5.1-1, condition PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Priv-Answer-Mode
	
	
	
	

	  answer-mode-value
	"Auto"
	
	
	

	    require
	Parameter has no value
	
	
	

	Content-Type
	"multipart/mixed"
	
	
	

	  Content-Length
	length of message body
	
	
	

	    Message-body
	
	
	
	

	      MIME-Content-Type
	"application/sdp"
	
	
	

	        SDP Message
	As described in Table 6.2.16.3.3-3
	
	
	

	      MIME-Content-Type
	"application/vnd.3gpp.mcptt-info+xml"
	
	
	

	        MCPTT-Info
	As described in Table 6.2.16.3.3-2
	
	
	


Table 6.2.16.3.3-2: MCPTT-Info in SIP INVITE (Table 6.2.16.3.3-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.3.2.1-1, condition PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	mcpttinfo
	
	
	
	

	  mcptt-Params
	
	
	
	

	    session-type
	"ambient-listening"
	
	
	

	    anyExt
	
	The anyExt field may contain other values - these need not be checked
	
	

	      ambient-listening-type
	"local-init"
	
	
	


Table 6.2.16.3.3-3: SDP Message in SIP INVITE (Table 6.2.16.3.3-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.3.1.1-1, condition PRIVATE-CALL

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	  media attribute
	
	a=line

attribute=sendonly
	
	

	    flag
	"sendonly"
	
	
	


Table 6.2.16.3.3-4: SIP 200 (OK) (Steps 5, 16, Table 6.2.16.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Feature-Caps
	
	
	
	

	  fcap-name
	"g.3gpp.mcptt.ambient-listening-call-release"
	Indicates that the MCPTT server is capable of receiving a SIP BYE from an MCPTT client to release an ambient-listening call
	
	


Table 6.2.16.3.3-5: Floor Granted (Steps 6, 17, Table 6.2.16.3.2-1)

	Derivation Path: 36.579-1 [2], Table 5.5.6.3-1 condition ON-NETWORK.

	Information Element
	Value/remark
	Comment
	Condition

	Permission to Request the Floor
	
	
	

	  Permission to Request the Floor
	"0"
	The receiver is NOT permitted to request floor
	

	Floor Indicator
	
	
	

	  Floor Indicator
	'10xxxx00 0000000
	Bit A=1 (Normal call)

bits=x mean any value
	


Table 6.2.16.3.3-6: SIP 200 (OK) (Steps 11, 20, Table 6.2.16.3.2-1)

	Derivation Path: TS 36.579-1 [2], table 5.5.2.17.1.2-1

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Content-Type
	Not Included
	
	
	


<End of modified section>
