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36.523-1 Work Plan for Rel-11
Table 3: List of Protocol test cases

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	Introduction
	
	
	
	
	
	
	

	
	36.523-1
	Introduction
	Rel-11
	Introduction
	Correction to introduction to correct the description on 36.523-3.
	TF160
	RP#60
	100%
	R5-131128
	Correction.

	7.1 MAC
	
	
	
	
	
	
	

	7.1.1 Mapping between logical channels and transport channels
	
	
	
	
	
	
	

	7.1.2 RACH
	
	
	
	
	
	
	

	7.1.3 DL-SCH data transfer
	
	
	
	
	
	
	

	
	36.523-1
	7.1.3.12a
	
	TDD additional special subframe configuration / Special subframe pattern 7 with Extended Cyclic Prefix / CRS based transmission scheme
	To split the earlier test cases 7.1.3.12 and 7.1.3.13 into separate test cases for ssp9 with normal cyclic prefix and CRS, ssp7 with extended cyclic prefix and CRS, and ssp9 with normal cyclic prefix and specific reference signals.
	Ericsson, Huawei, CMCC
	RP#64
	100%
	R5-142853
	To split test cases.

	
	36.523-1
	7.1.3.13a
	
	TDD additional special subframe configuration / Special subframe pattern 7 with Extended Cyclic Prefix / UE-specific reference signals based transmission scheme
	To split the earlier test cases 7.1.3.12 and 7.1.3.13 into separate test cases for ssp9 with normal cyclic prefix and CRS, ssp7 with extended cyclic prefix and CRS, and ssp9 with normal cyclic prefix and specific reference signals.
	Ericsson, Huawei, CMCC
	RP#64
	100%
	R5-142853
	To split test cases.

	8 RRC
	
	
	
	
	
	
	

	8.1 RRC connection management procedures
	
	
	
	
	
	
	

	8.2 RRC connection reconfiguration
	
	
	
	
	
	
	

	8.3 Measurement configuration control and reporting
	
	
	
	
	
	
	

	8.4 Inter-RAT handover
	
	
	
	
	
	
	

	8.5 RRC others
	
	
	
	
	
	
	

	8.5.4 UE capability transfer
	
	
	
	
	
	
	

	
	36.523-1
	8.5.4.2
	Rel-11
	Network-requested CA Band Combination Capability Signalling / Number of UE supported CA band combinations less than or equal to 128
	To verify UE behaviour for the Network-requested CA Band Combination Capability Signalling scenario for the case the number of UE supported CA band combinations is less than or equal to 128
	Ericsson
	RP#67
	100%
	R5-150654
	New test case.

	
	36.523-1
	8.5.4.3
	Rel-11
	Network-requested CA Band Combination Capability Signalling / Number of UE supported CA band combinations exceeds 128
	To verify UE behaviour for the Network-requested CA Band Combination Capability Signalling scenario for the case the number of UE supported CA band combinations exceeds 128
	Ericsson
	RP#67
	100%
	R5-150655
	New test case.

	
	36.523-1
	8.6.5.4
	Rel-11
	Void (was: Radio Link Failure logging / Reporting of selected UTRA cell)
	Test case removed at RAN5-77.
	Qualcomm Incorporated
	RP#78
	100%
	R5-176120.
	Applicability CR in   R5-176121.

Discussion document in R5-176119.

	9 EPS mobility management
	
	
	
	
	
	
	

	9.1 EMM common procedures
	
	
	
	
	
	
	

	9.2 EMM specific procedures
	
	
	
	
	
	
	

	9.2.1 Attach procedure
	
	
	
	
	
	
	

	9.2.1.1 Attach procedure for EPS services
	
	
	
	
	
	
	

	9.2.1.2 Combined attach procedure for EPS services and non-EPS services
	
	
	
	
	
	
	

	10 EPS session management
	
	
	
	
	
	
	

	10.1 Default EPS bearer context activation
	
	
	
	
	
	
	

	10.2 Dedicated EPS bearer context activation
	
	
	
	
	
	
	

	10.3 EPS bearer context modification
	
	
	
	
	
	
	

	10.4 EPS bearer context deactivation
	
	
	
	
	
	
	

	10.5 UE requested PDN connectivity
	
	
	
	
	
	
	

	11 General tests
	
	
	
	
	
	
	

	12 E-UTRA radio bearer tests
	
	
	
	
	
	
	

	13 Multi-layer Procedures
	
	
	
	
	
	
	

	14 ETWS
	
	
	
	
	
	
	

	20 Tunnel management procedures UE to ePDG
	
	
	
	
	
	
	

	
	36.523-1
	20.1
	Rel-11
	Void (was: selection of ePDG)
	(Test removed i.e. made ‘void’)
	Ericsson
	RP#77
	100%
	R5-174575
	MTSI over WLAN test 20.1 was merged into test 20.2, as test 20.2 started in steps 1 – 4 with exactly those steps that made the entire test procedure of previous test 20.1. To prevent duplication of testing and thus to reduce test time.
Applicability CR in R5-174045

	
	36.523-1
	20.2
	Rel-11
	Selection of ePDG and Tunnel establishment (was: Tunnel establishment)
	Scope enhanced to include selection of ePDG.
	Ericsson
	RP#77
	100%
	R5-174575
	Applicability CR in R5-174045
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