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<<Unchaged sections skipped>>
B.1
Uncertainty budget calculation principle
Three permitted test methodologies, DFF, IFF and NFTF, have been identified for UE RF FR2 test cases defined in TS 38.521-2.

This Annex is deriving Total expanded Measurement Uncertainties per test case for each test methodology.

Threshold MU is equivalent to Total expanded uncertainty of the reference methodology which has been defined as IFF.

If the Total expanded Measurement Uncertainty per test case of a permitted test method is lower than or equal to the threshold MU, then that test method is applicable to the respective test cases defined in TS 38.521-2.

NOTE: The reference methodology for spurious emission test cases has not been defined yet.
B.1.1
Uncertainty budget calculation principle for DFF
B.1.1.1 General principle
The uncertainty tables should be presented with two stages:

-
Stage 1: the calibration of the absolute level of the DUT measurement results is performed by means of using a calibration antenna whose absolute gain is known at the frequencies of measurement

-
Stage 2: the actual measurement with the DUT as either the transmitter or receiver is performed.

The MU budget should comprise the following headings:

1)
The uncertainty source. Compile a complete list of the individual measurement uncertainty elements that contribute to a measurementDetermine the maximum value of each uncertainty
2)
Determine the distribution of each uncertainty (rectangular, U-shaped, etc.),

3)
Calculate (if necessary) the standard deviation of each uncertainty, ui, for each uncertainty element,

4)
Convert the units (if necessary) of each uncertainty element into the chosen unit, i.e., dB,,

5)

6)
Combine ALL the standard uncertainties by the root-sum-squares method to derive the 'combined standard uncertainty',

7)
Multiply the resulting combined standard uncertainty by an expansion factor 'k' to derive the 'expanded uncertainty' for a given confidence level. All expanded uncertainties are quoted to 95% confidence level, so k is taken as 1.96. This gives 95% confidence that the true value is within 1.96 times the combined standard uncertainty of the measured value to derive the ‘expanded uncertainty’.

8)
Any systematic errors are added to the expanded uncertainty to derive the ‘total expanded uncertainty’, i.e., 
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B.1.1.2 Trematment of uncertainty correlation among measurement grids for EIRP and EIS spherical coverage
For EIRP or EIS spherical coverage, where the test requirement is defined at X%-tile value of EIRP CDF or EIS CCDF curve, the total uncertainty of measured X%-tile value depends on the correlation of measurement uncertainty of EIRP or EIS of each measurement grid. With 0% correlation (i.e. independent) of uncertainty among measurement grids assumption, the uncertainty of X%-tile value becomes much less than the uncertainty on each measurement grid, while with 100%-correlation assumption, uncertainty for X%-tile equals to uncertainty for each measurement grid.  
Figure B.1.1.2-1 shows the image of uncertainty at 50%-tile for degree of correlation = 100%, intermediate and 0% assuming the hypothetical reference linear-shape CDF curve(100%-tile = 22.4dBm and 50%-tile = 11.5dBm). Total uncertainity on single grid is assumed with 4.19 dB(95% confidence interval). Intermediate correlation assumes that 2.33dB is uncorreated while rests of 3.48dB is correlated, which is derived based on rough estimation of real test system. 

[image: image2] Figure B.1.1.2-1: Example of impact from correlation of uncertainty among measurement grids for spherical coverage
Upon defining maximum test system uncertainity, because of its difficulty for assessing and guaranteeing the degree of correlation of uncertainity with enough confidence, and also because the rough estimation shows that correlation of uncertainty among measurement grids is rather close to 100%-correlation, the maximum test system uncertainty for EIRP and EIS spherical coverage is defined assuming 100%-correlation of uncertainty among measurement grids.
B.1.2
Uncertainty budget calculation principle for IFF

The same as defined in B.1.1.

B.1.3
Uncertainty budget calculation principle for NFTF

The same as defined in B.1.1 with the exception of Stage 2, only the measurement of the DUT transmitter is performed.

<<Unchaged sections skipped>>
B.2.1.26
DUT repositioning
This contributor describes the uncertainty due to a displacement of a DUT.  The DUT may need to be re-positioned between measurements, for instance when the battery runs low in charge.

B.2.1.27
Influence of noise
This contributor describes an offset uncertainty factor caused by a noise floor especially in a case of low SNR. This contributor works as a bias to measured results only to a direction to increase values and thus this shall be included in the uncertainty budget table as a systematic uncertainty. The uncertainty value can be derived by the following equation.


[image: image3.emf]Influence   of   noise = 10 ∗ log ⁡ ( 1 + 10 ቀ − 𝑆𝑁𝑅 10 ቁ )  


SNR includes test system noise from measurement path of [image: image5.png]
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 polarizations hence can be written by:
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 are the signal level for [image: image14.png]
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 polarization, [image: image18.png]
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 are test system noise power from measurement path of [image: image22.png]
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 polarization. In the context of determining maximum test system uncertainty, [image: image26.png]
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 is given from core requirement level including allowed relaxation such as MPR, multi-band relaxations etc, plus change for the test requirement due to testability if any, while [image: image30.png]
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 are test system specific values.
B.2.1.28
Systematic error related to beam peak search
When calculating beam peak search a systematic error shall be taken into account. The value of this contributor depends on the number of measurement grid points.

This measurement uncertainty contributor represents a systematic uncertainty and must not be root sum squared with contributors described by standard deviation.

<<Unchaged sections skipped>>
B.3
UE maximum output power

Following tables summarize the MU threshold for EIRP and TRP measurements for UE maximum output power. The origin MU values for different test setups with varies parameters can be found in following subclauses.

Table B.3-1: MU threshold for EIRP measurement for UE maximum output power

	Frequency
	MBW
	Power (NOTE2)
	Threshold MU value [dB] (NOTE1)

	23.45GHz <= f <= 32.125GHz
	BW <= 400MHz
	P = Max Output Power
	4.89

	
	
	
	

	32.125GHz < f <= 40.8GHz
	
	
	5.09

	
	
	
	

	NOTE 1:
Max {Total EIRP Expanded MU for IFF for 15cm in Table B.3.2-2, Total EIRP Expanded MU for IFF for 30cm in Table B.3.2-3}.

NOTE 2:
Max output power level for PC3 device.


Table B.3-2: MU threshold for TRP measurement for UE maximum output power

	Frequency
	MBW
	Power (NOTE2)
	Threshold MU value (NOTE 1)

	23.45GHz <= f <= 32.125GHz
	BW <= 400MHz
	P = Max Output Power
	4.42

	
	
	
	

	32.125GHz < f <= 40.8GHz
	
	
	4.62

	
	
	
	

	NOTE 1:
Max {Total TRP Expanded MU for IFF for 15cm in Table B.3.2-2, Total TRP Expanded MU for IFF for 30cm in Table B.3.2-3}

NOTE 2:
Max output power level for PC3 device.


Table B.3-3: MU threshold for Spherical coverage measurement for UE maximum output power

	Frequency
	MBW
	Power
	Threshold MU value (NOTE 1)

	23.45GHz <= f <= 32.125GHz
	BW <= 400MHz
	P = 50%-tile EIRP CDF Power
	4.60

	
	
	
	

	32.125GHz < f <= 40.8GHz
	
	
	5.20

	
	
	
	

	NOTE 1:
Max {Total Spherical coverage Expanded MU for IFF for 15cm in Table B.3.2-4, Total Spherical coverage Expanded MU for IFF for 30cm in Table B.3.2-5}


B.3.1
Uncertainty budget format and assessment for DFF

The uncertainty contributions that may impact the overall MU value are listed in Table B.3.1-1.

Table B.3.1-1: Uncertainty contributions for EIRP and TRP measurement

	UID
	Description of uncertainty contribution
	Details in annex

	Stage 2: DUT measurement

	1
	Positioning misalignment
	B.2.1.1

	2
	Measure distance uncertainty
	B.2.1.2

	3
	Quality of quiet zone
	B.2.1.3

	4
	Mismatch
	B.2.1.4

	5
	Standing Wave Between the DUT and measurement antenna
	B.2.1.5

	6
	Uncertainty of the RF power measurement equipment
	B.2.1.6

	7
	Phase curvature
	B.2.1.7

	8
	Amplifier uncertainties
	B.2.1.8

	9
	Random uncertainty
	B.2.1.9

	10
	Influence of the XPD
	B.2.1.10

	11
	Insertion Loss Variation
	B.2.1.11

	12
	RF leakage (from measurement antenna to the receiver/transmitter)
	B.2.1.12

	13
	Influence of TRP measurement grid
	B.2.1.22

	14
	Influence of beam peak search grid
	B.2.1.23

	15
	Multiple measurement antenna uncertainty
	B.2.1.25

	16
	DUT repositioning
	B.2.1.26

	17
	Influence of spherical coverage grid
	B.2.1.29

	Stage 1: Calibration measurement

	18
	Mismatch
	B.2.1.4

	19
	Amplifier uncertainties
	B.2.1.8

	20
	Misalignment of positioning System
	B.2.1.13

	21
	Uncertainty of the Network Analyzer
	B.2.1.14

	22
	Uncertainty of the absolute gain of the calibration antenna
	B.2.1.15

	23
	Positioning and pointing misalignment between the reference antenna and the measurement antenna
	B.2.1.16

	24
	Phase centre offset of calibration antenna
	B.2.1.18

	25
	Quality of quiet zone for calibration process
	B.2.1.19

	26
	Standing wave between reference calibration antenna and measurement antenna
	B.2.1.20

	27
	Influence of the calibration antenna feed cable 
	B.2.1.21

	28
	Insertion Loss Variation
	B.2.1.11

	Systematic uncertainties

	29
	Systematic error due to TRP calculation/quadrature
	B.2.1.24

	30
	Influence of noise
	B.2.1.27

	31
	Systematic error related to beam peak search
	B.2.1.28


The uncertainty assessment tables are organized as follows:

-
For the purpose of uncertainty assessment, the radiating antenna aperture of the DUT is denoted as D

-
The uncertainty assessment has been derived for the case of D = [5 cm], f = {22.65GHz, 31.1GHz, 45.1GHz}, P = [maximum output power].

-
The uncertainty assessment for EIRP and TRP is provided in Table B.3.1-2.

Table B.3.1-2: Uncertainty assessment for EIRP and TRP measurement (f=TBD, D=TBD)

	UID
	Uncertainty source
	Uncertainty value
	Distribution of the probability
	Divisor 
	Standard uncertainty (σ) [dB]

	Stage 2: DUT measurement

	1
	Positioning misalignment
	
	
	
	

	2
	Measure distance uncertainty
	
	
	
	

	3
	Quality of quiet zone (NOTE 2)
	
	
	
	

	4
	Mismatch (NOTE 3)
	
	
	
	

	5
	Standing Wave Between the DUT and measurement antenna
	
	
	
	

	6
	Uncertainty of the RF power measurement equipment (NOTE 4)
	
	
	
	

	7
	Phase curvature
	
	
	
	

	8
	Amplifier uncertainties
	
	
	
	

	9
	Random uncertainty
	
	
	
	

	10
	Influence of the XPD
	
	
	
	

	11
	Insertion Loss Variation
	
	
	
	

	12
	RF leakage (from measurement antenna to the receiver/transmitter)
	
	
	
	

	13
	Influence of TRP measurement grid (NOTE 5)
	0.25
	Actual
	1
	0.25

	14
	Influence of beam peak search grid (NOTE 6)
	0.0
	Actual
	1
	0.0

	15
	Multiple measurement antenna uncertainty
	
	
	
	

	16
	DUT repositioning
	
	
	
	

	17
	Influence of spherical coverage grid (NOTE 8)
	0.12
	Actual
	1
	0.12

	Stage 1: Calibration measurement

	18
	Mismatch
	
	
	
	

	19
	Amplifier uncertainties
	
	
	
	

	20
	Misalignment of positioning System
	
	
	
	

	21
	Uncertainty of the Network Analyzer
	
	
	
	

	22
	Uncertainty of the absolute gain of the calibration antenna
	
	
	
	

	23
	Positioning and pointing misalignment between the reference antenna and the measurement antenna
	
	
	
	

	24
	Phase centre offset of calibration antenna
	
	
	
	

	25
	Quality of quiet zone for calibration process (NOTE 2)
	
	
	
	

	26
	Standing wave between reference calibration antenna and measurement antenna
	
	
	
	

	27
	Influence of the calibration antenna feed cable 
	
	
	
	

	28
	Insertion Loss Variation
	
	
	
	

	
	Systematic uncertainties (NOTE 7)
	Value

	29
	Systematic error due to TRP calculation/quadrature (NOTE 5)
	0.00

	30
	Influence of noise
	

	31
	Systematic error related to beam peak search (NOTE 6)
	0.5

	Total measurement uncertainty 
	Value

	EIRP Expanded uncertainty (1.96σ - confidence interval of 95 %) [dB]
	TBD

	TRP Expanded uncertainty (1.96σ - confidence interval of 95 %) [dB]
	TBD

	NOTE 1:
The impact of phase variation on EIRP shall be taken into account during final MU definition for the test method..

NOTE 2:
The quality of quiet zone is different for EIRP and TRP. For TRP, the standard uncertainty is FFS; for EIRP, the standard uncertainty of quiet zone is FFS.

NOTE 3:
The analysis was done only for the case of operating at max output power, in-band, non-CA.

NOTE 4:
The assessment assumes maximum DUT output power.

NOTE 5:
This contributor shall only be considered for TRP measurements.
NOTE 6:
This contributor shall only be considered for EIRP measurements.

NOTE 7:
In order to obtain the total measurement uncertainty, systematic uncertainties have to be added to the expanded root sum square of the standard deviations of the Stage 1 and Stage 2 contributors.

NOTE 8:
This contributor shall only be considered for spherical EIRP measurements


B.3.2
Uncertainty budget format and assessment for IFF

The uncertainty contributions that may impact the overall MU value are listed in Table B.3.2-1.
Table B.3.2-1: Uncertainty contributions for EIRP and TRP measurement

	UID
	Description of uncertainty contribution
	Details in annex

	Stage 2: DUT measurement

	1
	Positioning misalignment
	B.2.2.1

	2
	Measure distance uncertainty
	B.2.2.2

	3
	Quality of Quiet Zone
	B.2.2.3

	4
	Mismatch
	B.2.2.4

	5
	Standing wave between the DUT and measurement antenna
	B.2.2.5

	6
	Uncertainty of the RF power measurement equipment
	B.2.2.6

	7
	Phase curvature
	B.2.2.7

	8
	Amplifier uncertainties
	B.2.2.8

	9
	Random uncertainty
	B.2.2.9

	10
	Influence of the XPD
	B.2.2.10

	11
	Insertion Loss Variation
	B.2.2.11

	12
	RF leakage (from measurement antenna to the receiver/transmitter)
	B.2.2.12

	13
	Influence of TRP measurement grid
	B.2.2.22

	14
	Influence of beam peak search grid
	B.2.2.23

	15
	Multiple measurement antenna uncertainty
	B.2.2.25

	16
	DUT repositioning
	B.2.2.26

	17
	Influence of spherical coverage grid
	B.2.2.29

	Stage 1: Calibration measurement

	18
	Mismatch
	B.2.2.4

	19
	Amplifier Uncertainties
	B.2.2.8

	20
	Misalignment of positioning System
	B.2.2.13

	21
	Uncertainty of the Network Analyzer
	B.2.2.14

	22
	Uncertainty of the absolute gain of the calibration antenna
	B.2.2.15

	23
	Positioning and pointing misalignment between the reference antenna and the measurement antenna
	B.2.2.16

	24
	Phase centre offset of calibration antenna
	B.2.2.18

	25
	Quality of quiet zone for calibration process
	B.2.2.19

	26
	Standing wave between reference calibration antenna and measurement antenna
	B.2.2.20

	27
	Influence of the calibration antenna feed cable
	B.2.2.21

	28
	Insertion Loss Variation
	B.2.1.11

	Systematic uncertainties

	29
	Systematic error due to TRP calculation/quadrature
	B.2.2.24

	30
	Influence of noise
	B.2.1.27

	31
	Systematic error related to beam peak search
	B.2.2.28


The uncertainty assessment tables are organized as follows:

-
For the purpose of uncertainty assessment, the radiating antenna aperture of the DUT is denoted as D

-
The uncertainty assessment has been derived for the case of DUT size = [15 cm and 30 cm], f = {23.45GHz, 32.125GHz, 40.8GHz}, [P = maximum output power].

-
The uncertainty assessment for EIRP and TRP is provided in Table B.3.2-2 and Table B.3.2-3.

-
The uncertainty assessment for Spherical coverage is provided in Table B.3.2-4 and Table B.3.2-5.

Table B.3.2-2: Uncertainty assessment for EIRP and TRP measurement (f=23.45GHz, 32.125GHz, 40.8GHz, DUT size = 15 cm)

	UID
	Uncertainty source
	Uncertainty value
	Distribution of the probability
	Divisor 
	Standard uncertainty (σ) [dB]

	Stage 2: DUT measurement

	1
	Positioning misalignment
	0.00
	Normal
	2.00
	0.00

	2
	Measure distance uncertainty
	0.00
	Rectangular
	1.73
	0.00

	3
	Quality of Quiet Zone (NOTE 1)
	0.6
	Actual
	1.00
	0.6

	4
	Mismatch
	1.30
	Actual
	1.00
	1.30

	5
	Standing wave between the DUT and measurement antenna
	0.00
	U-shaped
	1.41
	0.00

	6
	Uncertainty of the RF power measurement equipment (NOTE 3)
	2.16
	Normal
	2.00
	1.08

	7
	Phase curvature
	0.00
	U-shaped
	1.41
	0.00

	8
	Amplifier uncertainties
	2.10
	Normal
	2.00
	1.05

	9
	Random uncertainty
	0.50
	Normal
	2.00
	0.25

	10
	Influence of the XPD
	0.01
	U-shaped
	1.41
	0.00

	11
	Insertion Loss Variation
	0.00
	Rectangular
	1.73
	0.00

	12
	RF leakage (from measurement antenna to the receiver/transmitter)
	0.00
	Actual
	1.00
	0.00

	13
	Influence of TRP measurement grid (NOTE 4)
	0.25
	Actual
	1
	0.25

	14
	Influence of beam peak search grid (NOTE 5)
	0.00
	Actual
	1
	0.00

	15
	Multiple measurement antenna uncertainty (NOTE 9)
	0.15
	Actual
	1
	0.15

	16
	DUT repositioning
	0.00 (NOTE 4)

0.08 (NOTE 5)
	Rectangular
	1.73
	0.00 (NOTE 4)

0.05 (NOTE 5)

	Stage 1: Calibration measurement

	17
	Mismatch
	0.00
	U-shaped
	1.41
	0.00

	18
	Amplifier Uncertainties
	0.00
	Normal
	2.00
	0.00

	19
	Misalignment of positioning System
	0.00
	Normal
	2.00
	0.00

	20
	Uncertainty of the Network Analyzer
	0.73
	Normal
	2.00
	0.37

	21
	Uncertainty of the absolute gain of the calibration antenna
	0.60
	Normal
	2.00
	0.30

	22
	Positioning and pointing misalignment between the reference antenna and the measurement antenna
	0.01
	Rectangular
	1.73
	0.00

	23
	Phase centre offset of calibration antenna
	0.00
	Rectangular
	1.73
	0.00

	24
	Quality of quiet zone for calibration process (NOTE 1)
	0.4
	Actual
	1.00
	0.4

	25
	Standing wave between reference calibration antenna and measurement antenna
	0.00
	U-shaped
	1.41
	0.00

	26
	Influence of the calibration antenna feed cable
	0.14
	Normal
	2.00
	0.07

	27
	Insertion Loss Variation
	0.00
	Rectangular
	1.73
	0.00

	
	Systematic uncertainties (NOTE 6)
	Value

	28
	Systematic error due to TRP calculation/quadrature (NOTE 4)
	0.00

	29
	Influence of noise (23.45GHz <= f <= 32.125GHz)
	0.1

	29
	Influence of noise (32.125GHz < f <= 40.8GHz)
	0.3

	30
	Systematic error related to beam peak search (NOTE 5)
	0.5

	Total measurement uncertainty 
	Value

	EIRP Expanded uncertainty (23.45GHz <= f <= 32.125GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.89

	EIRP Expanded uncertainty (32.125GHz < f <= 40.8GHz) (1.96σ - confidence interval of 95 %) [dB]
	5.09

	TRP Expanded uncertainty (23.45GHz <= f <= 32.125GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.42

	TRP Expanded uncertainty (32.125GHz < f <= 40.8GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.62

	NOTE 1:
The quality of quiet zone is the same for EIRP and TRP. 

NOTE 2:
The analysis was done only for the case of operating at max output power, in-band, non-CA.

NOTE 3:
The assessment assumes maximum DUT output power.

NOTE 4:
This contributor shall only be considered for TRP measurements.
NOTE 5:
This contributor shall only be considered for EIRP measurements.

NOTE 6:
In order to obtain the total measurement uncertainty, systematic uncertainties have to be added to the expanded root sum square of the standard deviations of the Stage 1 and Stage 2 contributors.

NOTE 7:
Void.

NOTE 8:
Void

NOTE 9: 
Applies to the system which has a structure of mechanical feed antenna positioning.


Table B.3.2-3: Uncertainty assessment for EIRP and TRP measurement (f=23.45GHz, 32.125GHz, 40.8GHz, DUT size = 30 cm)

	UID
	Uncertainty source
	Uncertainty value
	Distribution of the probability
	Divisor 
	Standard uncertainty (σ) [dB]

	Stage 2: DUT measurement

	1
	Positioning misalignment
	0.00
	Normal
	2.00
	0.00

	2
	Measure distance uncertainty
	0.00
	Rectangular
	1.73
	0.00

	3
	Quality of Quiet Zone (NOTE 1, NOTE 9)
	0.5
	Actual
	1.00
	0.5

	4
	Mismatch
	1.30
	Actual
	1.00
	1.30

	5
	Standing wave between the DUT and measurement antenna
	0.00
	U-shaped
	1.41
	0.00

	6
	Uncertainty of the RF power measurement equipment (NOTE 3)
	2.16
	Normal
	2.00
	1.08

	7
	Phase curvature 
	0.00
	U-shaped
	1.41
	0.00

	8
	Amplifier uncertainties
	2.10
	Normal
	2.00
	1.05

	9
	Random uncertainty 
	0.50
	Normal
	2.00
	0.25

	10
	Influence of the XPD
	0.01
	U-shaped
	1.41
	0.00

	11
	Insertion Loss Variation
	0.00
	Rectangular
	1.73
	0.00

	12
	RF leakage (from measurement antenna to the receiver/transmitter)
	0.00
	Actual
	1.00
	0.00

	13
	Influence of TRP measurement grid (NOTE 4)
	0.25
	Actual
	1
	0.25

	14
	Influence of beam peak search grid (NOTE 5)
	0.00
	Actual
	1
	0.00

	15
	Multiple measurement antenna uncertainty (NOTE 10)
	0.15
	Actual
	1
	0.15

	16
	DUT repositioning
	0.00 (NOTE 4)

0.08 (NOTE 5)
	Rectangular
	1.73
	0.00 (NOTE 4)

0.05 (NOTE 5)

	Stage 1: Calibration measurement

	17
	Mismatch
	0.00
	U-shaped
	1.41
	0.00

	18
	Amplifier Uncertainties
	0.00
	Normal
	2.00
	0.00

	19
	Misalignment of positioning System
	0.00
	Normal
	2.00
	0.00

	20
	Uncertainty of the Network Analyzer
	0.73
	Normal
	2.00
	0.37

	21
	Uncertainty of the absolute gain of the calibration antenna
	0.60
	Normal
	2.00
	0.30

	22
	Positioning and pointing misalignment between the reference antenna and the measurement antenna
	0.01
	Rectangular
	1.73
	0.00

	23
	Phase centre offset of calibration antenna
	0.00
	Rectangular
	1.73
	0.00

	24
	Quality of quiet zone for calibration process (NOTE 1, NOTE 9)
	0.2
	Actual
	1.00
	0.2

	25
	Standing wave between reference calibration antenna and measurement antenna
	0.00
	U-shaped
	1.41
	0.00

	26
	Influence of the calibration antenna feed cable
	0.14
	Normal
	2.00
	0.07

	27
	Insertion Loss Variation
	0.00
	Rectangular
	1.73
	0.00

	
	Systematic uncertainties (NOTE 6)
	Value

	28
	Systematic error due to TRP calculation/quadrature (NOTE 4)
	0.00

	29
	Influence of noise (23.45GHz <= f <= 32.125GHz)
	0.1

	30
	Influence of noise (32.125GHz < f <= 40.8GHz)
	0.3

	31
	Systematic error related to beam peak search (NOTE 5)
	0.5

	Total measurement uncertainty 
	Value

	EIRP Expanded uncertainty (23.45GHz <= f <= 32.125GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.79

	EIRP Expanded uncertainty (32.125GHz < f <= 40.8GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.99

	TRP Expanded uncertainty (23.45GHz <= f <= 32.125GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.32

	TRP Expanded uncertainty (32.125GHz < f <= 40.8GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.52

	NOTE 1:
The quality of quiet zone is the same for EIRP and TRP.

NOTE 2:
The analysis was done only for the case of operating at max output power, in-band, non-CA.

NOTE 3:
The assessment assumes maximum DUT output power.

NOTE 4:
This contributor shall only be considered for TRP measurements.
NOTE 5:
This contributor shall only be considered for EIRP measurements.

NOTE 6:
In order to obtain the total measurement uncertainty, systematic uncertainties have to be added to the expanded root sum square of the standard deviations of the Stage 1 and Stage 2 contributors.

NOTE 7:
Void
NOTE 8:
Void

NOTE 9:
Value based on procedure defined in Annex D.2 of TR 38.810 for Quiet Zone size of 30 cm.

NOTE 10: 
Applies to the system which has a structure of mechanical feed antenna positioning.


Table B.3.2-4: Uncertainty assessment for Spherical coverage measurement (f=23.45GHz, 32.125GHz, 40.8GHz, DUT size = 15 cm)

	UID
	Uncertainty source
	Uncertainty value
	Distribution of the probability
	Divisor 
	Standard uncertainty (σ) [dB]

	Stage 2: DUT measurement

	1
	Positioning misalignment 
	0.00
	Normal
	2.00
	0.00

	2
	Measure distance uncertainty
	0.00
	Rectangular
	1.73
	0.00

	3
	Quality of Quiet Zone (NOTE 1)
	0.6
	Actual
	1.00
	0.6

	4
	Mismatch 
	1.30
	Actual
	1.00
	1.30

	5
	Standing wave between the DUT and measurement antenna
	0.00
	U-shaped
	1.41
	0.00

	6
	Uncertainty of the RF power measurement equipment (NOTE 3) 
	2.16
	Normal
	2.00
	1.08

	7
	Phase curvature
	0.00
	U-shaped
	1.41
	0.00

	8
	Amplifier uncertainties 
	2.1
	Normal
	2.00
	1.05

	9
	Random uncertainty
	0.50
	Normal
	2.00
	0.25

	10
	Influence of the XPD 
	0.01
	U-shaped
	1.41
	0.00

	11
	Insertion Loss Variation
	0.00
	Rectangular
	1.73
	0.00

	12
	RF leakage (from measurement antenna to the receiver/transmitter)
	0.00
	Actual
	1.00
	0.00

	13
	Multiple measurement antenna uncertainty (NOTE 5)
	0.15
	Actual
	1
	0.15

	14
	DUT repositioning
	0.00


	Rectangular
	1.73
	0.00

	15
	Influence of spherical coverage grid
	0.12
	Actual
	1
	0.12

	16
	DUT turnover
	0.05
	Actual
	1
	0.05

	Stage 1: Calibration measurement

	16
	Mismatch
	0.00
	U-shaped
	1.41
	0.00

	17
	Amplifier Uncertainties 
	0.00
	Normal
	2.00
	0.00

	18
	Misalignment of positioning System 
	0.00
	Normal
	2.00
	0.00

	19
	Uncertainty of the Network Analyzer 
	0.73
	Normal
	2.00
	0.37

	20
	Uncertainty of the absolute gain of the calibration antenna
	0.60
	Normal
	2.00
	0.30

	21
	Positioning and pointing misalignment between the reference antenna and the measurement antenna 
	0.01
	Rectangular
	1.73
	0.00

	22
	Phase centre offset of calibration antenna
	0.00
	Rectangular
	1.73
	0.00

	23
	Quality of quiet zone for calibration process (NOTE 1)
	0.4
	Actual
	1.00
	0.4

	24
	Standing wave between reference calibration antenna and measurement antenna
	0.00
	U-shaped
	1.41
	0.00

	25
	Influence of the calibration antenna feed cable 
	0.14
	Normal
	2.00
	0.07

	26
	Insertion Loss Variation
	0.00
	Rectangular
	1.73
	0.00

	
	Systematic uncertainties (NOTE 4)
	Value

	27
	Influence of noise (23.45GHz <= f <= 32.125GHz) 
	0.3

	27
	Influence of noise (32.125GHz < f <= 40.8GHz) 
	0.9

	Total measurement uncertainty 
	Value

	Spherical coverage Expanded uncertainty (23.45GHz <= f <= 32.125GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.60

	Spherical coverage Expanded uncertainty (32.125GHz < f <= 40.8GHz) (1.96σ - confidence interval of 95 %) [dB]
	5.20

	NOTE 1:
The quality of quiet zone is the same for EIRP and TRP. 

NOTE 2:
The analysis was done only for the case of operating at max output power, in-band, non-CA.

NOTE 3:
The assessment assumes maximum DUT output power.

NOTE 4:
In order to obtain the total measurement uncertainty, systematic uncertainties have to be added to the expanded root sum square of the standard deviations of the Stage 1 and Stage 2 contributors.

NOTE 5:
Applies to the system which has a structure of mechanical feed antenna positioning.


Table B.3.2-5: Uncertainty assessment for Spherical coverage measurement (f=23.45GHz, 32.125GHz, 40.8GHz, DUT size = 30 cm)

	UID
	Uncertainty source
	Uncertainty value
	Distribution of the probability
	Divisor 
	Standard uncertainty (σ) [dB]

	Stage 2: DUT measurement

	1
	Positioning misalignment 
	0.00
	Normal
	2.00
	0.00

	2
	Measure distance uncertainty
	0.00
	Rectangular
	1.73
	0.00

	3
	Quality of Quiet Zone (NOTE 1, NOTE 5)
	0.5
	Actual
	1.00
	0.5

	4
	Mismatch 
	1.30
	Actual
	1.00
	1.30

	5
	Standing wave between the DUT and measurement antenna
	0.00
	U-shaped
	1.41
	0.00

	6
	Uncertainty of the RF power measurement equipment (NOTE 3) 
	2.16
	Normal
	2.00
	1.08

	7
	Phase curvature 
	0.00
	U-shaped
	1.41
	0.00

	8
	Amplifier uncertainties 
	2.1
	Normal
	2.00
	1.05

	9
	Random uncertainty 
	0.50
	Normal
	2.00
	0.25

	10
	Influence of the XPD 
	0.01
	U-shaped
	1.41
	0.00

	11
	Insertion Loss Variation 
	0.00
	Rectangular
	1.73
	0.00

	12
	RF leakage (from measurement antenna to the receiver/transmitter) 
	0.00
	Actual
	1.00
	0.00

	13
	Multiple measurement antenna uncertainty (NOTE 6)
	0.15
	Actual
	1
	0.15

	14
	DUT repositioning
	0.00
	Rectangular
	1.73
	0.00

	15
	Influence of spherical coverage grid
	0.12
	Actual
	1
	0.12

	16
	DUT turnover
	0.05
	Actual
	1
	0.05

	Stage 1: Calibration measurement

	16
	Mismatch
	0.00
	U-shaped
	1.41
	0.00

	17
	Amplifier Uncertainties 
	0.00
	Normal
	2.00
	0.00

	18
	Misalignment of positioning System 
	0.00
	Normal
	2.00
	0.00

	19
	Uncertainty of the Network Analyzer 
	0.73
	Normal
	2.00
	0.37

	20
	Uncertainty of the absolute gain of the calibration antenna
	0.60
	Normal
	2.00
	0.30

	21
	Positioning and pointing misalignment between the reference antenna and the measurement antenna 
	0.01
	Rectangular
	1.73
	0.0

	22
	Phase centre offset of calibration antenna
	0.00
	Rectangular
	1.73
	0.00

	23
	Quality of quiet zone for calibration process (NOTE 1, NOTE 5)
	0.2
	Actual
	1.00
	0.2

	24
	Standing wave between reference calibration antenna and measurement antenna 
	0.00
	U-shaped
	1.41
	0.00

	25
	Influence of the calibration antenna feed cable 
	0.14
	Normal
	2.00
	0.07

	26
	Insertion Loss Variation
	0.00
	Rectangular
	1.73
	0.00

	
	Systematic uncertainties (NOTE 4)
	Value

	27
	Influence of noise (23.45GHz <= f <= 32.125GHz) 
	0.3

	27
	Influence of noise (32.125GHz < f <= 40.8GHz) 
	0.9

	Total measurement uncertainty 
	Value

	Spherical coverage Expanded uncertainty (23.45GHz <= f <= 32.125GHz) (1.96σ - confidence interval of 95 %) [dB]
	4.50

	Spherical coverage Expanded uncertainty (32.125GHz < f <= 40.8GHz) (1.96σ - confidence interval of 95 %) [dB]
	5.10

	NOTE 1:
The quality of quiet zone is the same for EIRP and TRP.

NOTE 2:
The analysis was done only for the case of operating at max output power, in-band, non-CA.

NOTE 3:
The assessment assumes maximum DUT output power.

NOTE 4:
In order to obtain the total measurement uncertainty, systematic uncertainties have to be added to the expanded root sum square of the standard deviations of the Stage 1 and Stage 2 contributors.

NOTE 5:
Value based on procedure defined in Annex D.2 of TR 38.810 for Quiet Zone size of 30 cm.

NOTE 6:
Applies to the system which has a structure of mechanical feed antenna positioning.


<<End of change>>
[image: image33.png]0% Correlation

T
o o ®© N~ © n ¥ m
- o

Intermediate Correlation

100% Correlation

EIRP[dBm]

T T T T T T

0.2
0.1
0.0

S 6 6 o o o
uonnquisia aAneINWND

2
<]
S
a
<
w
o
T T T T T T T T T Ll
© @ ® ~ © n ¥ m 8 = o
- (=] (=] o (=] o (=] o o o o
uonnqLIsIa aAReINWIND
£
2]
k)
a
<
w
o
T T T T T T T T T _-ﬂ
o @ ® ~ © n T m N o O
- o o o o o o o o (=] o

uonnquisia aAneINWND



_1615708484.unknown







