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11.1.7.3.3
Specific message contents

[Text skipped here]
Table 11.1.7.3.1-10: Message ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (step 15, Table 11.2.1.3.2-1)

	Derivation path: TS 36.508 [7], Table 4.7.3-6 and table 4.6.1-8 with condition UM-DRB-ADD(2).

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	an additional EPS Bearer Id different from default EPS Bearer Id or/and any mapped EPS bearer
	
	

	Access point name
	APN-1
	
	


11.2
5GS/RAT Fallback

FFS

11.3
Unified Access Control (UAC)
FFS

11.4
Emergency Services

11.4.1
5GMM-REGISTERED.NORMAL-SERVICE / 5GMM-IDLE / Emergency call / Utilising emergency number stored on the USIM / New emergency PDU session
11.4.1.1
Test Purpose (TP)

(1)

with { UE in 5GMM-REGISTERED.NORMAL-SERVICE state and 5GMM-IDLE mode }

ensure that {

  when { UE is requested to make an outgoing call using an emergency number storred on the USIM }

    then { UE establishes an RRC connection with the RRC establishmentCause set to "emergency", and, sends a SERVICE REQUEST message with Service type IE set to "emergency services", and, establishes a New emergency PDU session by sending an UL NAS TRANSPORT message with Request type set to "initial emergency request" and a PDU SESSION ESTABLISHMENT REQUEST }

           }
11.4.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.331 [12], subclause 5.3.3.3, TS 24.501 [22], subclauses 5.6.1.2, 6.4.1.2, TS 31.102 [36], subclause 10.1.1. Unless otherwise stated these are Rel-15 requirements.

[TS 38.331, subclause 5.3.3.3]
The UE shall set the contents of RRCSetupRequest message as follows:

...

1>
set the establishmentCause in accordance with the information received from upper layers;

The UE shall submit the RRCSetupRequest message to lower layers for transmission.

[TS 24.501, subclause 5.6.1.2]

The UE initiates the service request procedure by sending a SERVICE REQUEST message to the AMF and starts timer T3517.

If the UE is sending the SERVICE REQUEST message from 5GMM-IDLE mode and the UE needs to send non-cleartext IEs, the UE shall send the SERVICE REQUEST message including the NAS message container IE as described in subclause 4.4.6.

...

For case c) in subclause 5.6.1.1, the Uplink data status IE shall not be included in the SERVICE REQUEST message except if the UE has one or more active always-on PDU sessions associated with the access type over which the SERVICE REQUEST message is sent. If the UE is not a UE configured for high priority access in selected PLMN and:

a)
if the SERVICE REQUEST message is triggered by a request for emergency services from the upper layer, the UE shall set the service type IE in the SERVICE REQUEST message to "emergency services"; or

[TS 24.501, subclause 6.4.1.2]
In order to initiate the UE-requested PDU session establishment procedure, the UE shall create a PDU SESSION ESTABLISHMENT REQUEST message.

NOTE 0:
When IMS voice is available over either 3GPP access or non-3GPP access, the "voice centric" UE in 5GMM-REGISTERED state will receive a request from upper layers to establish the PDU session for IMS signalling, if the conditions for performing an initial registration with IMS indicated in 3GPP TS 24.229 [14] subclause U.3.1.2 are satisfied.
If the UE requests to establish a new PDU session, the UE shall allocate a PDU session ID which is not currently being used by another PDU session over either 3GPP access or non-3GPP access.

The UE shall allocate a PTI value currently not used and shall set the PTI IE of the PDU SESSION ESTABLISHMENT REQUEST message to the allocated PTI value.

...
If the UE requests to establish a new emergency PDU session, the UE shall set the SSC mode IE of the PDU SESSION ESTABLISHMENT REQUEST message to "SSC mode 1".
...
The UE shall transport:

a)
the PDU SESSION ESTABLISHMENT REQUEST message;

b)
the PDU session ID of the PDU session being established, or being handed over or being transferred;

..

e)
the request type which is set to:
...

3)
"initial emergency request", if the UE requests to establish a new emergency PDU session; and

...

If the request type is set to "initial emergency request" or "existing emergency PDU session", neither DNN nor S-NSSAI is transported by the UE using the NAS transport procedure as specified in subclause 5.4.5.
[TS 31.102, subclause 10.1.1]

The ME shall identify an emergency number dialled by the end user as a valid emergency number and initiate emergency call establishment if it occurs under one or more of the following conditions. If it occurs outside of the following conditions, the ME should not initiate emergency call establishment but normal call establishment. Emergency number identification takes place before and takes precedence over any other (e.g. supplementary service related) number analysis.

...
b)
Any emergency call number stored on a SIM/USIM when the SIM/USIM is present.
11.4.1.3
Test description

11.4.1.3.1
Pre test conditions

System Simulator:

-
1 NR Cell

-
NR Cell 1 as defined in TS 38.508-1 [4] Table Table 4.4.2-3. System information combination NR-1 as defined in TS 38.508-1 [4], subclause 4.4.3.1.2. SIB1 indicates ims-EmergencySupport.
UE:

-
USIM contains at least one Emergency Number: 144.
Preamble:

-
The UE is in test state 1N-A as defined in TS 38.508-1 [4], subclause 4.4A.2 on NR Cell 1.

11.4.1.3.2
Test procedure sequence

Table 11.4.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Make the UE attempt an IMS emergency call dialling the number 144 which is storred on the USIM. (NOTE 1)
	-
	-
	-
	-

	2
	Check: Does the UE performs Generic Test Procedure for IMS Emergency call establishment in 5GC NORMAL-SERVICE as specified in TS 38.508-1 [4], subclause 4.9.11?
	-
	-
	1
	-

	3
	Make the UE release the emergency call. (NOTE 1)
	-
	-
	-
	-

	4
	The Generic test procedure for MO release of IMS call - 5GS as specified in TS 34.229-1 [35], subclause C.32b takes place.
	-
	-
	-
	-

	NOTE 1:
This could be done by e.g. MMI or AT command.


11.4.1.3.3
Specific message contents
Table 11.4.1.3.3-1: REGISTRATION ACCEPT (Preamble)

	Derivation Path: TS 38.508-1 [4], Table 4.7.1-7, condition EMERGENCY.


