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	UL-MIMO was updated to UL MIMO.
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<< Unchanged sections omitted >>
6.2D
Transmit power for UL MIMO
6.2D.1
UE maximum output power for UL MIMO
FFS

6.2D.2
UE maximum output power reduction for UL MIMO
FFS

6.2D.3
UE maximum output power with additional requirements for UL MIMO
FFS

6.2D.4
Configured transmitted power for UL MIMO
FFS
<< Unchanged sections omitted >>
6.3D
Output power dynamics for UL MIMO
6.3D.1
Minimum output power for UL MIMO
FFS
6.3D.2
Transmit OFF power for UL MIMO
FFS
6.3D.3
Transmit ON/OFF time mask for UL MIMO
6.3D.3.1 to 6.3D.3.3


6.3D.3.4
SRS time mask for UL-MIMO
<< Unchanged sections omitted >>
6.4D
Transmit signal quality for UL MIMO
FFS.
<< Unchanged sections omitted >>
6.5D
Output RF spectrum emissions for UL MIMO
6.5D.1
Occupied bandwidth for UL MIMO
FFS.
6.5D.2
Out of band emission for UL MIMO
FFS.
6.5D.3
Spurious emissions for UL MIMO
FFS.

<< Unchanged sections omitted >>
7.3D
Reference sensitivity for UL MIMO
FFS.
<< Unchanged sections omitted >>
7.4D
Maximum input level for UL MIMO
FFS
<< Unchanged sections omitted >>
7.5D
Adjacent channel selectivity for UL MIMO
FFS
<< Unchanged sections omitted >>
7.6D
Blocking characteristics for UL MIMO
FFS
<< End of changes >>
