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9
IXIT Proforma

9.1
General

This partial IXIT proforma contained in the present document is provided for completion, when the related Abstract Test Suite is to be used against the Implementation Under Test (IUT).

Text in italics is a comment for guidance for the production of an IXIT, and is not to be included in the actual IXIT.

The completed partial IXIT will normally be used in conjunction with the completed ICS, as it adds precision to the information provided by the ICS.

9.2
MCPTT

9.2.1
MCPTT Client PIXIT

Table 9.2.1-1: MCPTT Client Common PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	Client relevant IXIT
	
	
	
	

	px_MCPTT_Client_A_ID
	charstring
	"mcptt-client-A@mcptt-op.gov"
	
	The URI of the MCPTT client which is installed on the implementation under test.

The MCPTT client will assign this ID when the Client communicate for the first time with the MCPTT Server and will retain it unless factory reset is done.

	px_MCPTT_Client_B_ID
	charstring
	"mcptt-client-B@mcptt-op.gov"
	
	The URI of the MCPTT client which is to be simulated by the SS.

	Users relevant IXIT
	
	
	
	

	px_MCPTT_User_A_ID
	charstring
	"mcptt-user-A-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_Profile_Name
	charstring
	"mcptt-user-A-Profile-Name"
	
	Profile name for the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_Alias
	charstring
	"mcptt-user-A-alias"
	
	Alphanumeric alias of MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_A_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the organization the MCPTT user belongs to. Ref. TS 24.483 [13].

	px_MCPTT_User_A_username
	charstring
	"MCPTT#U01"
	
	UE's User username used for user authentication

	px_MCPTT_User_A_password
	charstring
	"psw@MCPTT&7"
	
	UE's User password used for user authentication

	px_MCPTT_UserDecryptKey_name
	charstring
	“tk.12.userA_decrypt@mcptt-op.gov”
	
	The SAKKE "Receiver Secret Key". Key name. This is an OCTET STRING encoding of an elliptic curve point. Ref. TS 33.179 [15]

	px_MCPTT_UserSigningKeySSK_name
	charstring
	“tk.12.userA_sign@mcptt-op.gov”
	
	The ECCSI private Key, "SSK". Key name. This is an OCTET STRING encoding of an integer Ref. TS 33.179 [15]

	px_MCPTT_UserPubTokenPVT_name
	charstring
	“tk.12.userA_pub@mcptt-op.gov”
	
	The ECCSI public validation token, "PVT". Key name. This is an OCTET STRING encoding of an elliptic curve point

	px_MCPTT_User_B_ID
	charstring
	"mcptt-user-B-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_B_Profile_Name
	charstring
	"mcptt-user-B-Profile-Name"
	
	Profile name for the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_B_Alias
	charstring
	"mcptt-user-B-alias"
	
	Alphanumeric alias of MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_B_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_B_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the organization the MCPTT user belongs to. Ref. TS 24.483 [13].

	px_MCPTT_User_C_ID
	charstring
	"mcptt-user-C-id@ mcptt-op.gov"
	
	MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_C_Profile_Name
	charstring
	"mcptt-user-C-Profile-Name"
	
	Profile name for the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_C_Alias
	charstring
	"mcptt-user-C-alias"
	
	Alphanumeric alias of MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_C_ParticipantType
	charstring
	"first responder"
	
	Participant type of the MCPTT user. Ref. TS 24.483 [13].

	px_MCPTT_User_C_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the organization the MCPTT user belongs to. Ref. TS 24.483 [13].

	Groups relevant IXIT
	
	
	
	

	px_MCPTT_Group_A_ID
	charstring
	"mcptt-group-A@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_A_Name
	charstring
	"mcptt-group-A-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_A_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-A.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [24].

	px_MCPTT_Group_A_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_A_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.

RFC 4566 [25]

TS 26.171 [26]

	px_MCPTT_Group_B_ID
	charstring
	"mcptt-group-B@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_B_Name
	charstring
	"mcptt-group-B-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_B_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-B.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [241].

	px_MCPTT_Group_B_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_B_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.

RFC 4566 [25]

TS 26.171 [26]

	px_MCPTT_Group_C_ID
	charstring
	"mcptt-group-C@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_C_Name
	charstring
	"mcptt-group-C-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_C_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-C.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [24].

	px_MCPTT_Group_C_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_C_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.

RFC 4566 [25]

TS 26.171 [26]

	px_MCPTT_Group_D_ID
	charstring
	"mcptt-group-D@mcptt-op.gov"
	
	Group ID for a group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_D_Name
	charstring
	"mcptt-group-D-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_D_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-D.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [241].

	px_MCPTT_Group_D_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_D_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.

RFC 4566 [25]

TS 26.171 [26]

	px_MCPTT_Group_T_ID
	charstring
	"mcptt-group-T@mcptt-op.gov"
	
	Group ID for a temporary group. Value is an "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 that indicates the group id. Ref. TS 24.483 [13].

	px_MCPTT_Group_T_Name
	charstring
	"mcptt-group-T-name"
	
	A human readable Group name for the group

	px_MCPTT_Group_T_ProSeLayer2GroupID
	charstring
	"prose.mcptt-op-T.gov"
	
	Indicates the Prose layer-2 group ID for the group. Ref. TS 23.303 [241].

	px_MCPTT_Group_T_Owner_Organization
	charstring
	"mcptt-op.gov"
	
	Indicates the group's owner organization the group belongs to. Ref. TS 24.483 [13].

	px_MCPTT_Group_T_preferred_VCodec
	charstring
	"AMR-WB"
	
	Preferred voice codec for the group (a RTP payload). MCPTT clients shall support the AMR-WB codec.

RFC 4566 [25]

TS 26.171 [26]

	Sessions relevant IXIT
	
	
	
	

	px_MCPTT_session_A_ID
	charstring
	"12345678@mcptt-server-A.mcptt-op.gov”
	
	The URI of the MCPTT session A identity. Ref. TS 24.483 [13].

	px_MCPTT_session_B_ID
	charstring
	"sessionB@cf-B@ims-op.net"
	
	The URI of the MCPTT session B identity. Ref. TS 24.483 [13].

	px_MCPTT_CT_call_ID
	charstring
	"11111111@mcptt-op.gov"
	
	The call ID of a Client Terminated call that can be used for call identification in the SIP messages. Ref. TS 24.483 [13].

	Miscellaneous IXIT
	
	
	
	

	px_MCPTT_vendor_specific_information_init_config
	charstring
	""
	
	UE initial configuration vendor specific name for the application vendor, device vendor etc. Ref. TS 24.483 [13].

	px_MCPTT_vendor_specific_information_config
	charstring
	""
	
	UE configuration vendor specific name for the application vendor, device vendor etc. Ref. TS 24.483 [13].

	px_MCPTT_vendor_specific_information_user_profile
	charstring
	""
	
	User Profile vendor specific name for the application vendor, device vendor etc. Ref. TS 24.483 [13].

	px_MCPTT_vendor_specific_service_conf
	charstring
	""
	
	MCPTT service configuration vendor specific name for the application vendor, device vendor etc. Ref. TS 24.483 [13].

	px_MCPTT_CertUri
	charstring
	“cert1.mcptt-op.gov”
	
	The URI of the Certificate (this object). Ref. TS 33.179 [15]

	px_MCPTT_KmsUri
	charstring
	“kms.mcptt-op.gov”
	
	The URI of the KMS which issued the Certificate. Ref. TS 33.179 [15]

	px_MCPTT_IP_ConnectionAddressAll
	charstring
	"0.0.0.0"
	
	The unicast IP address

	px_MCPTT_IP_ConnectionAddressAudio
	charstring
	"0.0.0.0"
	
	The media=audio plane control channel IP address.

NOTE: Can be the same as the unicast IP address.

	px_MCPTT_IP_ConnectionAddressApp
	charstring
	"0.0.0.0"
	
	The media=application plane control channel IP address.

NOTE: Can be the same as the unicast IP address.

	px_MCPTT_ALL_APN
	charstring
	"mcptt-apn"
	
	A single APN which the UE shall use to access each and all MCPTT relevant services including the MCPTT SIP-1 reference point, the MC common core services for the HTTP-1 reference point and the MC identity management service for the CSC-1 reference point.

The APN is provided in the initial UE configuration as specified in TS 36.579-1 [2] Table 5.5.8.1-1.

	px_MCX_InitialRegistration_TypeOfPDN1
	MCX_Registration_PDN_Type
	mcx
	ims, internet, mcx
	First PDN registered during initial registration (either ‘ims’ or ‘internet’ or ‘mcx’; ‘none’ is not applicable as first PDN)

	px_MCX_InitialRegistration_TypeOfPDN2
	MCX_Registration_PDN_Type
	none
	ims, internet, mcx, none
	Second PDN registered during initial registration; in addition to ‘ims’ or ‘internet’ or ‘mcx’ it may be ‘none’ to indicate that there is no second PDN connectivity requested by the UE during initial registration

	px_MCX_InitialRegistration_TypeOfPDN3
	MCX_Registration_PDN_Type
	none
	ims, internet, mcx, none
	Third PDN registered during initial registration; in addition to ‘ims’ or ‘internet’ or ‘mcx’ it may be ‘none’ to indicate that there is no third PDN connectivity requested by the UE during initial registration


9.2.2
MCPTT Server PIXIT

Table 9.2.2-1: MCPTT Server Common PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_MCPTT_Server_A_URI
	charstring
	"mcptt-server-A@mcptt-op.gov"
	
	The URI of the MCPTT Server which is simulated by the SS

	px_MCPTT_Server_B_URI
	charstring
	"mcptt-server-B@mcptt-op.gov"
	
	The URI of a second MCPTT Server which is implemented in the DUT used in MCPTT Server testing.

	px_MCPTT_PCSCF_A_URI
	charstring
	"mcptt-p-cscf-A@mcptt-op.gov"
	
	The URI of the P-CSCF simulated by the SS.

	px_MCPTT_GMSURI
	charstring
	"mcptt-gms@mcptt-op.gov"
	
	The group management service URI information which contains the public service identity for performing subscription proxy function of the GMS. Ref. TS 23.003 [21].

	px_MCPTT_GroupCreationXUI
	charstring
	"mcptt-gms@mcptt-op.gov"
	
	Indicates the group creation XUI information for creation of groups. Ref. TS 23.003 [21].

	px_MCPTT_GroupConfigDoc_URI
	charstring
	“xcap.mcptt-op.gov/group_config.xml”
	
	Points to the group configuration document. Ref. TS 24.481 [11].

	px_MCPTT_GMSXCAPRootURI
	charstring
	"xcap.mcptt-op.gov"
	
	Indicates the group management server XCAP Root URI information. Ref. TS 23.003 [21].

	px_MCPTT_CMSXCAPRootURI
	charstring
	"xcap.mcptt-op.gov"
	
	Indicates the configuration management server XCAP Root URI information. Ref. TS 23.003 [21].

	px_MCPTT_IDMSAuthEndpoint
	charstring
	"IDMSAuthEndpoint.mcptt-op.gov"
	
	Identity management server authorisation endpoint identity information. Ref. TS 23.003 [21].

	px_MCPTT_IDMSTokenEndpoint
	charstring
	"IDMSTokenEndpoint.mcptt-op.gov"
	
	Identity management server token endpoint identity information. Ref. TS 23.003 [21].

	px_MCPTT_GMS
	charstring
	"mcptt-gms.mcptt-op.gov"
	
	Indicates the group management server identity information. Ref. TS 23.003 [21].

	px_MCPTT_GMS_IPv4Address
	charstring
	
	
	GMS IPv4 address

	px_MCPTT_GMS_IPv6Address
	charstring
	
	
	GMS IPv6 address

	px_MCPTT_CMS
	charstring
	"mcptt-cms.mcptt-op.gov"
	
	Indicates the configuration management server identity information. Ref. TS 23.003 [21].

	px_MCPTT_CMS_IPv4Address
	charstring
	
	
	CMS IPv4 address

	px_MCPTT_CMS_IPv6Address
	charstring
	
	
	CMS IPv6 address

	px_MCPTT_KMS
	charstring
	"kms.mcptt-op.gov"
	
	Indicates the key management server identity information. Ref. TS 23.003 [21].

	px_MCPTT_KMS_IPv4Address
	charstring
	
	
	KMS IPv4 address

	px_MCPTT_KMS_IPv6Address
	charstring
	
	
	KMS IPv6 address

	px_MCPTT_IdM
	charstring
	"idm.server.com"
	
	The identity management server (IdM) 

	px_MCPTT_IdM_IPv4Address
	charstring
	
	
	IdM IPv4 address

	px_MCPTT_IdM_IPv6Address
	charstring
	
	
	IdM IPv6 address

	px_MCPTT_IdM_Server_URI
	charstring
	"IdM.server.com:9031"
	
	Request-URI (AUID) for HTTP GET (IdM server)

	px_MCPTT_XCAP_UE_Config_URI
	charstring
	“xcap.org.3gpp.mcptt.ue-config”
	
	Request-URI (AUID) for HTTP GET (UE configuration)

	px_MCPTT_XCAP_User_Profile_URI
	charstring
	“xcap.org.3gpp.mcptt.user-profile”
	
	Request-URI (AUID) for HTTP GET (User Profile)

	px_MCPTT_XCAP_Service_Config_URI
	charstring
	“xcap.org.3gpp.mcptt.service-config”
	
	Request-URI (AUID) for HTTP GET (Service Configuration)

	px_MCPTT_XCAP_Group_Config_URI
	charstring
	“xcap.org.3gpp.mcptt.group-config”
	
	Request-URI (AUID) for HTTP GET (Group Configuration)

	px_MCPTT_KmsId
	charstring
	"KMSProvider1234"
	
	The ID of the KMS that issues the key set


