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	Reason for change:
	Some of IE used for DEMOD test cases need 

	
	

	Summary of change:
	updated the default SMTC period to be inline with the SSB periodicity configured in the test

corrected value of nrofRBs IE for 10MHz to ensure value is the closest multiple of 4
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SSB-MTC
Table 4.6.3-185: SSB-MTC
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sf20
	0
	
	FR1

	    Sf20
	0
	
	FR2

	  }
	
	
	

	  duration 
	sf2
	
	FR1

	
	sf3
	
	FR2

	}
	
	
	


<many sections skipped>

CSI-FrequencyOccupation

Table 5.4.2-11: CSI-FrequencyOccupation for CSI Acquisition

	Derivation Path: Table 4.6.3-33

	Information Element
	Value/remark
	Comment
	Condition

	CSI-FrequencyOccupation ::= SEQUENCE {
	
	
	

	  nrofRBs
	52
	BW 10 MHz SCS 15kHz 
	

	
	52
	BW 20 MHz SCS 30kHz
	

	
	108
	BW 40 MHz SCS 30KHz
	

	}
	
	
	


<many sections skipped>

CSI-FrequencyOccupation

Table 5.4.2-15: CSI-FrequencyOccupation for CSI Acquisition

	Derivation Path: Table 4.6.3-33

	Information Element
	Value/remark
	Comment
	Condition

	CSI-FrequencyOccupation ::= SEQUENCE {
	
	
	

	  nrofRBs
	52
	BW 10 MHz SCS 15kHz 
	

	
	52
	BW 20 MHz SCS 30kHz
	

	
	108
	BW 40 MHz SCS 30KHz
	

	}
	
	
	


