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<Start>

8.2.3.6.1a
Measurement configuration control and reporting / Event A3 / Measurement of Neighbor NR cell / Inter-frequency measurements / EN-DC

8.2.3.6.1a.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and inter-frequency measurements configured for event A3 }

ensure that {

  when { Entry condition for event A3 is not met for neighbour NR cell }

    then { UE does not send MeasurementReport }

            }

(2)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and inter-frequency measurements configured for event A3 }

ensure that {

  when { Neighbour NR cell becomes offset better than serving NR PSCell }

    then { UE sends MeasurementReport with correct measId for event A3 }

            }

8.2.3.6.1a.2
Conformance requirements

Same as test case 8.2.3.6.1 with the following difference:












[TS 36.331, clause 5.5.2.9]

The UE shall:

1>
if measGapConfig is set to setup:
…
2>
if EN-DC is configured:

3>
if the UE is configured with fr1-Gap set to TRUE:

4>
apply the gap configuration for LTE serving cells and for NR serving cells on FR1;

3>
else:

4>
apply the gap configuration for all LTE and NR serving cells;

Test description

8.2.3.6.1a.3.1
Pre-test conditions

Same as test case 8.2.3.6.1 with the following differences:

· Cells configuration: NR Cell 3 replaces NR Cell 2.

8.2.3.6.1a.3.2
Test procedure sequence

Same as test case 8.2.3.6.1 with the following differences:

· Cells configuration: NR Cell 3 replaces NR Cell 2.

8.2.3.6.1a.3.3
Specific message contents

Same as test case 8.2.3.6.1 with the following differences:

· Cells configuration: NR Cell 3 replaces NR Cell 2.

Table 8.2.3.6.1a.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.6.1.3.2-2)
	Derivation Path: 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	measConfig
	Table 8.2.3.6.1a.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.6.1a.3.3-0a: measConfig (Table 8.2.3.6.1a.3.3-0)
	Derivation Path: 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	


Table 8.2.3.6.1a.3.3-1: MeasConfig-A3 (Table 8.2.3.6.1.3.3-2)
	Derivation Path: 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	1
	
	

	    measObject[1] CHOICE {
	
	
	

	      measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.6.1a.3.3-2
	

	    }
	
	
	

	    measObjectId[2]
	2
	
	

	    measObject[2] CHOICE {
	
	
	

	      measObjectNR 
	MeasObjectNR-f2
	Table 8.2.3.6.1a.3.3-3
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	1
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigNR
	ReportConfigNR(2)

Same as TS 38.508-1 Table 4.6.3-107 except for reportAmount set to ‘r1’
	a3-Offset Thresh value set to -1 dB (2*0.5 dB)
	EVENT_A3

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	2
	
	

	    reportConfigId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.6.1a.3.3-2: MeasObjectNR-f1 (Table 8.2.3.6.1a.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	


Table 8.2.3.6.1a.3.3-3: MeasObjectNR-f2 (Table 8.2.3.6.1a.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 3
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	


8.2.3.7.1a
Measurement configuration control and reporting / Event A4 / Measurement of Neighbor NR cell / Inter-frequency measurements / EN-DC

8.2.3.7.1a.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and inter-frequency measurements configured for event A4 with event based periodical reporting }

ensure that {

  when { Neighbour NR cell becomes better than absolute threshold }

    then { UE sends MeasurementReport message at regular intervals while entering condition for event A4 is satisfied }

            }

(2)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and periodical measurement reporting triggered by event A4 ongoing }

ensure that {

  when { Neighbour NR cell becomes worse than absolute threshold }

    then { UE stops sending MeasurementReport message }

            }

8.2.3.7.1a.2
Conformance requirements

Same as test case 8.2.3.7.1 with the following difference:












[TS 36.331, clause 5.5.2.9]

The UE shall:

1>
if measGapConfig is set to setup:
…
2>
if EN-DC is configured:

3>
if the UE is configured with fr1-Gap set to TRUE:

4>
apply the gap configuration for LTE serving cells and for NR serving cells on FR1;

3>
else:

4>
apply the gap configuration for all LTE and NR serving cells;

8.2.3.7.1a.3
Test description

8.2.3.7.1a.3.1
Pre-test conditions

Same as test case 8.2.3.7.1 with the following differences:

-
Cells configuration: NR Cell 3 replaces NR Cell 2.

8.2.3.7.1a.3.2
Test procedure sequence

Same as test case 8.2.3.7.1 with the following differences:

-
Cells configuration: NR Cell 3 replaces NR Cell 2.

8.2.3.7.1a.3.3
Specific message contents

Same as test case 8.2.3.7.1 with the following differences:

Cells configuration: NR Cell 3 replaces NR Cell 2.
Table 8.2.3.7.1a.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.7.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	measConfig
	Table 8.2.3.7.1a.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.7.1a.3.3-0a: measConfig (Table 8.2.3.7.1a.3.3-0)
	Derivation Path: 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	


Table 8.2.3.7.1a.3.3-1: MeasConfig-A4 (Table 8.2.3.7.1.3.3-2)
	Derivation Path: 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	1
	
	

	    measObject[1] CHOICE {
	
	
	

	      measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.7.1a.3.3-2
	

	    }
	
	
	

	    measObjectId[2]
	2
	
	

	    measObject[2] CHOICE {
	
	
	

	      measObjectNR 
	MeasObjectNR-f2
	Table 8.2.3.7.1a.3.3-3
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	1
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigNR
	ReportConfigNR(71)

Same as TS 38.508-1 [4], Table 4.6.3-142 except for reportAmount set to ‘infinity’. ReportInterval value is set to ‘ms1024’
	Thresh value set to -85dBM
	EVENT_A4

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	2
	
	

	    reportConfigId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.7.1a.3.3-2: MeasObjectNR-f1 (Table 8.2.3.7.1a.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	


Table 8.2.3.7.1a.3.3-3: MeasObjectNR-f2 (Table 8.2.3.7.1a.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 3
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	


8.2.3.8.1a
Measurement configuration control and reporting / Event A5 / Measurement of Neighbor NR cell / Inter-frequency measurements / EN-DC

8.2.3.8.1a.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and inter-frequency measurements configured for event A5 with event based periodical reporting }

ensure that {

  when { Serving NR PSCell becomes worse than absolute threshold1 and neighbour NR cell becomes better than absolute threshold2 }

    then { UE sends MeasurementReport message at regular intervals while entering conditions for event A5 are satisfied }

            }

(2)

with { UE in RRC_CONNECTED state with EN-DC, and, MCG(s) (E-UTRA PDCP) and SCG and periodical measurement reporting triggered by event A5 ongoing }

ensure that {

  when { Serving NR PSCell becomes better than absolute threshold1 or neighbour NR cell becomes worse than absolute threshold2 }

    then { UE stops sending MeasurementReport message }

            }

8.2.3.8.1a.2
Conformance requirements

Same as test case 8.2.3.8.1 with the following difference:











[TS 36.331, clause 5.5.2.9]

The UE shall:

1>
if measGapConfig is set to setup:
…
2>
if EN-DC is configured:

3>
if the UE is configured with fr1-Gap set to TRUE:

4>
apply the gap configuration for LTE serving cells and for NR serving cells on FR1;

3>
else:

4>
apply the gap configuration for all LTE and NR serving cells;

8.2.3.8.1a.3
Test description

8.2.3.8.1a.3.1
Pre-test conditions

Same as test case 8.2.3.8.1 with the following differences:

· Cells configuration: NR Cell 3 replaces NR Cell 2.

8.2.3.8.1a.3.2
Test procedure sequence

Same as test case 8.2.3.8.1 with the following differences:

· Cells configuration: NR Cell 3 replaces NR Cell 2.

8.2.3.8.1a.3.3
Specific message contents

Same as test case 8.2.3.8.1 with the following differences:

· Cells configuration: NR Cell 3 replaces NR Cell 2.

Table 8.2.3.8.1a.3.3-0: RRCConnectionReconfiguration (step 1, Table 8.2.3.8.1.3.2-2)

	Derivation Path: 36.508 [7], Table 4.6.1-8 with condition EN-DC_EmbedNR_RRCRecon

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	measConfig
	Table 8.2.3.8.1a.3.3-0a
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.8.1a.3.3-0a: measConfig (Table 8.2.3.8.1a.3.3-0)
	Derivation Path: 36.508 [7], Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig SEQUENCE {
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp0 
	9
	MGRP = 40 ms, MGL = 6 ms
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-gap-r15
	False
	
	

	  mgta-r15
	False
	
	

	}
	
	
	


Table 8.2.3.8.1a.3.3-1: MeasConfig-A5 (Table 8.2.3.8.1.3.3-2)
	Derivation Path: 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	1
	
	

	    measObject[1] CHOICE {
	
	
	

	      measObjectNR 
	MeasObjectNR-f1
	Table 8.2.3.8.1a.3.3-2
	

	    }
	
	
	

	    measObjectId[2]
	2
	
	

	    measObject[2] CHOICE {
	
	
	

	      measObjectNR 
	MeasObjectNR-f2
	Table 8.2.3.8.1a.3.3-3
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	1
	
	

	    reportConfig[1] CHOICE {
	
	
	

	      reportConfigNR
	ReportConfigNR(66,60)

Same as TS 38.508-1 [4], Table 4.6.3-142 except for reportAmount set to ‘infinity’. ReportInterval value is set to ‘ms1024’
	Thresh values set to -91dBM, -97dBm
	EVENT_A5

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	2
	
	

	    reportConfigId[1]
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 8.2.3.8.1a.3.3-2: MeasObjectNR-f1 (Table 8.2.3.8.1a.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	


Table 8.2.3.8.1a.3.3-3: MeasObjectNR-f2 (Table 8.2.3.8.1a.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 3
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	


<End>
